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<< Start of Changes >>
A.9.x.1
FDD case for WB-RSRQ
A.9.x.1.1
Test Purpose and Environment

The purpose of this test is to verify that the WB-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 9.1.5.4.

A.9.x.1.2
Test parameters

The test scenario comprises of one E-UTRA FDD carrier and one cell as given in table A.9.x.1.2-1. 
A RRC message implying AllowedMeasBandwidth is 50 RB and widebandRSRQ-Meas-r11 is TRUE shall be sent to the UE before the measurement starts. 
Table A.9.x.1.2-1: E-UTRAN WB-RSRQ test parameters
	Parameter
	Unit
	Test 1

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	PBCH_RA
	dB
	0

	PBCH_RB
	
	0

	PSS_RA
	
	0

	SSS_RA
	
	0

	PCFICH_RB
	
	-∞

	PHICH_RA
	
	-∞

	PHICH_RB
	
	-∞

	PDCCH_RA
	
	-∞

	PDCCH_RB
	
	-∞

	PDSCH_RA
	
	-∞

	PDSCH_RB
	
	-∞

	OCNG_RANote1
	
	-∞

	OCNG_RBNote1 
	
	-∞

	Propagation condition
	-
	AWGN

	
 for RB 0…21
	dBm/15kHz
	-91

	

 for RB 22…27
	dBm/15kHz
	-114

	

 for RB 42…49
	dBm/15kHz
	-91

	RSRP(CRS,PBCH, PSS/SSS)
	dBm/15kHz
	-94


	RSRQ
	dB
	7.85
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	dBm
	-63.02
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	dBm
	-80.07

	Note 1:
RSRQ level has been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 2: 
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
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Figure A.9.x.1.2-1: E-UTRAN WB-RSRQ test environment
A.9.x.1.3
Test Requirements

The WB-RSRQ measurement accuracy shall fulfil the requirements in Clause 9.1.5.4.
<< End of Changes >>
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N = 6 RBs





AllowedmeasBW = 50 RBs
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Wideband RSRQ ≤ (Reference RSRQ  - Y dB)


Where “reference RSRQ” is over 6 RBs and set by test equipment
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