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1 Introduction
General UE RF requirements for 2UL inter-band CA was initially discussed in [1]. This contribution provides a text proposal on UE ON/OFF time mask for the latest TR36.860 [2].
2 Discussion

For intra-band contiguous carrier aggregation, the general output power ON/OFF time mask specified in subclause 6.3.4.1 is applicable for each component carrier during the ON power period and the transient periods. The OFF period as specified in subclause 6.3.4.1 shall only be applicable for each component carrier when all the component carriers are OFF. Dual uplink inter-band CA shall follow the same way to define ON/OFF time mask due to the sharing antenna connector between the two bands.
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Text Proposal
<Start of TP>
5.2.x

Output power dynamics
<unchanged text omiteed>
5.2.x.3

ON/OFF time mask
For intra-band contiguous carrier aggregation, the general output power ON/OFF time mask specified in subclause 6.3.4.1 is applicable for each component carrier during the ON power period and the transient periods. The OFF period as specified in subclause 6.3.4.1 shall only be applicable for each component carrier when all the component carriers are OFF. Dual uplink inter-band CA shall follow the same way to define ON/OFF time mask due to the sharing antenna connector between the two bands.
This can be specified by adding following highlighted text into 36.101.
6.3.4A
ON/OFF time mask for CA
For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the general output power ON/OFF time mask specified in subclause 6.3.4.1 is applicable for each component carrier during the ON power period and the transient periods. The OFF period as specified in subclause 6.3.4.1 shall only be applicable for each component carrier when all the component carriers are OFF.
For intra-band contiguous carrier aggregation, the general output power ON/OFF time mask specified in subclause 6.3.4.1 is applicable for each component carrier during the ON power period and the transient periods. The OFF period as specified in subclause 6.3.4.1 shall only be applicable for each component carrier when all the component carriers are OFF.
<End of TP>
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