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< Unchanged sections have been omitted>

7.7.2
SCell Activation Delay Requirement for Deactivated SCell
The delay within which the UE shall be able to activate the deactivated SCell depends upon the specified conditions.

Upon receiving SCell activation command in subframe n, the UE shall be capable to transmit valid CSI report and apply actions related to activated SCell specified in [17] for the SCell being activated no later than in subframe n+24 provided the following conditions are met for the SCell:

-
During the period equal to max([5] measCycleSCell, [5] DRX cycles) before the reception of the SCell activation command:

-
the UE has sent a valid measurement report for the SCell being activated and

-
the SCell being activated remains detectable according to the cell identification conditions specified in section 8.3.3.2,

-
SCell being activated also remains detectable during the SCell activation delay according to the cell identification conditions specified in section 8.3.3.2.

Otherwise upon receiving the SCell activation command in subframe n, the UE shall be capable to transmit valid CSI report and apply actions related to activated SCell specified in [17] for the SCell being activated no later than in subframe n+34 provided the SCell can be successfully detected on the first attempt.
If there are no uplink resources for reporting the valid CSI in subframe n+24 or n+34 then the UE shall use the next available uplink resource for reporting the corresponding valid CSI.
The PCell interruption specified in section 8.3.3 shall not occur after subframe n+9 for E-UTRA FDD UE.

The PCell interruption specified in section 8.3.3 shall not occur after subframe n+11 for E-UTRA TDD UE.

7.7.3
SCell Deactivation Delay Requirement for Activated SCell

Upon receiving SCell deactivation command or upon expiry of the sCellDeactivationTimer in subframe n, the UE shall accomplish the deactivation actions specified in [17] for the SCell being deactivated no later than in subframe n+8.
The PCell interruption specified in section 8.3.3 shall not occur after subframe n+9 for E-UTRA FDD UE.
The PCell interruption specified in section 8.3.3 shall not occur after subframe n+11 for E-UTRA TDD UE.
< Unchanged sections have been omitted>
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