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<Change #1>
9.1.9
UE Rx – Tx time difference
9.1.9.1
Measurement Requirement
The UE RX-TX time difference is measured from the PCell.

The accuracy requirements in Table 9.1.9.1-1 are valid under the following conditions:


Cell specific reference signals are transmitted either from one, two or four antenna ports.


Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.


No changes to the uplink transmission timing are applied during the measurement period.


RSRP|dBm according to Annex B.3.5 for a corresponding Band
Table 9.1.9.1-1: UE Rx – Tx time difference measurement accuracy

	Accuracy
	Conditions

	
	Ês/Iot
	Downlink bandwidth
	Io Note 1 range

	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	Ts Note 2
	dB
	MHz
	
	dBm/15kHz Note 6
	dBm/BWChannel

	(20
	(-3 dB
	≤ 3 MHz
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, 44
	-119
	-50

	
	
	
	26
	-118.5 Note 3
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22
	-118
	-50

	
	
	
	25
	-117.5
	-50

	(10
	(-3 dB
	≥ 5 MHz
	Note 4
	Note 4
	Note 4

	NOTE 1:
When in dBm/15kHz, the minimum Io condition is expressed as the average Io per RE over all REs in that symbol. Io may be different in different symbols within a subframe.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211.

NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with downlink bandwidth ≤ 3 MHz.


NOTE 5:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.


--- unchanged sections ---
9.1.9.4
Measurement Requirement when Time Domain Measurement Resource Restriction Pattern is Configured with CRS Assistance Information
The UE Rx-Tx time difference measurement is performed for the PCell.
For UE configured with a time-domain measurement resource restriction pattern for PCell measurements, the accuracy requirements in Table 9.1.9.4-1 apply provided that the following conditions are met for the PCell:
-
PCell cell specific reference signals are transmitted from one, two or four antenna ports,
-
Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled,
-
No changes to the uplink transmission timing are applied during the measurement period,
-
RSRP|dBm according to Annex B.3.13 for a corresponding Band,

-
The time domain measurement resource restriction pattern configured for the measured cell indicates at least one subframe per radio frame for performing the RSRP measurement, 
-
Four symbols containing CRS are available in all subframes indicated by the time domain measurement resource restriction pattern, and

-
The UE is provided via PCell with the CRS assistance information (TS 36.331 [2]) and the CRS assistance information is valid throughout the entire evaluation period.

The requirements in this section shall also be met when the number of transmit antenna ports [16] of one or more cells whose CRS assistance information is provided [2] is different from the number of transmit antenna ports of the measured cell.
Table 9.1.9.4-1: UE Rx–Tx time difference measurement accuracy

	Accuracy
	Conditions

	
	CRS

Ês/Iot Note 6
	Downlink bandwidth
	Io range Note 5

	
	
	
	E-UTRA operating bands
	Minimum 

Io Note 1
	Maximum 

Io

	Ts Note 2
	dB
	MHz
	
	dBm/15kHz
	dBm/BWChannel

	[+20]
	([-7.76]
	≤ 3 MHz
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	28
	-119.5
	-50

	
	
	
	2, 5, 7, 27, 41, 44
	-119
	-50

	
	
	
	26
	-118.5 Note 3
	-50

	
	
	
	3, 8, 12, 13, 14, 17, 20, 22
	-118
	-50

	
	
	
	25
	-117.5
	-50

	[+10]
	([-7.76]
	≥ 5 MHz
	Note 4
	Note 4
	Note 4

	NOTE 1:
This Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211.

NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with downlink bandwidth ≤ 3 MHz.


NOTE 5:
Io is defined in subframes indicated for PCell measurements by the time domain measurement resource restriction pattern. The specified Io range applies to CRS and non-CRS symbols. Io may be different in different symbols within a subframe.

NOTE 6:
CRS Ês/Iot is in subframes indicated for PCell measurements by the time-domain measurement resource restriction pattern.

NOTE 7:
It is up to the UE implementation whether the UE Rx-Tx time difference measurement is performed in any subframe or in subframes indicated by the time-domain measurement resource restriction pattern.


<End of Change #1>
<Change #2>
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [26] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [26].

1x RTT
CDMA2000 1x Radio Transmission Technology
ABS
Almost Blank Subframe
ARQ
Automatic Repeat Request

AWGN
Additive White Gaussian Noise

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

CA
Carrier Aggregation
CC
Component Carrier

CCCH SDU
Common Control Channel SDU

CGI
Cell Global Identifier

CPICH
Common Pilot Channel

CPICH Ec/No
CPICH Received energy per chip divided by the power density in the band

CRS
Cell-specific Reference Signals
C-RNTI
Cell RNTI

DCCH
Dedicated Control Channel

DL
Downlink

DRX
Discontinuous Reception

DTCH
Dedicated Traffic Channel

DUT
Device Under Test

E-CID
Enhanced Cell-ID (positioning method)

ECGI
Evolved CGI
eNB
E-UTRAN NodeB

E-SMLC
Enhanced Serving Mobile Location Centre
E-UTRA
Evolved UTRA

E-UTRAN
Evolved UTRAN

FDD
Frequency Division Duplex

GERAN
GSM EDGE Radio Access Network

GSM
Global System for Mobile communication

HARQ
Hybrid Automatic Repeat Request

HO
Handover

HRPD
High Rate Packet Data

IDC
In-Device Coexistence

LPP
LTE Positioning Protocol

MAC 
Medium Access Control
MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MBSFN ABS
MBSFN Almost Blank Subframe
MDT
Minimization of Drive Tests
MIB
Master Information Block
OCNG
OFDMA Channel Noise Generator

OFDM
Orthogonal Frequency Division Multiplexing

OFDMA
Orthogonal Frequency Division Multiple Access

OTDOA
Observed Time Difference of Arrival

PBCH
Physical Broadcast Channel

P-CCPCH
Primary Common Control Physical Channel

PCell
Primary Cell
PCFICH
Physical Control Format Indicator CHannel

PDCCH
Physical Downlink Control CHannel

PDSCH
Physical Downlink Shared CHannel

PHICH
Physical Hybrid-ARQ Indicator CHannel

PLMN
Public Land Mobile Network

PMCH
Physical Multicast Channel
PRACH
Physical Random Access CHannel

PRS
Positioning Reference Signal
PSS
Primary Synchronization Signal
pTAG
Primary Timing Advance Group
PUCCH
Physical Uplink Control CHannel

PUSCH
Physical Uplink Shared Channel

RSCP
Received Signal Code Power

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

RSTD
Reference Signal Time Difference

QAM
Quadrature Amplitude Modulation

RACH
Random Access Channel

RAT
Radio Access Technology

RNC
Radio Network Controller

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RRM
Radio Resource Management

SCH
Synchronization Channel

SCell
Secondary Cell
SDU
Service Data Unit

SFN
System Frame Number

SI
System Information

SIB
System Information Block

SON
Self Optimized Network
SRS
Sounding Reference Signal

SSS
Secondary Synchronization Signal
sTAG
Secondary Timing Advance Group
TAG
Timing Advance Group
TDD
Time Division Duplex

TTI
Transmission Time Interval

UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunication System

UTRA
Universal Terrestrial Radio Access

UTRAN
Universal Terrestrial Radio Access Network
WB-RSRQ
Wide Bandwith RSRQ

--- unchanged sections ---
A.7.1
UE Transmit Timing

A.7.1.1
E-UTRAN FDD – UE Transmit Timing Accuracy Tests

A.7.1.1.1
Test Purpose and Environment

The purpose of this test is to verify that the UE is capable of following the frame timing change of the connected eNode B and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in clause 7.1.2.

For this test a single cell is used. Table A.7.1.1.1-1 defines the strength of the transmitted signals and the propagation condition. The transmit timing is verified by the UE transmitting SRS using the configuration defined in Table A.7.1.1.1-2.

Table A.7.1.1.1-1: Test Parameters for UE Transmit Timing Accuracy Tests for E-UTRAN FDD

	Parameter
	Unit
	Value

	
	
	Test 1
	Test 2
	Test 3

	E-UTRA RF Channel Number
	
	1
	1
	1

	Channel Bandwidth (BWchannel)
	MHz
	10
	10
	1.4

	DRX cycle
	ms
	OFF
	80Note5
	OFF

	PDCCH/PCFICH/PHICH Reference measurement channelNote1
	
	R.6 FDD
	R.6 FDD
	R.8 FDD

	OCNG PatternNote2
	
	OP.2 FDD
	OP.2 FDD
	OP.4 FDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	OCNG_RANote3
	
	
	
	

	OCNG_RBNote3
	
	
	
	

	
[image: image1.wmf]oc

N


	dBm/15 kHz
	-98
	-98
	-98

	
[image: image2.wmf]ot

s

I

Ê


	dB
	3
	3
	3
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N

Ê


	dB
	3
	3
	3

	IoNote4
	dBm/9 MHz
	-65.5
	-65.5
	N/A

	
	dBm/1.08 MHz
	N/A
	N/A
	-74.7

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For the reference measurement channels, see clause A.3.1.

Note 2: For the OCNG pattern, see clause A.3.2.

Note 3: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4: Io level has been derived from other parameters for information purpose. It is not a settable parameter.

Note 5: DRX related parameters are defined in Table A.7.1.1.1-3.


Table A.7.1.1.1-2: Sounding Reference Symbol Configuration to be used in UE Transmit Timing Accuracy Tests for E-UTRAN FDD

	Field
	Test 1
	Test 2
	Test 3
	Comment

	
	Value
	

	srsBandwidthConfiguration
	bw5
	bw5
	bw7
	

	srsSubframeConfiguration
	sc1
	sc3
	sc1
	

	ackNackSrsSimultaneousTransmission
	FALSE
	FALSE
	FALSE
	

	srsMaxUpPTS
	N/A
	N/A
	N/A
	Not applicable for FDD

	srsBandwidth 
	0
	0
	0
	No hopping

	srsHoppingBandwidth
	hbw0
	hbw0
	hbw0
	

	frequencyDomainPosition
	0
	0
	0
	

	duration
	TRUE
	TRUE
	TRUE
	Indefinite duration

	Srs-ConfigurationIndex
	0
	77
	0
	SRS periodicity of 2ms and 80 ms for Test 1 and 2, respectively.

	transmissionComb
	0
	0
	0
	

	cyclicShift
	cs0
	cs0
	cs0
	No cyclic shift

	SRS-AntennaPort
	an1
	Number of antenna ports used for SRS transmission

	Note: For further information see clause 6.3.2 in TS 36.331.


Table A.7.1.1.1-3: drx-Configuration to be used in UE Transmit Timing Accuracy Test 2 for E-UTRAN FDD

	Field
	Test2
	Comment

	
	Value
	

	onDurationTimer
	psf1
	

	drx-InactivityTimer
	psf1
	

	drx-RetransmissionTimer
	psf1
	

	longDRX-CycleStartOffset

	sf80
	

	shortDRX
	disable
	

	Note: For further information see clause 6.3.2 in TS 36.331.


--- unchanged sections ---
A.7.1.2
E-UTRAN TDD - UE Transmit Timing Accuracy Tests
A.7.1.2.1
Test Purpose and Environment

The purpose of this test is to verify that the UE is capable of following the frame timing change of the connected eNode B and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in clause 7.1.2.

For this test a single cell is used. Table A.7.1.2.1-1 defines the strength of the transmitted signals and the propagation condition. The transmit timing is verified by the UE transmitting SRS using the configuration defined in Table A.7.1.2.1-2.

Table A.7.1.2.1-1: Test Parameters for UE Transmit Timing Accuracy Tests for E-UTRAN TDD

	Parameter
	Unit
	Value

	
	
	Test 1
	Test 2
	Test 3

	E-UTRA RF Channel Number
	
	1
	1
	1

	Channel Bandwidth (BWchannel)
	MHz
	10
	10
	1.4

	Special subframe configurationNote1
	
	6
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1
	1

	DRX cycle
	ms
	OFF
	80Note7
	OFF

	PDCCH/PCFICH/PHICH Reference measurement channelNote3
	
	R.6 TDD
	R.6 TDD
	R.8 TDD

	OCNG PatternNote4
	
	OP.2 TDD
	OP.2 TDD
	OP.4 TDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	0
	0
	0

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	OCNG_RANote5
	
	
	
	

	OCNG_RBNote5
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	dBm/15 kHz
	-98
	-98
	-98

	
[image: image5.wmf]ot

s
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	dB
	3
	3
	3
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N
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	dB
	3
	3
	3

	IoNote6
	dBm/9 MHz
	-65.5
	-65.5
	N/A

	
	dBm/1.08 MHz
	N/A
	N/A
	-74.7

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For the special subframe configuration see table 4.2-1 in TS 36.211.

Note 2: For the uplink-downlink configuration see table 4.2-2 in TS 36.211.

Note 3: For the reference measurement channels, see clause A.3.1.

Note 4: For the OCNG pattern, see clause A.3.2.

Note 5: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 6: Io level has been derived from other parameters for information purpose. It is not a settable parameter.

Note 7: DRX related parameters are defined in Table A.7.1.2.1-3.


Table A.7.1.2.1-2: Sounding Reference Symbol Configuration to be used in UE Transmit Timing Accuracy Tests for E-UTRAN TDD

	Field
	Test 1
	Test 2
	Tset3
	Comment

	
	Value
	

	srsBandwidthConfiguration
	bw5
	bw5
	bw7
	

	srsSubframeConfiguration
	sc3
	sc3
	sc3
	Once every 5 subframes

	ackNackSrsSimultaneousTransmission
	FALSE
	FALSE
	FALSE
	

	srsMaxUpPTS
	FALSE
	FALSE
	FALSE
	

	srsBandwidth 
	0
	0
	0
	No hopping

	srsHoppingBandwidth
	hbw0
	hbw0
	hbw0
	

	frequencyDomainPosition
	0
	0
	0
	

	duration
	TRUE
	TRUE
	TRUE
	Indefinite duration

	Srs-ConfigurationIndex
	15
	85
	15
	SRS periodicity of 10 and 80 ms for Test 1 and 2, respectively.

	transmissionComb
	0
	0
	0
	

	cyclicShift
	cs0
	cs0
	cs0
	No cyclic shift

	SRS-AntennaPort
	an1
	Number of antenna ports used for SRS transmission

	Note: For further information see clause 6.3.2 in TS 36.331.


Table A.7.1.2.1-3: DRX Configuration to be used in UE Transmit Timing Accuracy Test 2 for E-UTRAN TDD

	Field
	Test2
	Comment

	
	Value
	

	onDurationTimer
	psf1
	

	drx-InactivityTimer
	psf1
	

	drx-RetransmissionTimer
	psf1
	

	longDRX-CycleStartOffset

	sf80
	

	shortDRX
	disable
	

	Note:
For further information see clause 6.3.2 in TS 36.331.


--- unchanged sections ---
A.7.1.3
E-UTRAN FDD – UE Transmit Timing Accuracy Tests for SCell

A.7.1.3.1
Test Purpose and Environment

The purpose of this test is to verify that the UE is capable of following the frame timing change of the connected eNode B and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in clause 7.1.2.

For this test two cells are used. Cell 1 is PCell and Cell 2 is SCell. Both PCell and SCell are in the primary Timing Advance Group (pTAG). Table A.7.1.3.1-1 defines the strength of the transmitted signals and the propagation condition. The transmit timing is verified by the UE transmitting SRS using the configuration defined in Table A.7.1.3.1-2.

Table A.7.1.3.1-1: General test Parameters for UE Transmit Timing Accuracy Tests for E-UTRAN FDD

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	Test 1
	Test 2
	Test 1
	Test 2

	E-UTRA RF Channel Number
	
	1
	1
	2
	2

	Channel Bandwidth (BWchannel)
	MHz
	20
	20
	20
	20

	Active PCell
	
	Cell 1
	Cell 1
	
	

	Active SCell
	
	
	
	Cell 2
	Cell 2

	TAG configuration 
	
	pTAG
	pTAG
	pTAG
	pTAG

	DRX cycle
	ms
	OFF
	80Note5
	OFF
	80Note5

	PDCCH/PCFICH/PHICH Reference measurement channelNote1
	
	R.10 FDD
	R.10 FDD
	R.10 FDD
	R.10 FDD

	OCNG PatternNote2
	
	OP.12 FDD
	OP.12 FDD
	OP.12 FDD
	OP.12 FDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	OCNG_RANote3
	
	
	
	
	

	OCNG_RBNote3
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	dBm/15 kHz
	-98
	-98
	-98
	-98
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	dB
	3
	3
	3
	3
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	dB
	3
	3
	3
	3

	IoNote4
	dBm/18 MHz
	-62.5
	-62.5
	-62.5
	-62.5

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN

	Note 1:
For the reference measurement channels, see clause A.3.1.

Note 2:
For the OCNG pattern, see clause A.3.2.

Note 3:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. 

Note 4:
Io level has been derived from other parameters for information purpose. It is not a settable parameter.

Note 5:
DRX related parameters are defined in Table A.7.1.3.1-3.


Table A.7.1.3.1-2: Sounding Reference Symbol Configuration to be used in UE Transmit Timing Accuracy Tests for E-UTRAN FDD

	Field
	Cell 1
	Cell 2
	Comment

	
	Test 1
	Test 2
	Test 1
	Test 2
	

	srsBandwidthConfiguration
	bw5
	bw5
	bw5
	bw5
	

	srsSubframeConfiguration
	sc1
	sc3
	sc1
	sc3
	

	ackNackSrsSimultaneousTransmission
	FALSE
	FALSE
	FALSE
	FALSE
	

	srsMaxUpPTS
	N/A
	N/A
	N/A
	N/A
	Not applicable for FDD

	srsBandwidth 
	0
	0
	0
	0
	No hopping

	srsHoppingBandwidth
	hbw0
	hbw0
	hbw0
	hbw0
	

	frequencyDomainPosition
	0
	0
	0
	0
	

	duration
	TRUE
	TRUE
	TRUE
	TRUE
	Indefinite duration

	Srs-ConfigurationIndex
	0
	77
	0
	77
	SRS periodicity of 2ms and 80 ms for Test 1 and 2, respectively.

	transmissionComb
	0
	0
	0
	0
	

	cyclicShift
	cs0
	cs0
	cs0
	cs0
	No cyclic shift

	srsAntennaPort
	an1
	an1
	an1
	an1
	Number of SRS antenna ports

	NOTE:
For further information see clause 6.3.2 in TS 36.331.


Table A.7.1.3.1-3: drx-Configuration to be used in UE Transmit Timing Accuracy Test 2 for E-UTRAN FDD

	Field
	Cell 1
	Cell 2
	Comment

	onDurationTimer
	psf1
	psf1
	

	drx-InactivityTimer
	psf1
	psf1
	

	drx-RetransmissionTimer
	psf1
	psf1
	

	longDRX-CycleStartOffset

	sf80
	sf80
	

	shortDRX
	disable
	disable
	

	NOTE:
For further information see clause 6.3.2 in TS 36.331.


--- unchanged sections ---
A.7.1.4
E-UTRAN TDD - UE Transmit Timing Accuracy Tests for SCell

A.7.1.4.1
Test Purpose and Environment

The purpose of this test is to verify that the UE is capable of following the frame timing change of the connected eNode B and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in clause 7.1.2.

For this test two cells are used. The Cell 1 is PCelln and Cell 2 is SCell. Both PCell and SCell are in the primary Timing Advance Group (pTAG). Table A.7.1.4.1-1 defines the strength of the transmitted signals and the propagation condition. The transmit timing is verified by the UE transmitting SRS using the configuration defined in Table A.7.1.4.1-2.

Table A.7.1.4.1-1: Test Parameters for UE Transmit Timing Accuracy Tests for E-UTRAN TDD

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	Test 1
	Test 2
	Test 1
	Test 2

	E-UTRA RF Channel Number
	
	1
	1
	2
	2

	Channel Bandwidth (BWchannel)
	MHz
	20
	20
	20
	20

	E-UTRA RF Channel Number
	
	1
	1
	2
	2

	Active PCell
	
	Cell 1
	Cell 1
	
	

	Active Scell
	
	
	
	Cell 2
	Cell 2

	TAG configuration 
	
	pTAG
	pTAG
	pTAG
	pTAG

	Special subframe configurationNote1
	
	6
	6
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1
	1
	1

	DRX cycle
	ms
	OFF
	80Note7
	OFF
	80Note7

	PDCCH/PCFICH/PHICH Reference measurement channelNote3
	
	R.10 TDD
	R.10 TDD
	R.10 TDD
	R.10 TDD

	OCNG PatternNote4
	
	OP.8 TDD
	OP.8 TDD
	OP.8 TDD
	OP.8 TDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	0
	0
	
	0

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	OCNG_RANote5
	
	
	
	
	

	OCNG_RBNote5
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	dBm/15 kHz
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	dB
	3
	3
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	dB
	3
	3
	3
	3

	IoNote6
	dBm/18 MHz
	-62.5
	-62.5
	-62.5
	-62.5

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN

	Note 1:
For the special subframe configuration see table 4.2-1 in TS 36.211.

Note 2:
For the uplink-downlink configuration see table 4.2-2 in TS 36.211.

Note 3:
For the reference measurement channels, see clause A.3.1.

Note 4:
For the OCNG pattern, see clause A.3.2.

Note 5:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 6:
Io level has been derived from other parameters for information purpose. It is not a settable parameter.

Note 7:
DRX related parameters are defined in Table A.7.1.4.1-3.


Table A.7.1.4.1-2: Sounding Reference Symbol Configuration to be used in UE Transmit Timing Accuracy Tests for E-UTRAN TDD

	Field
	Cell 1
	Cell 2
	Comment

	
	Test 1
	Test 2
	Test 1

Test 1

Tset3

	Test 1

Test 2

Tset3

	

	srsBandwidthConfiguration
	bw5
	bw5
	bw5
	bw5
	

	srsSubframeConfiguration
	sc3
	sc3
	sc3
	sc3
	Once every 5 subframes

	ackNackSrsSimultaneousTransmission
	FALSE
	FALSE
	FALSE
	FALSE
	

	srsMaxUpPTS
	FALSE
	FALSE
	FALSE
	FALSE
	

	srsBandwidth 
	0
	0
	0
	0
	No hopping

	srsHoppingBandwidth
	hbw0
	hbw0
	hbw0
	hbw0
	

	frequencyDomainPosition
	0
	0
	0
	0
	

	duration
	TRUE
	TRUE
	TRUE
	TRUE
	Indefinite duration

	Srs-ConfigurationIndex
	15
	85
	15
	85
	SRS periodicity of 10 and 80 ms for Test 1 and 2, respectively.

	transmissionComb
	0
	0
	0
	0
	

	cyclicShift
	cs0
	cs0
	cs0
	cs0
	No cyclic shift

	srsAntennaPort
	an1
	an1
	an1
	an1
	Number of SRS antenna ports

	Note:
For further information see clause 6.3.2 in TS 36.331.


Table A.7.1.4.1-3: DRX Configuration to be used in UE Transmit Timing Accuracy Test 2 for E-UTRAN TDD

	Field
	Cell 1 
	Cell 2 
	Comment

	onDurationTimer
	psf1
	psf1
	

	drx-InactivityTimer
	psf1
	psf1
	

	drx-RetransmissionTimer
	psf1
	psf1
	

	longDRX-CycleStartOffset

	sf80
	sf80
	

	shortDRX
	disable
	disable
	

	Note:
For further information see clause 6.3.2 in TS 36.331.


--- unchanged sections ---
<End of Change #2>
