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1 Introduction

This contribution provides TP on introducing channel bandwidth combination table for 3DL CA in Band 41 of TR 36.833-5-41.
2 Channel bandwidth combinations for CA_41D
In last meeting in Riga, the CR [1] was approved about restructuring the intra-band CA channel bandwidth combination table, because the original table is not explicitly describing channel bandwidth combinations in order of increasing carrier frequency.
Based on the new table structure, the channel combination set table is further revised for E-UTRA CA configurations and bandwidth combination set for 3DL contiguous CA in Band 41:

Table 1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration 
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_41D
	10
	20
	15
	60
	0

	
	10
	15, 20
	20
	
	

	
	15
	20
	10
	
	

	
	15
	20
	15
	
	

	
	15
	10, 15, 20
	20
	
	

	
	20
	15, 20
	10
	
	

	
	20
	10, 15, 20
	15
	
	

	
	20
	10, 15, 20
	20
	
	


Reference
[1] R4-135788, Intra-band CA channel bandwidth combination table restructuring, 3GPPRAN4#68bis Oct 2013
TEXT PROPOSAL for TR 36.833-5-41
Section 5.1.2 Channel bandwidths for CA
<Text to be added>

Table 5.1.2-1 defines the supported E-UTRA CA configurations and bandwidth combination set for 3DL contiguous CA in Band 41. 20 MHz, 15MHz and 10 MHz component carrier channel bandwidths are proposed to be supported for Band 41 carrier aggregation.
Table 5.1.2-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration 
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_41D
	10
	20
	15
	60
	0

	
	10
	15, 20
	20
	
	

	
	15
	20
	10
	
	

	
	15
	20
	15
	
	

	
	15
	10, 15, 20
	20
	
	

	
	20
	15, 20
	10
	
	

	
	20
	10, 15, 20
	15
	
	

	
	20
	10, 15, 20
	20
	
	


*********************End of change*****************






















































