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< start of changes >
6.6.3.3.5 
Minimum requirement (network signalled value “NS_12”)

When “NS 12” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.5-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.

Table 6.6.3.3.5-1: Additional requirements 

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 
	Note

	
	1.4, 3, 5 MHz
	
	

	806 ≤ f ≤ 813.5 (NOTE 1)
	-42
	6.25 kHz
	

	NOTE 1:
For an E-UTRA carrier with lower channel edge below 814.2 MHz, the requirement applies at an offset of greater than or equal to 0.7 MHz below the said lower channel edge.
NOTE 2:
The emissions measurement shall be sufficiently power averaged to ensure standard standard deviation < 0.5 dB.


6.6.3.3.6 
Minimum requirement (network signalled value “NS_13”)

When “NS 13” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.6-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.

Table 6.6.3.3.6-1: Additional requirements 

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 
	Note

	
	5 MHz
	
	

	806 ≤ f ≤ 816 (NOTE 1)
	-42
	6.25 kHz
	2

	NOTE 1:
For an E-UTRA carrier with lower channel edge below 819 MHz, the requirement applies at an offset of greater than or equal to 3 MHz below the said lower channel edge.
NOTE 2:
The emissions measurement shall be sufficiently power averaged to ensure standard standard deviation < 0.5 dB.


6.6.3.3.7 
Minimum requirement (network signalled value “NS_14”)

When “NS 14” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.7-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.

Table 6.6.3.3.7-1: Additional requirements 

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 
	Note

	
	10, 15 MHz
	
	

	806 ≤ f ≤ 816
	-42
	6.25 kHz
	2

	NOTE 1:
For an E-UTRA carrier with lower channel edge below 824 MHz, the requirement applies at an offset of greater than or equal to 8 MHz below the said lower  channel edge.
NOTE 2:
The emissions measurement shall be sufficiently power averaged to ensure standard standard deviation < 0.5 dB.


6.6.3.3.8 
Minimum requirement (network signalled value “NS_15”)

When “NS 15” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.8-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.

Table 6.6.3.3.8-1: Additional requirements 

	Frequency band

(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 
	Note

	
	1.4, 3, 5, 10, 15 MHz
	
	

	851 ≤ f ≤ 859
	-53
	6.25 kHz
	1

	NOTE 1:
The emissions measurement shall be sufficiently power averaged to ensure standard standard deviation < 0.5 dB.


6.6.3.3.9 
Minimum requirement (network signalled value “NS_16”)

< end of changes >

