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1 Background
This contribution contains a revised WID for the work item LTE_CA_B1_B7 to be presented at RAN#62. The main change is an update of the band combination set. 
In the current WID [1], the bandwidth combination(s) to be specified are 
	E-UTRA band / channel bandwidth

	E-UTRA CA Band
	E-UTRA Bands
	5 MHz
	10  MHz
	15 MHz
	20  MHz



	B1+B7
	1
	
	Yes
	
	

	
	7
	 
	Yes
	
	


which is not consistent with the bandwidth combination set included in the latest version of TR 36.851:
6.3.1.1.1
Channel bandwidths per operating band for CA

Table 6.3.1.1.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA

	CA operating / channel bandwidth

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	CA_1A-7A
	1
	
	
	
	
	Yes
	

	
	7
	
	
	
	
	Yes
	Yes


The latter is actually the same as that included in an earlier version of the WID [2]. Something has happened on the way.

In the attached revised WID, the following modification of the bandwidth combinations for CA_1-7 is proposed:
	E-UTRA band / channel bandwidth

	E-UTRA CA Band
	E-UTRA Bands
	5 MHz
	10  MHz
	15 MHz
	20  MHz



	B1+B7
	1
	
	Yes
	Yes
	

	
	7
	 
	
	Yes
	Yes


A time plan is also included in the revised WID: 0.125 TU each for the core and performance part at RAN4#70. Additional time might be available at 3GPPRAN4 – UE RF. 

The proposed completion date for the WI is March 2014 (RAN#63). 
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