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1 Introduction

 In RAN4, inter-band CA with dual uplink has been discussed in the previous RAN4 meetings. The main concerns were cases in Class A4 on how to deal with IMD issues. Other issue was how to define cross-regional coexistence issues. In RAN4 #68bis, some consensus was made on cross regional issues as in [1]. This contribution suggests way forward for Class A2 combinations where no cross-regional coexistence and no IMD issue on own Rx bands.
2 Observations
 In Inter-band dual uplink CA Class A2, following 3 combinations are considered:

· Band 3 + Band 8
· Band 4 + Band 12
· Band 4 + Band 17
Band 3 + Band 8 will be deployed in Region 1 and Region 3. Band 4 + Band 12 and Band 4 + Band 17 will be deployed in Region 2. Combinations in Class A2 are using region specific bands and there is no possibility of deployment of these combinations in other regions.

Observation 1) Current Class A2 dual uplink CA combinations do not have cross-region coexistence issues.

For IMD analysis, it is not yet decided whether to consider IM2/IM3 or to include IM5 when these IMDs are falling into own Rx bands. For the combinations in Class A2, IM2, IM3 and IM5 do not fall into own Rx bands. Hence, only harmonic issue should be considered which should apply the same specifications as single uplink cases.

Observation 2) Current Class A2 dual uplink CA combinations do not have IM2, IM3 and IM5 falling into its own Rx bands

3 Way Forward
 From above observations, we would like to propose following way forwards:

Proposal 1) No need to define another UE-to-UE CA table for Class A2 as no cross-regional issue exists

Proposal 2) As Class A2 only needs to consider problems with Harmonic without any IMD issues, same specifications to be used as 1UL/2DL
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