Page 1



3GPP TSG-RAN WG4 Meeting #69 
(
R4-136220
San Francisco, US, 11 - 15 Nov, 2013
	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.101
	CR
	2006
	(

rev
	-
	(

Current version:
	11.6.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	Introduction of DL CoMP FDD static CQI test

	
	

	Source to WG:
(

	Intel Corporation

	Source to TSG:
(

	R4

	
	

	Work item code:
(

	COMP_LTE_DL-Perf
	
	Date: (

	2013-11-4

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	A FDD CQI reporting defintion test under AWGN conditions is required to test UE supporting DL CoMP.

	
	

	Summary of change:
(

	Introduce testing scenario, test metrics and performance requirement of the DL CoMP FDD static CQI tests.

	
	

	Consequences if 
(

not approved:
	A FDD CQI defintion test for UE supporting DL CoMP will be missing.

	
	

	Clauses affected:
(

	9.2.4, Annex A.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	36.521-3

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


< Start of changes>
9.2.4
Minimum requirement PUCCH 1-1 (With Single CSI Process)
The minimum requirements for dual codeword transmission are defined in terms of a reporting spread of the wideband CQI value for codeword #1, and their BLER performance using the transport format indicated by the reported CQI median of codeword #0 and codeword #1. The precoding used at the transmitter is a fixed precoding matrix specified by the bitmap parameter codebookSubsetRestriction. The propagation condition assumed for the minimum performance requirement is defined in subclause B.1.
9.2.4.1
FDD
The following requirements apply to UE Category 2-8. For the parameters specified in table 9.2.4.1-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported offset level of the wideband spatial differential CQI for codeword #1 (Table 7.2-2 in TS 36.213 [6]) shall be used to determine the wideband CQI index for codeword #1 as 


wideband CQI1 = wideband CQI0 – Codeword 1 offset level
The wideband CQI1 shall be within the set {median CQI1 -1, median CQI1 +1} for more than 90% of the time, where the resulting wideband values CQI1 shall be used to determine the median CQI values for codeword #1. For both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 – 1 and median CQI1 – 1 shall be less than or equal to 0.1. Furthermore, for both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 + 1 and median CQI1 + 1 shall be greater than or equal to 0.1.
Table 9.2.4.1-1: PUCCH 1-1 static test (FDD)
	Parameter
	Unit
	Test 1
	Test 2

	
	
	TP1
	TP2
	TP1
	TP2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	10

	Downlink power allocation (Note 1)
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	dB
	[0]
	[0]
	[0]
	[0]
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	dB
	[0]
	[0]
	[0]
	[0]

	
	Pc
	dB
	[-3]
	[-3]
	[-3]
	[-3]

	
	(
	dB
	[-3]
	N/A
	[-3]
	N/A

	Cell ID
	
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0, 1
	(Note 2)
	Antenna ports 0, 1
	(Note 2)

	CSI reference signals
	
	Antenna ports 15,…,18
	N/A
	Antenna ports 15,…,18
	N/A

	CSI-RS periodicity and subframe offset  TCSI-RS / ∆CSI-RS
	
	5/1
	N/A
	5/1
	N/A

	CSI-RS configuration
	
	0
	N/A
	0
	N/A

	Zero-Power CSI-RS configuration

ICSI-RS / ZeroPowerCSI-RS bitmap
	
	N/A
	1 / 1000000000000000
	N/A
	1 / 1000000000000000

	CSI-IM configuration

ICSI-RS / ZeroPowerCSI-RS bitmap
	
	1 /

0010000000000000
	N/A
	1 /

0010000000000000
	N/A

	CSI process configuration

Signal/Interference/Reporting mode
	
	CSI-RS/CSI-IM/PUCCH 1-1
	CSI-RS/CSI-IM/PUCCH 1-1

	Propagation condition and antenna configuration
	
	Clause B.1 
(4 x 2)
	Clause B.1 
(2 x 2)
	Clause B.1 
(4 x 2)
	Clause B.1 
(2 x 2)

	CodeBookSubsetRestriction bitmap
	
	0x0000 0000 0100 0000
	100000
	0x0000 0000 0100 0000
	100000

	SNR (Note 3) 
	dB
	20
	[6]
	[7]
	20
	[14]
	[15]
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	dB[mW/15kHz]
	-78
	[-92]
	[-91]
	-78
	[-84]
	[-83]
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	dB[mW/15kHz]
	-98
	-98

	Modulation / Information bit payload
	
	(Note4)
	QPSK / 4392
	(Note4)
	QPSK / 4392

	Max number of HARQ transmissions
	
	1
	N/A
	1
	N/A

	Physical channel for CQI/PMI reporting
	
	PUSCH (Note5)
	N/A
	PUSCH (Note5)
	N/A

	PUCCH Report Type for CQI/PMI
	
	2
	N/A
	2
	N/A

	PUCCH Report Type for RI
	
	3
	N/A
	3
	N/A

	Reporting periodicity 
	ms
	Npd = 5
	N/A
	Npd = 5
	N/A

	CQI Delay
	ms
	8
	N/A
	8
	N/A

	cqi-pmi-ConfigurationIndex
	
	2
	N/A
	2
	N/A

	ri-ConfigIndex
	
	1
	N/A
	1
	N/A

	PDSCH scheduled sub-frames
	
	[1,2,3,4,6,7,8,9]
	[1,2,3,4,6,7,8,9]

	Timing offset between TPs
	us
	0
	0

	Frequency offset between TPs
	Hz
	0
	0

	Note1:
Reference measurement channel according to Table A.4-1d with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.
Note 2:
REs for antenna ports 0 and 1 CRS have zero transmission power.
Note 3:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.

Note 4:   Table A.4-3b is used for non CSI-RS subframes. Table A.4-3i is used for CSI-RS subframes.

Note 5:   To avoid collisions between CQI/PMI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#1 and #6 to allow periodic CQI/PMI to multiplex with the HARQ-ACK on PUSCH in uplink SF#0 and #5.


< End of changes>
< Start of changes>
Table A.4-1c: Reference channel for CQI requirements (FDD) full PRB allocation (CSI-RS) : 2 CRS ports

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	50
	75
	100

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	8
	8
	8
	8
	8
	8

	Modulation
	
	
	
	
	Table A.4-3b 
	Table A.4-3h
	
	

	Target coding rate
	
	
	
	
	Table A.4-3b 
	Table A.4-3h
	
	

	Number of HARQ Processes
	Processes
	8
	8
	8
	8
	8
	8

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH. 

Note 2:
Only subframes 1,2,3,4,6,7,8, and 9 are allocated to avoid PBCH and synchronization signal overhead.


Table A.4-1d: Reference channel for CQI requirements (FDD) full PRB allocation (CSI-RS and CSI-IM) : 2 CRS ports

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	50
	75
	100

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	8
	8
	8
	8
	8
	8

	Modulation
	
	
	
	
	Table A.4-3b 
	Table A.4-3i
	
	

	Target coding rate
	
	
	
	
	Table A.4-3b 
	Table A.4-3i
	
	

	Number of HARQ Processes
	Processes
	8
	8
	8
	8
	8
	8

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH. 

Note 2:
Only subframes 1,2,3,4,6,7,8, and 9 are allocated to avoid PBCH and synchronization signal overhead.


< End of changes>

< Start of changes>
Table A.4-3i: Transport format corresponding to each CQI index for 50 PRB allocation (CSI-RS and CSI-IM): 2 CRS ports, 4 CSI-RS ports, 4 zero power CSI-RS ports, CSI-RS Subframe
	CQI index
	Modulation
	Target code rate
	Imcs
	Information Bit Payload


	Binary Channel Bits Per Sub-Frame 

	0
	out of range
	out of range
	DTX
	-
	-

	1
	QPSK
	0.0762
	0
	1384
	10000

	2
	QPSK
	0.1172
	0
	1384
	10000

	3
	QPSK
	0.1885
	1
	1800
	10000

	4
	QPSK
	0.3008
	3
	2856
	10000

	5
	QPSK
	0.4385
	5
	4392
	10000

	6
	QPSK
	0.5879
	7
	6200
	10000

	7
	16QAM
	0.3691
	10
	7992
	20000

	8
	16QAM
	0.4785
	12
	9912
	20000

	9
	16QAM
	0.6016
	13
	11448
	20000

	10
	64QAM
	0.4551
	17
	15264
	30000

	11
	64QAM
	0.5537
	18
	16416
	30000

	12
	64QAM
	0.6504
	20
	19848
	30000

	13
	64QAM
	0.7539
	22
	22920
	30000

	14
	64QAM
	0.8525
	23
	25456
	30000

	15
	64QAM
	0.9258
	24
	27376
	30000

	Note1:
Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for the retransmission.


< End of changes>
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