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<< Start of Changes >>
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [26] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [26].

Carrier aggregation: aggregation of two or more component carriers in order to support wider transmission bandwidths TS 36.104 [30].

High operating band: an operating band with a higher downlink frequency with respect to another, low, operating band.
Inter-band carrier aggregation: carrier aggregation of component carriers in different operating bands TS 36.104 [30].

Intra-band contiguous carrier aggregation: contiguous carriers aggregated in the same operating band TS 36.104 [30].
IDC autonomous denial subframes: The maximum number of uplink subframes in which the UE is allowed not to transmit E-UTRAN signals when configured with IDC autonomous denial (TS 36.331 [2]).

IDC autonomous denial validity: It is the period over which the autonomous denial subframes are counted (TS 36.331 [2]).

IDC solution: This refers to DRX or IDC autonomous denial configured by eNodeB in response to receiving InDeviceCoexIndication from the UE (TS 36.331 [2]).

Low operating band: an operating band with a lower downlink frequency with respect to another, high, operating band.
MBSFN ABS: ABS configured in MBSFN-configurable subframe.

Non-MBSFN ABS: ABS configured in any downlink subframe.
Primary Cell: As defined in TS 36.331 [2].

Secondary Cell: As defined in TS 36.331 [2].

Serving Cell: As defined in TS 36.331 [2].
Primary Timing Advance Group: As defined in TS 36.331 [2].

Secondary Timing Advance Group: As defined in TS 36.331 [2].
Timing Advance Group: As defined in TS 36.331 [2].
x_RA:
x-to-RS EPRE ratio for the channel or physical signal x in all transmitted OFDM symbols not containing RS.
x_RB:
x-to-RS EPRE ratio for the channel or physical signal x in all transmitted OFDM symbols containing RS.
TDD configuration with intra-band contiguous/non-contiguous CA: the same uplink-downlink and special subframe configurations [16] in the PCell and SCell are assumed in this version of the specification.
TDD configuration with inter-band CA: the different uplink-downlink and special subframe configurations [16] in the PCell and SCell can be applied in this version of the specification.


Editor notes: No test cases are designed for the different UL-DL and special subframe configurations for inter-band CA case in this version of the specification.
<< End of Changes>>
