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1 Introduction

This contribution provides PCC allocation sizes for the CA_7A-7A reference sensitivity
2 Discussion
CA_7A-7A has 50MHz duplex gap. Thus the ΔRIBNC is assumed to 0dB. Wgap has been discussed recently by interested companies. This contribution uses Wgap values that seem to be acceptable for at least majority of companies. The table below includes our proposal for the PCC allocation size for each PCC+SCC combination defined in the WI. PCC allocation size is calculated using the same semi-empirical formula than in [1]. 
	CA configuration
	Aggregated channel bandwidth (PCC+SCC)
	Wgap / [MHz]
	PCC allocation
	ΔRIBNC (dB)
	Duplex mode

	CA_7A-7A
	50RB+50RB
	25.0 < Wgap ≤ 50.0
	321
	0.0
	FDD

	
	
	0.0 < Wgap ≤ 25.0
	481
	0.0
	

	
	75RB+25RB
	20.0 < Wgap ≤ 50.0
	321
	0.0
	

	
	
	0.0 < Wgap ≤ 20.0
	501
	0.0
	

	
	75RB+50RB
	20.0 < Wgap ≤ 45.0
	321
	0.0
	

	
	
	0.0 < Wgap ≤ 20.0
	481
	0.0
	

	
	75RB+75RB
	15.0 < Wgap ≤ 40.0
	321
	0.0
	

	
	
	0.0 < Wgap ≤ 15.0
	481
	0.0
	

	
	100RB+75RB
	15.0 < Wgap ≤ 35.0
	321
	0.0
	

	
	
	0.0 < Wgap ≤ 15.0
	451
	0.0
	

	
	100RB+100RB
	15.0 < Wgap ≤ 30.0
	321
	0.0
	

	
	
	0.0 < Wgap ≤ 15.0
	401
	0.0
	

	NOTE 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission.
NOTE 2:
Wgap is the sub-block gap between the two sub-blocks.

NOTE 3:
The carrier center frequency of PCC in the UL operating band is configured closer to the DL operating band.

NOTE 4:
For the TDD intra-band non-contiguous CA configurations, the minimum requirements apply only in synchronized operation between all component carriers.

NOTE 5:
All combinations of channel bandwidths defined in Table 5.6A.1-3.

NOTE 6:
All applicable sub-block gap sizes.

NOTE 7:
The PCC allocation is same as Transmission bandwidth configuration NRB as defined in Table 5.6-1.




3 Conclusion 
The PCC allocation sizes for CA_7A-7A reference sensitivity have been evaluated
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