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<< Unchanged sections omitted >>
6.2.4
UTRA TDD primary CCPCH power

6.2.4.1
Definition and applicability

UTRA TDD primary CCPCH power is the code domain power of the Primary Common Control Physical Channel averaged over the transmit timeslot. Primary CCPCH power is signalled on the BCH.
UTRA TDD differential accuracy of Primary CCPCH power is the relative transmitted power accuracy of PCCPCH in consecutive frames when the nominal PCCPCH power is not changed.
6.2.4.2
Minimum requirement

The minimum requirement is in TS 37.104 [2] subclause 6.2.5.

6.2.4.3
Test purpose

The test purpose is to verify that the UTRA TDD primary CCPCH power and differential accuracy of Primary CCPCH power is within the limits specified by the minimum requirement.
6.2.4.4
Method of test

For this requirement Tables 5.1-1 and 5.2-1 refer to single-RAT specifications; see clause 5. The following shall apply:

-
For references to TS 25.142, the method of test is specified in TS 25.142 [12], subclause 6.4.5.4 and 6.4.6.4.

6.2.4.5
Test requirements

For UTRA TDD, the test requirement for primary CCPCH power and differential accuracy of Primary CCPCH power is specified in TS 25.142 [12], subclause 6.4.5.5 and 6.4.6.4, respectively.
<< Unchanged sections omitted >>
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