Page 1



3GPP TSG-RAN WG4 Meeting #70 
R4-140087
Prague, CZ, 10-14 Feb. 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	36.307
	CR
	208
	rev
	2
	Current version:
	10.9.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Introduction of CA_39C to TS 36.307

	
	

	Source to WG:
	CATT, CMCC, ZTE

	Source to TSG:
	R4

	
	

	Work item code:
	LTE_CA_C_B39-Core
	
	Date:
	2014-01-27

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
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X
CA configuration CA_39C Independent of Release
CA configuration CA_39C is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.
X.1
CA_39C UE

UEs that conform to Release 10 and support CA_39C shall support the following requirements in Release 12. 
X.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_39C specified in [4]. These requirements are:

Table X.1.1-1: RF Requirements for CA_39C UE
	Section / Clause
	Description

	5.5A
	Operating bands for CA

	5.6A.1
	Channel bandwidths per operating band for CA

	6.2.2A
	UE maximum output power for intra-band contiguous CA

	6.2.3A
	UE maximum output power for modulation/channel bandwidth for CA 

	6.2.4A
	UE maximum output power with additional requirements for CA

	6.2.5A
	Configured transmitted power for CA

	6.6.2.1A
	Spectrum emission mask for CA

	6.6.3.2A
	Spurious emission band UE co-existence for CA

	7.3.1A
	Reference sensitivity power level minimum requirements for CA

	7.6.1.1A
	In-band blocking minimum requirements for CA

	7.6.2.1A
	Out-of-band blocking minimum requirements for CA


X.1.2
RRM Requirements
The UE shall comply with the RRM Requirements for CA_39C specified in [5] which are listed in Table B.2.2-1 of [7].
