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1.
Introduction

In the current version of TS 36.133 [1] some RRM Test cases in Annex A specify the Correlation Matrix and Antenna Configuration, but others do not. This means that for some tests the conditions are not fully defined, and Test system implementations can differ, possibly giving different verdicts for the same UE.
Section 7 of TS 36.133 [1] is taken as an example. This Tdoc looks at the current status, and suggests a way to fully define the test conditions for all RRM test cases. 
2.
Examples in current TS 36.133
Test Case A.7.3.1 fully specifies the Antenna Configuration, Correlation Matrix and Propagation condition. There is no ambiguity for the Test system implementation. 
Table A.7.3.1.1-3: Cell specific test parameters for E-UTRAN FDD (cell # 1) for out-of-sync radio link monitoring tests # 3 and # 4

	Parameter
	Unit
	Test 3
	Test 4

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	1x2 Low 
	2x2 Low 

	OCNG Pattern defined in A.3.2.1 (FDD) 
	
	OP.2 FDD
	OP.2 FDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	4
	1

	PDCCH_RB
	dB
	4
	1

	PBCH_RA
	dB
	0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	SNR Note 6
	dB
	-1.4
	-5.5
	-11.5
	-2.3
	-6.2
	-12.2
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 70 Hz
	ETU 70 Hz

	Note 1:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 4:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:    
The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.3.1.1-1.


By contrast, Test Case A.7.2.1 does not specify anything about the Antenna Configuration or Correlation Matrix, although it does specify the Propagation condition:
Table A.7.2.1.1-1: General Test Parameters for E-UTRAN FDD Timing Advance Accuracy Test

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in clause A.3.1.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in clause A.3.1.2.1

	Timing Advance Command (TA) value during T1
	
	31
	NTA = 0 for the purpose of establishing a reference value from which the timing advance adjustment accuracy can be measured during T2

	Timing Advance Command (TA) value during T2
	
	39
	NTA = 128

	DRX
	
	OFF
	

	T1
	s
	5
	

	T2
	s
	5
	


Table A.7.2.1.1-2: Cell specific Test Parameters for E-UTRAN FDD Timing Advance Accuracy Test

	Parameter
	Unit
	Value

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) 
	
	OP.1 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote1
	dB
	

	OCNG_RBNote1 
	dB
	

	Timing Advance Command (TA)
	
	31
	39
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	dBm/15 KHz
	-98
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	dB
	3

	IoNote2
	dBm/9 MHz
	-65.5

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: Io level has been derived from other parameters for information purpose. It is not a settable parameter.


Although we can deduce 1 Tx antenna from the Reference Measurement channels, RAN5 has to decide the Rx Antenna Configuration. 2 Rx Antennas have been assumed, same as for demodulation tests. However from TS 36.101 [2] clause B.2.3.2 the Correlation Matrix depends on the amount of correlation:

Table B.2.3.2-2: MIMO correlation matrices for high correlation

	1x2 case
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Table B.2.3.2-4: MIMO correlation matrices for low correlation

	1x2 case
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For this test case there is no information in TS 36.133 [1] about the amount of correlation, and currently RAN5 has not specified a value, so there is ambiguity for the Test system implementation.     

3.
How to specify in TS 36.133
It would be possible to specify Correlation Matrix and Antenna Configuration for each Test case, but Anritsu’s preference is simply to specify a default via a new clause in TS 36.133 A.3, RRM test configurations:
A.3.8
Correlation Matrix and Antenna Configuration
Unless otherwise specified, RRM Test cases are configured with Antenna Configuration 1x2 and Low Antenna Correlation. The applicable Correlation Matrix is defined in TS 36.101 [5] Annex B.2.3.2.
An accompanying CR for TS 36.133 is provided in [3], starting from Rel-10.
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