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Introduction 
Based on past discussions, an AAS BS will conform to the conducted requirements specified at the transceiver array boundary. In addition, an AAS BS will be declared by the manufacturer whether the BS conforms to the radiated requirements. 
For an AAS BS with number of receiver less or equal than 8, it is proposed that:

-  For base station capable of single-RAT E-UTRA operation only, the receiver requirements specified in TS36.104 that are expressed for each antenna connector apply to each receiver at the transceiver array boundary.

-  For base station capable of single-RAT UTRA FDD operation only, the receiver requirements specified in TS25.104 that are expressed for each antenna connector apply to each receiver at the transceiver array boundary.

-  For base station capable of single-RAT UTRA TDD operation only, the receiver requirements specified in TS25.105 that are expressed for each antenna connector apply to each receiver at the transceiver array boundary.
-  For multi-standard radio base station capable of multi-RAT(s) operation, the receiver requirements specified in TS37.104 that are expressed for each antenna connector apply to each receiver at the transceiver array boundary.
The conducted receiver requirements for AAS BS with number of receivers more than 8 are for future study.
It is proposed to agree proposals above and capture the agreements in the TR for AAS WI.
<Text proposal to TR for AAS WI> 
8
Conducted requirements
<This section specifies how to adapt the existing requirements at transceiver array boundary by scaling the existing requirements>
8.2
Receiver
For an AAS BS with number of receiver less or equal than 8, it is proposed that:

-  For base station capable of single-RAT E-UTRA operation only, the receiver requirements specified in TS36.104 that are expressed for each antenna connector apply to each receiver at the transceiver array boundary.

-  For base station capable of single-RAT UTRA FDD operation only, the receiver requirements specified in TS25.104 that are expressed for each antenna connector apply to each receiver at the transceiver array boundary.

-  For base station capable of single-RAT UTRA TDD operation only, the receiver requirements specified in TS25.105 that are expressed for each antenna connector apply to each receiver at the transceiver array boundary.
-  For multi-standard radio base station capable of multi-RAT(s) operation, the receiver requirements specified in TS37.104 that are expressed for each antenna connector apply to each receiver at the transceiver array boundary.

The conducted receiver requirements for AAS BS with number of receivers more than 8 are for future study.
<Texts to be added. Sub-sections may be broken down into individual requirement level>
<End of text proposal> 
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