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1. Introduction
This contribution discusses the possible changes needed in the 3GPP specifications for introducing 3-CC DL intra-band non- contiguous CA for Band 41. 

The contribution includes a text proposal for the work item TR that captures the proposed changes discussed herein. 
2. Discussion
The operating band for 3-CC non-contiguous intra-band carrier aggregation in Band 41 is the same as Band 41 defined in Release 11 of TS 36.101. The specifications that require changes to incorporate Band 41 intra-band non-contiguous CA are listed in the WID.
3. Proposal
It is proposed to include the text proposal below into TR 36.833-6-41.
TEXT PROPOSAL:
<start of text proposal >

6
Summary of required changes to E-UTRA specifications

6.1
Required changes to TS36.101

Required changes in UE RF specification TS 36.101 are shown in Table 6.1-1.
Table 6.1-1: Required changes in TS 36.101
	Section
	Requirement
	Required changes in TS 36.101

	5.6A.1
	Channel bandwidths per operating band for CA
	Introducing channel bandwidth combination of B41 NC 3C to Table 5.6A.1-3

	7.3.1A
	Intra-band non-contiguous CA uplink configuration for reference sensitivity
	Introducing uplink configuration for reference sensitivity of B41 NC 3C Table 7.3.1A-3

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


6.2
Required changes to TS36.104

Required changes in BS RF specification TS 36.104 are shown in Table 6.2-1.

Table 6.2-1: Required changes in TS 36.104
	Section
	Requirement
	Required Changes in TS 36.104

	5.5
	Operating bands
	Introducing and clarifying Intra-band non-contiguous 3 carrier aggregation bands


6.3
Required changes to TS36.133

Required changes in RRM specification TS 36.133 are shown in Table 6.3-1.

Table 6.3-1: Required changes in TS 36.133

	Section
	Requirement
	Required Changes in TS 36.133

	8.3.1
	Measurements for E-UTRA carrier aggregation
	Expanding carrier aggregation configuration up to three downlink CCs


6.4
Required changes to TS36.141

Required changes in BS test specification TS 36.141 are shown in Table 6.4-1.

Table 6.4-1: Required changes in TS 36.141

	Section
	Requirement
	Required Changes in TS 36.141

	5.5
	Operating bands
	Introducing and clarifying Intra-band non-contiguous 3 carrier aggregation bands


6.5
Required changes to TS36.307

Required changes in TS 36.307 are shown in Table 6.5-1.
Table 6.5-1: Required changes in TS 36.307
	Section
	Requirement
	Required Changes in TS 36.307

	TBD
	Band 41 independent of release
	'Expect to add some changes to 36.307 Rel-11 to provide the appropriate pointers to the Rel-12 specs to enable backdating of band 41 NC CA with 3CC to Rel-11


<end of text proposal >
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