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1
Introduction
The WID [1] for addition of an additional bandwidth combination set for CA_2A-4A was approved at RAN#62. This contribution contains a text proposal for inclusion of the additional set into 36.851.  
2
Proposal

We propose to include the text below into the latest version of 36.851.
References

1.   RP-131656, “Additional bandwidth combination set for LTE Advanced inter-band Carrier Aggregation of Band 2 and Band 4”, T-Mobile

TEXT PROPOSAL:

<start of text proposal>
6.4.1

LTE Advanced Carrier Aggregation of Band 2 and Band 4 

6.4.1.1
Channel bandwidths per operating band for CA

LTE inter-band carrier aggregation configuration CA_2A-4A shall be operated in E-UTRA CA band CA_2-4 as specified in table 6.4.1.1-1.

Table 6.4.1.1-1: CA_2-4 operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band

	
	
	BS receive / UE transmit
	BS transmit / UE receive 

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high

	CA_2-4
	2
	1850 MHz 
	–
	1910  MHz
	1930 MHz 
	–
	1990 MHz

	
	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz 
	–
	2155 MHz


LTE inter-band carrier aggregation configuration CA_2A-4A shall be operated with E-UTRA channel bandwidths as specified in table 6.4.1.1-2

Table 6.4.1.1-2: CA_2A-4A channel bandwidths
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_2A-4A
	2
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	4
	
	
	Yes
	Yes
	
	
	
	


	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


6.4.1.2
BS co-existence studies for CA_2-4

<end of text proposal>
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