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1 Introduction

Maximum input level for Band 41 3DL CA was extensively discussed for several meetings [1-3]. This paper proposes the maximum input level value and corresponding TP.
2 Discussion
The rationale of using -20.2dBm as the maximum input level of 3DL intra-band CA was discussed [1-3] from both network deployment and UE architecture’s point of view. And conformance test shows there are still enough margins while reaching the proposed requirement. In the UE AH Austin meeting, it is proposed that the study results [1-3] may not be applicable to FDD UE as it is. However, this band specific WI only focuses on band 41 (TDD) core requirements. Therefore, Following TP is proposed.
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5.3.4 Maximum input level
The maximum input level for 3DL intra-band contiguous CA is defined to keep the same receive spectral power density as single and dual carrier requirement, so -20.2dBm (-25dBm per CC) is proposed for CA bandwidth class D. Following table is proposed in TS 36.101
Table 5.3.4-1: Maximum input level for intra-band contiguous CA

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	A
	B
	C
	D
	E
	F

	Power in Transmission Aggregated Bandwidth Configuration
	dBm
	
	
	-22
	-20.2[3]
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L or PCMAX_L_CA as defined in clause 6.2.5A.

NOTE 2:
Reference measurement channel is Annex A.3.2: 64QAM, R=3/4 variant with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.
NOTE 3:
This value is applicable only for TDD, the value for FDD is FFS
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