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	Reason for change:
	Many RRM Test cases in Annex A do not specify the Correlation Matrix and Antenna Configuration. This means that for some tests the conditions are not fully defined.


	
	

	Summary of change:
	Specify a default Correlation Matrix and Antenna Configuration, which applies to all RRM tests where it is not currently stated.

The Void clause is introduced to keep alignment with Rel-12, which uses clause A.3.7 for Test Cases with Different Channel Bandwidths (not part of Rel-10).



	
	

	Consequences if not approved:
	Test system implementations of the same test can differ, possibly giving different verdicts for the same UE. 

Isolated impact analysis:

No impact on UE core requirements. The default Correlation Matrix and Antenna Configuration aims to capture RAN4’s intention when writing the tests where it is not explicitly stated.
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<< Unchanged sections omitted >>
A.3.6
Carrier Aggregation Test Cases with Different Channel Bandwidth Combinations

A.3.6.1
Introduction

In Annex A carrier aggregation test cases may be defined with different channel bandwidth combinations to verify the same RRM requirement. 

If multiple carrier aggregation test cases with different channel bandwidth combinations are defined to verify the same RRM requirement that is channel bandwidth independent, then the UE needs to be tested only with one bandwidth combination out of the bandwidth combination sets supported by that UE.
A.3.7
Void

A.3.8
Correlation Matrix and Antenna Configuration

Unless otherwise specified, RRM Test cases are configured with Antenna Configuration 1x2 and Low Antenna Correlation. The applicable Correlation Matrix is defined in TS 36.101 [5] Annex B.2.3.2.

<< End of changes >>

































