1

3GPP TSG-RAN WG4 Meeting #70 
R4-140187
Prague, Czech Republic, 10 – 14 Feb , 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	25.141
	CR
	675
	rev
	-
	Current version:
	12.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Correction on tested frequency range

	
	

	Source to WG:
	Huawei

	Source to TSG:
	R4

	
	

	Work item code:
	TEI
	
	Date:
	2013-1-28

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	The frequency range supported by the BS shall be declared and tested, which may not be the same as the range of the band for some cases. 

	
	

	Summary of change:
	The “frequency band” is changed to “frequency range” in Clause 4.8.
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	Other comments:
	


== Start of the changes ==
4.8
Specified frequency range

The manufacturer shall declare:

-
which of the frequency bands defined in sub-clause 3.4 is supported by the BS.
-
the frequency range within the above frequency band(s) supported by the BS. 

Many tests in this TS are performed with appropriate frequencies in the bottom, middle and top of the frequency range supported by the BS. These are denoted as RF channels B (bottom), M (middle) and T (top).

Unless otherwise stated, the test shall be performed with a single carrier at each of the RF channels B, M and T.

When the requirements are specific to multiple carriers, and the BS is declared to support N>1 carriers, numbered from 1 to N, the interpretation of B, M and T for test purposes shall be as follows:

For testing at B, 

-
the carrier of lowest frequency shall be centred on B
For testing at M,

-
if the number N of carriers supported is odd, the carrier (N+1)/2 shall be centred on M,
-
if the number N of carriers supported is even, the carrier N/2 shall be centred on M.

For testing at T

-
the carrier of highest frequency shall be centred on T
When a test is performed by a test laboratory, the UARFCNs to be used for RF channels B, M and T shall be specified by the laboratory. The laboratory may consult with operators, the manufacturer or other bodies.

When a test is performed by a manufacturer, the UARFCNs to be used for RF channels B, M and T may be specified by an operator.

== THE END ==
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