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1 Introduction
TR30.007  [1] provides guidance on how the specifications in the 3GPP structure shall be updated when introducing new operating bands. This contribution discusses the applicability of this guidance in the L-band introduction to the TS36.113 [2] specification in particular. A text proposal to the WI report, TR37.814 [3], is presented to capture the needed changes in TS36.113. 
2 Discussion
TR30.007 [1] was designed to streamline the introduction of new operating bands into the 3GPP specification structure. The introduction of the L-band comprises both carrier aggregation, and supplemental downlink operation, complexities that were not anticipated when preparing the guidance. A result is that the tabled changes predicted to be compulsory, do not all apply, while some special changes are required to prepare the specifications for further supplemental downlink or carrier aggregation. Instead of stating deviations from TR30.007 applicability, it is here chosen to either table all changes required per specification, in TR37.814, [3] sections 12.X (one per applied specification) or, in the cases where TR30.007 applies completely state that in TR37.814, Table 12-1.
The present contribution treats the case of TS36.113, in the form of a text proposal for TR37.814.
3 Text proposal to TR37.814, section 12.X1 Additional changes in TS36.113.
Table 12.X7-1 lists all changes in TS36.113 required to introduce operating band 32.

Table 12.X7-1: Required changes for TS 36.113
	Section
	Requirement
	Description of changes in TS 36.113

	3.1
	Definitions
	Update the definition of “repeater” to comprise single link operation.

	4.5.2
	Receiver exclusion band
	Add operating band 32 to list. (N/A) 


===================== End of TP =========================
4 Conclusion
A text proposal for TR37.814, describing the required changes in TS36.113, is presented.
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