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<Start Changes >
8.3.1.3.1
Minimum requirement with Same Cell ID (with single NZP CSI-RS resource)

The requirements are specified in Table 8.3.1.3-3, with the addition of the parameters in Table 8.3.1.3-1 and Table 8.3.1.3-2. The purpose of this test is to verify the UE capability of supporting non quasi-colocated antenna ports when the UE receives DCI format 2D in a scenario where the two transmission point share the same Cell ID. In particular the test verifies that the UE, configured with quasi co-location type B, performs correct tracking and compensation of the timing difference between two transmission points, channel parameters estimation and rate matching behaviour according to the ‘PDSCH RE Mapping and Quasi-Co-Location Indicator’ (PQI) signalling defined in [6], configured according to Table 8.3.1.3-2. In table 8.3.1.3-1 transmission point 1 (TP1) is the serving cell and transmission point 2 (TP2) transmits PDSCH. The downlink physical channel setup for TP1 is according to Table C.3.4-1 and for TP2 according to Table C.3.4-2.
Table 8.3.1.3-1: Test Parameters for quasi co-location type B: same Cell ID
	Parameter
	Unit
	TP 1
	TP 2

	Downlink power allocation
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	dB
	0
	0
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	dB
	0
	0

	
	(
	dB
	-3
	-3

	Cell-specific reference signals
	
	Antenna ports 0,1
	(Note 2)

	CSI-RS 0 antenna ports
	
	NA
	Port {15,16}

	qcl-CSI-RS-ConfigNZPId-r11, CSI-RS  0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	Subframes
	NA
	5/2

	qcl-CSI-RS-ConfigNZPId-r11, CSI-RS 0 configuration
	
	NA
	8

	csi-RS-ConfigZPId-r11, Zero-power CSI-RS 0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	Subframe
	NA
	5/2

	csi-RS-ConfigZPId-r11, Zero-power CSI-RS 0 configuration ICSI-RS /
ZeroPower CSI-RS bitmap
	
	NA
	2/

0000010000000000
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at antenna port
	dBm/15kHz
	-98
	-98

	SNR 
	dB
	Reference point in Table 8.3.1.3-2
	Reference point in Table 8.3.1.3-2

	BWChannel
	MHz
	10
	10

	Cyclic Prefix
	
	Normal
	Normal

	Cell Id
	
	0
	0

	Number of control OFDM symbols
	
	2
	2

	PDSCH transmission mode
	
	Blanked
	10

	Number of allocated PRB
	PRB
	NA
	50

	qcl-Operation, ‘PDSCH RE Mapping and Quasi-Co-Location Indicator’
	
	Type B, ‘00’

	Time offset between TPs
	(s
	NA
	Reference point in Table 8.3.1.3-2

	Frequency error between TPs
	Hz
	NA
	0

	Beamforming model
	
	NA
	As specified in clause B.4.1 

	Symbols for unused PRBs
	
	NA
	OCNG (Note 3)

	Note 1:
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Noet 2: 
REs for antenna ports 0 ans 1 CRSs have zero transmission power.

Note 3:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


Table 8.3.1.3-2 Configurations of PQI and DL transmission hypothesis for each PQI set

	PQI set index
	Parameters in each PQI set
	DL transmission hypothesis for each PQI Set

	
	NZP CSI-RS Index  (For quasi co-location)
	ZP CSI-RS configuration
	TP 1
	TP 2

	PQI set 0 
	CSI-RS 0
	ZP CSI-RS 0 
	Blanked 
	PDSCH 


Table 8.3.1.3-3: Minimum performance for quasi co-location type B: same Cell ID
	Test Number
	Reference Channel 
	OGCN pattern
	Time offset between TPs ((s)
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	TP1
	TP2
	
	TP1

	TP2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 3)
	

	1
	R.52 FDD
	NA
	OP.1 FDD
	2
	EPA


	EPA
	2x2 Low
	70
	12.1
	2-8

	2
	R.52 FDD
	NA
	OP.1 FDD
	-0.5
	EPA


	EPA
	2x2 Low
	70
	12.6
	2-8

	Note 1:
The propagation conditions for TP1 and TP2 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for TP1 and TP2.
Note 3:
SNR corresponds to 
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of TP2.


<Unchanged Sections >
8.3.2.4.1
Minimum requirement with Same Cell ID (with single NZP CSI-RS resource)

The requirements are specified in Table 8.3.2.4-3, with the addition of the parameters in Table 8.3.2.4-1 and Table 8.3.2.4-2. The purpose of this test is to verify the UE capability of supporting non quasi-colocated antenna ports when the UE receives DCI format 2D  in a scenario where the two transmission point share the same Cell ID. In particular the test verifies that the UE, configured with quasi co-location type B,  performs correct tracking and compensation of the timing difference between two transmission points, channel parameters estimation and rate matching behaviour according to the ‘PDSCH RE Mapping and Quasi-Co-Location Indicator’ (PQI) signalling defined in [6], configured according to Table 8.3.2.4-2. In table 8.3.2.4-1 transmission point 1 (TP1) is the serving cell and transmission point 2 (TP2) transmits PDSCH. The downlink physical channel setup for TP1 is according to Table C.3.4-1 and for TP2 according to Table C.3.4-2.
Table 8.3.2.4-1: Test Parameters for quasi co-location type B: same Cell ID
	Parameter
	Unit
	TP 1
	TP 2

	Downlink power allocation
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	dB
	0
	0

	
	
[image: image7.wmf]B

r


	dB
	0
	0

	
	(
	dB
	-3
	-3

	Cell-specific reference signals
	
	Antenna ports 0,1
	(Note 2)

	CSI-RS 0 antenna ports
	
	NA
	Port {15,16}

	qcl-CSI-RS-ConfigNZPId-r11, CSI-RS  0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	Subframes
	NA
	5/4

	qcl-CSI-RS-ConfigNZPId-r11, CSI-RS 0 configuration
	
	NA
	8

	csi-RS-ConfigZPId-r11, Zero-power CSI-RS 0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	Subframe
	NA
	5/4

	csi-RS-ConfigZPId-r11, Zero-power CSI-RS 0 configuration ICSI-RS /
ZeroPower CSI-RS bitmap
	
	NA
	4/

0000010000000000
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at antenna port
	dBm/15kHz
	-98
	-98

	SNR 
	dB
	Reference point in Table 8.3.2.4-3
	Reference point in Table 8.3.2.4-3

	BWChannel
	MHz
	10
	10

	Cyclic Prefix
	
	Normal
	Normal

	Cell Id
	
	0
	0

	Number of control OFDM symbols
	
	2
	2

	PDSCH transmission mode
	
	Blanked
	10

	Number of allocated PRB
	PRB
	NA
	50

	qcl-Operation, ‘PDSCH RE Mapping and Quasi-Co-Location Indicator’
	
	Type B, ‘00’

	Time offset between TPs
	(s
	NA
	Reference point in Table 8.3.2.4-3

	Frequency error between TPs
	Hz
	NA
	0

	Beamforming model
	
	NA
	As specified in clause B.4.1 

	Symbols for unused PRBs
	
	NA
	OCNG (Note 3)

	Note 1:

[image: image9.wmf]1

=

B

P


Noet 2:
REs for antenna ports 0 ans 1 CRSs have zero transmission power.

Note 3:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


Table 8.3.2.4-2 Configurations of PQI and DL transmission hypothesis for each PQI set

	PQI set index
	Parameters in each PQI set
	DL transmission hypothesis for each PQI Set

	
	NZP CSI-RS Index  (For quasi co-location)
	ZP CSI-RS configuration
	TP 1
	TP 2

	PQI set 0 
	CSI-RS 0
	ZP CSI-RS 0 
	Blanked 
	PDSCH 


Table 8.3.2.4-3: Minimum performance for quasi co-location type B: same Cell ID
	Test Number
	Reference Channel 
	OGCN pattern
	Time offset between TPs ((s)
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	TP1
	TP2
	
	TP1

	TP2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 3)
	

	1
	R.52 TDD
	NA
	OP.1 TDD
	2
	EPA


	EPA
	2x2 Low
	70
	12
	2-8

	2
	R.52 TDD
	NA
	OP.1 TDD
	-0.5
	EPA


	EPA
	2x2 Low
	70
	12.4
	2-8

	Note 1:
The propagation conditions for TP1 and TP2 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for TP1 and TP2.
Note 3:
SNR corresponds to 
[image: image10.wmf]oc

s

N

E

/

ˆ

of TP2.


<End of Changes>
_1288433084.unknown

_1332197403.unknown

_1441881054.unknown

_1288433196.unknown

_1270742572.unknown

