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1
Introduction
In RAN4#69 UE CA RF Ad-Doc [1] was endorsed where it was proposed to use same Pcmax tolerance values as for UL-MIMO. This contribution is a TP for the 2 UL interband CA TR [2].
2
Summary
This text proposal captures the Pcmax agreement in the technical report [2].
Proposal 1: Adopt PCMAX tolerances for 2 UL interband CA, as in Table 1 below

Table 1: PCMAX tolerance dual UL interband CA

	PCMAX             (dBm)
	Tolerance 
TLOW(PCMAX_L) (dB)
	Tolerance 
THIGH(PCMAX_H) (dB)

	PCMAX = 23
	3.0
	2.0

	[22] ≤ PCMAX < [23]
	[5.0]
	[2.0]

	[21] ≤ PCMAX < [22]
	[5.0]
	[3.0]

	[20] ≤ PCMAX < [21]
	[6.0]
	[4.0]

	[16] ≤ PCMAX < [20]
	[5.0]

	[11] ≤ PCMAc < [16]
	[6.0]

	[-40] ≤ PCMAX < [11]
	[7.0]
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<< Unchanged content omitted >>
5.2.X
PCMAX for dual uplink interband CA
It has been agreed to adopt PCMAX tolerances for 2 UL interband CA as in following Table 5.2.X-1

 Table 5.2.X-1: PCMAX tolerance dual UL interband CA

	PCMAX             (dBm)
	Tolerance 
TLOW(PCMAX_L) (dB)
	Tolerance 
THIGH(PCMAX_H) (dB)

	PCMAX = 23
	3.0
	2.0

	[22] ≤ PCMAX < [23]
	[5.0]
	[2.0]

	[21] ≤ PCMAX < [22]
	[5.0]
	[3.0]

	[20] ≤ PCMAX < [21]
	[6.0]
	[4.0]

	[16] ≤ PCMAX < [20]
	[5.0]

	[11] ≤ PCMAc < [16]
	[6.0]

	[-40] ≤ PCMAX < [11]
	[7.0]


<< end of changes >>
