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1 Introduction 

In this contribution, we list the remaining tbd on this work item, in a follow-up to the approved CRs from RAN4#69bis [2]-[9]. In this meeting, these remaining items would be resolved and the WI will be closed in the upcoming RAN#63 meeting in March 2014.
2 Discussion 
The following list the test cases and their associated CRs:
a. Distributed EPDCCH
For FDD, the [ ] in Table 8.8.1.1.1-1 will be removed:

Table 8.8.1.1.1-1: Minimum performance Distributed EPDCCH

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1 
	10 MHz
	4 ECCE
	R.52 FDD
	OP.7 FDD
	 EVA5
	2 x 2 Low
	1
	[1.90]

	2
	10 MHZ
	16 ECCE 
	R.53 FDD
	OP.7 FDD
	EVA70
	2 x 2 Low
	1
	[-3.75]


 For TDD, the [ ] in Table will be removed, with the values added below:

Table 8.8.1.2.1-1: Minimum performance Distributed EPDCCH

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1 
	10 MHz
	4 ECCE
	R.52 TDD
	OP.7 TDD
	 EVA5
	2 x 2 Low
	1
	[2.31]

	2
	10 MHZ
	16 ECCE 
	R.53 TDD
	OP.7 TDD
	EVA70
	2 x 2 Low
	1
	[-3.62]


b. Localized EPDCCH with TM9
Please note that the tables below are without additional margin that has been proposed to be added. This would need to discussed and decided in RAN4#70. For FDD, the [ ] in Table 8.8.2.1.1-1 will be removed:

Table 8.8.2.1.1-1: Minimum performance Localized EPDCCH with TM9
	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1 
	10 MHz
	2 ECCE
	R.54 FDD
	OP.7 FDD
	EVA5
	2 x 2 Low
	1
	[11.91]

	2
	10 MHZ
	8 ECCE 
	R.55 FDD
	OP.7 FDD
	EVA5
	2 x 2 Low
	1
	[2.0]


For TDD, the [ ] in Table will be removed, with the values added below:

Table 8.8.1.2.1-1: Minimum performance Localized EPDCCH with TM9
	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1 
	10 MHz
	2 ECCE
	R.54 TDD
	OP.7 TDD
	EVA5
	2 x 2 Low
	1
	[12.62]

	2
	10 MHZ
	8 ECCE 
	R.55 TDD
	OP.7 TDD
	EVA5
	2 x 2 Low
	1
	[1.61]


c. Localized EPDCCH with TM10

In the last meeting, the following minutes with regards to the aggregation level for localized EPDCCH tests with TM10 were noted:

· Use AL= [TBD] for common localized ePDCCH test and AL= [TBD] for UE-capability specific localized ePDCCH test. Decision in the next meeting (TBD to be removed)

Currently, we have defined in [6] and [7] two tests for TM10:

1. Test 1: one CSI process is configured for UE, corresponding to Fixed Point transmission. EPDCCH and PDSCH scheduled by EPDCCH are transmitted from Cell 2 while Cell 1 is blanked.

2. Test 2: two CSI process are configured for UE. EPDCCH and PDSCH scheduled by EPDCCH are alternately transmitted from Cell 1 and Cell 2 according to the given subframe pattern corresponding to Dynamic Point Selection (DPS).

The common localized tests, as already approved in [4] and [5] for localized EPDCCH with TM9, include both AL 2 (Test #1) and 8 (Test #2). Therefore, from test coverage point of view, AL 2 and 8 are already included. Given that the tests considered are for localized transmission when channel conditions are expected to be better, a lower AL of 2 for TM10 with DCI 2D is preferred. Hence, we propose that AL = 2 is used both Test 1 and Test 2 as defined in [6] and [7].  This is reflected in the definition of new RMC of R.56 FDD and R.56 TDD that are based on AL 2. 
d. PDSCH SDR 

The agreed CR is in [8] and [9] for Rel-11 and Rel-12, respectively. Values that are [ ] are proposed to be removed in this meeting. 
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