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1.
Introduction

A new Work Item proposal to support LTE Advanced inter-band Carrier Aggregation (CA) of Band 4 and Band 27 (2DL/1 UL) was approved at the RAN#62 plenary meeting [1]. The purpose and objective of this WI is to specify band-combination specific RF requirements, aggregating channel bandwidths up to 20MHz for Band 4 and up to 10 MHz for Band 27. In this contribution, both ∆TIB and ∆RIB values are proposed.  The relaxation requirements are based on the RAN4 approved UE RF requirements for the inter-band Carrier Aggregation scenario of Class A1 in Release 11.
2.
Discussion

Based on the defined inter-band carrier aggregation scenario of Class A1, the Inter-band Carrier Aggregation of Band 4 and Band 27 is a low-high pair spectrum without harmonics relationship. The relaxations for Class A1, i.e. ΔTIB,c = 0.3dB and ΔRIB = 0dB, should be used in support of inter-band Carrier Aggregation Band 4 and Band 27.

3.
Conclusion

Based on the UE RF requirements for the inter-band Carrier Aggregation scenario of Class A1, we propose the following requirements for the inter-band Carrier Aggregation Band 4 and Band 27,

Proposal: ΔTIB,c = 0.3dB and ΔRIB = 0dB should be applied to both bands for CA of Band 4 + Band 27
This proposal should be applied to the TR36.851 [2] and cover the requirements of Inter-band Carrier Aggregation Band 4 and Band 27.
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<< Start of first changed section >>
6.1.x.1.3
∆TIB and ∆RIB values

Following relaxations are allowed for the UE which supports inter-band carrier aggregation of Band 4 and Band 27.

Table 6.1.x.1.3-1: IB,c 
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB] 



	CA_4A-27A
	4
	0.3

	
	27
	0.3


Table 6.1.x.1.3-2: RIB 
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c  [dB] 



	CA_4A-27A
	4
	0

	
	27
	0


<< End of last changed section >>
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