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1. Introduction

CA configuration for CA_1A-42A is one of the example CA configurations for Rel-12 time frame in [1]. In this contribution, we propose a way forward for TS36.104/141 to clarify the band specific BS spec impact and provide a draft CR on this configuration. Note that the related contribution for UE side is [2]. In addition, some analyses on band agnostic issue are provided in [3].
2. Discussion
2.1. General part
In [2], it is proposed as follows.

“Proposal 1: Apply the current inter band CA specifications to TDD-FDD CA.”
When it comes to being BS specifications, our understanding is that in TS36.104/141 we can handle this as conventional inter band CA for FDD-FDD CA and TDD-TDD CA. At this moment, we don’t see anything specific to TDD-FDD CA in principle. Thus, we just apply conventional specifications for inter band CA to those of TDD-FDD CA. Thus we propose the same thing on BS specification.
· Proposal 1: Apply the current inter band CA specifications to TDD-FDD CA.
A draft CR on this configuration for TS36.104/141 is provided in the following part.

2.2. Draft CR on CA_1A-42A for TS36.104[4]
Based on the proposal 1 and the contribution of [2], the draft CR for 36.104 for CA_1A-42A is provided in the following. 

------------------------------------------------Start of from the CR for CA_1A-42A --------------------------------------------------

Table 5.5-3. Inter-band carrier aggregation bands

	CA Band
	E-UTRA operating bands

	
	

	CA_1-5
	1

	
	5

	CA_1-8
	1

	
	8

	CA_1-18
	1

	
	18

	CA_1-19
	1

	
	19

	CA_1-21
	1

	
	21

	CA_1-26
	1

	
	26

	CA_1-42
	1

	
	42

	CA_2-4
	2

	
	4

	CA_2-5
	2

	
	5

	CA_2-12
	2

	
	12

	CA_2-13
	2

	
	13

	CA_2-17
	2

	
	17

	CA 2-29
	2

	
	29

	CA_3-5
	3

	
	5

	CA_3-7
	3

	
	7

	CA_3-8
	3

	
	8

	CA_3-19
	3

	
	19

	CA_3-20
	3

	
	20

	CA_3-26
	3

	
	26

	CA_3-27
	3

	
	27

	CA_3-28
	3

	
	28

	CA_4-5
	4

	
	5

	CA_4-7
	4

	
	7

	CA_4-12
	4

	
	12

	CA_4-13
	4

	
	13

	CA_4-17
	4

	
	17

	CA 4-29
	4

	
	29

	CA 5-7
	5

	
	7

	CA_5-12
	5

	
	12

	CA_5-17
	5

	
	17

	CA_5-25
	5

	
	25

	CA_7-20
	7

	
	20

	CA_7-28
	7

	
	28

	CA_8-20
	8

	
	20

	CA_11-18
	11

	
	18

	CA_12-25
	12

	
	25

	CA_19-21
	19

	
	21

	CA_23-29
	23

	
	29

	CA_39_41
	39

	
	41


-------------------------------------------------End of from the CR for CA_1A-42A --------------------------------------------------
2.3. Draft CR on CA_1A-42A for TS36.141[5]
The draft CR is exactly same with TS36.104. Thus we omit this part.

3. Conclusion
In this contribution, we propose the following way forward for TS36.104/141 to clarify the band specific BS spec impact and provide a draft CR on this configuration.

·  Proposal 1: Apply the current inter band CA specifications to TDD-FDD CA.
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