Page 4
Draft prETS 300 ???: Month YYYY


3GPP TSG-RAN WG4 Meeting #70bis
( R4-142003
San Jose del Cabo, Mexico, Mar 31st – 4th Apr, 2014
Source: 
Nokia Corporation
Title: 




Text proposal for TR 36.833-4: Non-contiguous intraband Band CA REFSENS
Agenda Item: 
7.41
Document for:
Approval
1. Introduction
In RAN4 meeting #70 a way forward for non-contiguous intraband Band CA REFSENS [1] was approved. This text proposal adds the agreed proposal in to technical report TR 36.833-4 v0.3.0
2. References
[1] R4-141206, Non-contiguous intraband Band CA REFSENS, Nokia Corporation, RAN4#70
********************* TP into TR36.833-4 ********************************************************

6.2

REFSENS
It was agreed in RAN4#70 that non-contiguous uplink intraband CA REFSENS is specified with following principles.
Proposal 1: For dual uplink intra-band non-contiguous CA, REFSENS is defined to be met when both downlink component carriers and both uplink component carriers are active.

Proposal 2: Band specific MSD value for any dual uplink non-contiguous intraband CA configuration with ULs in different sub-blocks shall be specified in 36.101 to define the requirement REFSENS
Proposal 3: When we identify any CA configuration for non-contiguous intraband CA having MSD not be 0 dB, the applicability of the agreement for 2 UL interband CA A2 and A4 is such that second requirement for REFSENS for 2 UL interband CA shall be discussed also for non-contiguous intraband CA.

Proposal 4: MSD for CA_4A-4A is 0 dB (pending that tentative MPR mask is applied)

Proposal 5: For dual uplink intra-band non-contiguous CA TDD bands the MSD shall be 0 dB.
