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8.2.2.2.2
Minimum Requirement 4 Tx Antenna Port

The requirements are specified in Table 8.2.2.2.2-2, with the addition of the parameters in Table 8.2.2.2.2-1 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the performance of transmit diversity (SFBC-FSTD) with 4 transmitter antennas.
Table 8.2.2.2.2-1: Test Parameters for Transmit diversity Performance (FRC)

	Parameter
	Unit
	Test 1-2 

	Downlink power allocation
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	dB
	-3
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	dB
	-3 (Note 1)
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	dBm/15kHz
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	ACK/NACK feedback mode
	
	Multiplexing

	PDSCH transmission mode
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Table 8.2.2.2.2-2: Minimum performance Transmit Diversity (FRC)

	Test number
	Band-width 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	1.4 MHz 
	R.12 TDD
	OP.1 TDD
	EPA5
	4x2 Medium
	70
	0.2
	1-8

	2
	10 MHz
	R.13 TDD
	OP.1 TDD
	ETU70
	4x2 Low
	70
	-0.5
	1-8


~~~~~~~~~~~~~~~~~~~~~Next Changed Section~~~~~~~~~~~~~~~~~~~~~~~~~
8.7
Sustained downlink data rate provided by lower layers

The purpose of the test is to verify that the Layer 1 and Layer 2 correctly process in a sustained manner the received packets corresponding to the maximum number of DL-SCH transport block bits received within a TTI for the UE category indicated. The sustained downlink data rate shall be verified in terms of the success rate of delivered PDCP SDU(s) by Layer 2. The test case below specifies the RF conditions and the required success rate of delivered TB by Layer 1 to meet the sustained data rate requirement. The size of the TB per TTI corresponds to the largest possible DL-SCH transport block for each UE category using the maximum number of layers for spatial multiplexing. Transmission modes 1 and 3 are used with radio conditions resembling a scenario where sustained maximum data rates are available. Test case is selected according to table 8.7-1 depending on UE capability for CA and EPDCCH.

~~~~~~~~~~~~~~~~~~~~~Next Changed Section~~~~~~~~~~~~~~~~~~~~~~~~~
9.3.6
Minimum requirement (With multiple CSI processes)

The purpose of the test is to verify the reporting accuracy of the CQI and the UE processing capability for multiple CSI processes. Each CSI process is associated with a CSI-RS resource and a CSI-IM resource as shown in Table 9.3.6-1. For UE supports one CSI process, CSI process 2 is configured and the corresponding requirements shall be fulfilled. For UE supports three CSI processes, CSI processes 0, 1 and 2 are configured and the corresponding requirements shall be fulfilled. For UE supports four CSI processes, CSI processes 0, 1, 2 and 3 are configured and the corresponding requirements shall be fulfilled.
Table 9.3.6-1 Configuration of CSI processes

	
	CSI process 0
	CSI process 1
	CSI process 2
	CSI process 3

	CSI-RS resource
	CSI-RS signal 0
	CSI-RS signal 1
	CSI-RS signal 0
	CSI-RS signal 1

	CSI-IM resource
	CSI-IM resource 0
	CSI-IM resource 0
	CSI-IM resource 1
	CSI-IM resource 2


~~~~~~~~~~~~~~~~~~~~~Next Changed Section~~~~~~~~~~~~~~~~~~~~~~~~~
9.5.5
Minimum requirement (with CSI process)
Each CSI process is associated with a CSI-RS resource and a CSI-IM resource as shown in Table 9.5.5-1. For UE supports one CSI process, CSI process 0 is configured and the corresponding requirements shall be fulfilled. For UE supports multiple CSI processes, CSI processes 0 and 1 are configured for Test 2 and the corresponding requirements shall be fulfilled.
Table 9.5.5-1 Configuration of CSI processes

	
	CSI process 0
	CSI process 1

	CSI-RS resource
	CSI-RS signal 0
	CSI-RS signal 1

	CSI-IM resource
	CSI-IM resource 0
	CSI-IM resource 1


