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1. Introduction

In RAN4#70, the sample band was agreed in [1] . This contribution is a text proposal for Operating bands and CA configurations to add LTE Advanced Carrier Aggregation of Band Combination (1+42) into TR36.851 [2].
2. Text Proposal
----- Unchanged sections omitted -----
Table 1-1: Release 12 inter-band carrier aggregation combinations

	WI code
	WI title
	Class

	LTE_CA_B1_B7
	LTE Advanced inter-band Carrier Aggregation of Band 1 and Band 7
	A3

	LTE_CA_B2_B4
	LTE Advanced inter-band Carrier Aggregation of Band 2 and Band 4
	A4

	LTE_CA_B23_B29
	LTE Advanced inter-band Carrier Aggregation of Band 23 and Band 29 
	A1

	LTE_CA_B3_B26
	LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 26
	A1

	LTE_CA_B3_B19
	LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 19
	A1

	LTE_CA_B1_B8
	LTE Advanced inter-band Carrier Aggregation of Band 1 and Band 8
	A1

	LTE_CA_B3_B28
	LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 28
	A1

	LTE_CA_B1_B26
	LTE Advanced inter-band Carrier Aggregation of Band 1 and Band 26
	A1

	LTE_CA_B39_B41
	LTE Advanced inter-band Carrier Aggregation of Band 39 and Band 41
	A3

	LTE_CA_B2_B12
	LTE Advanced inter-band Carrier Aggregation of Band 2 and Band 12
	A1

	LTE_CA_B2_B13
	LTE Advanced inter-band Carrier Aggregation of Band 2 and Band 13
	A1

	LTE_CA_B19_B21
	LTE Advanced inter-band Carrier Aggregation of Band 19 and Band 21
	A5

	LTE_CA_B12_B25
	LTE Advanced inter-band Carrier Aggregation of Band 12 and Band 25
	A1

	LTE_CA_B2_B5
	LTE Advanced inter-band Carrier Aggregation of Band 2 and Band 5
	A1

	LTE_CA_B1_B18
	Additional bandwidth combination set for LTE Advanced inter-band Carrier Aggregation of Band 1 and Band 18
	A1

	LTE_CA_B7_B28
	LTE Advanced inter-band Carrier Aggregation of Band 7 and Band 28
	A1

	LTE_CA_B5_B25
	LTE Advanced inter-band Carrier Aggregation of Band 5 and Band 25
	A1

	LTE_CA_B1_B11
	LTE Advanced inter-band Carrier Aggregation of Band 1 and Band 11
	A5



	LTE_CA_B8_B11
	LTE Advanced inter-band Carrier Aggregation of Band 8 and Band 11
	A5

	LTE_CA_B5_B7
	LTE Advanced inter-band Carrier Aggregation of Band 5 and Band 7
	A1

	LTE_CA_B1_B3
	LTE Advanced inter-band Carrier Aggregation of Band 1 and Band 3
	A3

	LTE_CA_B1_B28
	LTE Advanced inter-band Carrier Aggregation of Band 1 and Band 28
	A2

	LTE_CA_B4_B27
	LTE Advanced inter-band Carrier Aggregation of Band 4 and Band 27
	A1

	LTE_CA_B3_B27
	LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 27
	A1

	LTE_CA_B8_B27
	LTE Advanced inter-band Carrier Aggregation of Band 8 and Band 27
	A3

	LTE_CA_TDD_FDD
	LTE TDD-FDD joint operation including Carrier Aggregation (Band 1 and Band 42)
	A3


----- Unchanged sections omitted -----

7.2.2
LTE Advanced Carrier Aggregation of Band 1 and Band 42 (1 UL)
Table 7.2.2-1: Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	Channel BW (MHz)
	BS transmit / UE receive
	Channel BW (MHz)
	

	
	
	FUL_low   –  FUL_high
	
	FDL_low   –  FDL_high
	
	

	CA_1-42
	1
	1920 MHz
	–
	1980 MHz
	5, 10, 15, 20 
	2110 MHz
	–
	2170 MHz
	5, 10, 15, 20
	FDD

	
	42
	3400 MHz
	–
	3600 MHz
	5, 10,15, 20
	3400 MHz
	–
	3600 MHz
	5, 10, 15, 20
	TDD


7.2.2.1

List of specific combination issues

7.2.2.1.1

Channel bandwidths per operating band for CA
Table 7.2.2.1.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	CA operating / channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_1A-42A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of  TS 36.101 [4] when operating in single carrier mode.
----- Unchanged sections omitted -----

Reference

[1]
R4-141230
“Agreement for TDD-FDD band combinations and handling of WI”,  Nokia Corporation
[2] R4-140843 “TR 36.851 V0.9.0: Rel-12 Inter-band Carrier Aggregation'”, Ericsson
3GPP


