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Introduction
A way forward on UEM in [1] was approved during the meeting RAN4#69 stating that the UEM requirements should be based on the existing conducted requirement. The way for adapting of the existing UEM conducted requirements for AAS BS remains undecided. In this contribution we propose adopting the same categories and requirements defined in TS 36.104 [2].
Discussion
RAN4 agreed in [1] that the spatial effects for the operating band unwanted emissions are comparable to those for the transmitted wanted signal and agreed to keep the legacy UEM requirements for operating band unwanted emission.  However, detail of how to adapt existing conducted requirements is FFS
We think same categories and mandatory emission limits according to the regional requirements specified in ITU-R Recommendation SM.329 [3] shall be adopted. The requirements shall be applied to the sum of unwanted emission power of each transceiver at the transceiver array boundary.
We propose to adopt the proposal below on the operating band unwanted emission requirements. 
Text Proposals:
NEC proposes to adopt the following text proposal into the AAS BS TR in [4].

---- Start of TP ----

8.1 Transmitter

8.1.x Operating band unwanted emissions
The AAS BS Operating band unwanted emission should comply with the following mandatory requirements in accordance to TS36.104 [X], where the sum of unwanted emission power of each transceiver at the transceiver array boundary shall be applied to the requirements.

· The Operating band unwanted emission limits shall be defined from 10 MHz below the lowest frequency of each supported downlink operating band up to 10 MHz above the highest frequency of each supported downlink operating band. 
· The definition of BS categories (Category A and Category B) and mandatory emission limits according to the regional requirement specified in ITU-R Recommendation SM.329 [Y] shall be maintained.

· The unwanted emission limits in the part of the downlink operating band that falls in the spurious domain should remain consistent with ITU-R Recommendation SM.329 [Y].

---- End of TP ----
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