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1 Introduction

This contribution provides TP on introducing channel bandwidth combination table for 3DL CA in Band 40 of TR 36.833-5-40.
2 Channel bandwidth combinations for CA_40D
Based on the new table structure, the channel combination set table is further revised for E-UTRA CA configurations and bandwidth combination set for 3DL contiguous CA in Band 40:

Table 1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration 
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_40D
	10,20
	20
	20
	60
	0

	
	20
	10, 20
	20
	
	

	
	20
	20
	10,20
	
	


Other works in section 5 were already done during Band 41 3DL WI, and the content could reference TR 36.833-5-41.
TEXT PROPOSAL for TR 36.833-5-40
5
Study of E-UTRA requirements

5.1
Operating bands and channel bandwidths

5.1.1
Operating bands for CA

5.1.2
Channel bandwidths for CA
5.1.2 Channel bandwidths for CA
Table 5.1.2-1 defines the supported E-UTRA CA configurations and bandwidth combination set for 3DL contiguous CA in Band 40. 20 MHz and 10 MHz component carrier channel bandwidths are proposed to be supported for Band 40 carrier aggregation.
Table 5.1.2-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration 
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_40D
	10, 20
	20
	20
	60
	0

	
	20
	10, 20
	20
	
	

	
	20
	20
	10, 20
	
	


5.1.3
Channel spacing 
Same requirement can be reused as in TR 36.833-5-41.
5.1.3.1
Channel spacing for intra-band contiguous CA with two or more CCs
Same requirement can be reused as in TR 36.833-5-41.
5.1.4
Nominal guard band 
Same requirement can be reused as in TR 36.833-5-41.
*********************End of change*****************
