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1 Introduction
In RAN4#70 the simulation assumption for TDD UL/DL configuration 0 are approved in [1]. This contribution contains the inter-frequency simulation results according to these assumption.
2 Simulation results
We provide the simulation results for Gap Pattern Id 1 and 6PRBs measurement bandwidth only. The simulation results are summarized in table2-1, table 2-2 for absolute accuracy and relative accuracy respectively.

Table 2-1:  simulation results for absolute RSRP/RSRQ accuracy

	Propagation condition
	Measure period
	Metric
	Ês/Iot(dB)
	5% CDF point
	50% CDF point
	95% CDF point

	AWGN
	480ms
	RSRP
	-3
	0.6284
	1.015
	1.39

	
	
	
	-6
	1.15
	1.689
	2.199

	
	
	RSRQ
	-3
	-11.56
	-11.19
	-10.8

	
	
	
	-6
	-10.45
	-9.929
	-9.43

	
	640ms
	RSRP
	-3
	0.6633
	1.01
	1.335

	
	
	
	-6
	1.186
	1.672
	2.13

	
	
	RSRQ
	-3
	-11.52
	-11.19
	-10.89

	
	
	
	-6
	-10.39
	-9.931
	-9.516

	
	960ms
	RSRP
	-3
	0.7196
	1.011
	1.281

	
	
	
	-6
	1.282
	1.676
	2.043

	
	
	RSRQ
	-3
	-11.46
	-11.2
	-10.92

	
	
	
	-6
	-10.32
	-9.934
	-9.586

	ETU70
	480ms
	RSRP
	-3
	0.1269
	1.631
	3.283

	
	
	
	-6
	0.7969
	2.189
	3.633

	
	
	RSRQ
	-3
	-12.06
	-11.08
	-10.1

	
	
	
	-6
	-10.75
	-9.707
	-8.624

	
	640ms
	RSRP
	-3
	0.4042
	1.667
	3.061

	
	
	
	-6
	1.088
	2.191
	3.512

	
	
	RSRQ
	-3
	-11.91
	-11.05
	-10.23

	
	
	
	-6
	-10.59
	-9.684
	-8.742

	
	960ms
	RSRP
	-3
	0.5777
	1.72
	2.895

	
	
	
	-6
	1.264
	2.25
	3.32

	
	
	RSRQ
	-3
	-11.82
	-11.05
	-10.37

	
	
	
	-6
	-10.46
	-9.666
	-8.958


Table 2-2:  simulation results for relative RSRP/RSRQ accuracy
	Propagation condition
	Measure period
	Metric
	Ês/Iot(dB)
	5% CDF point
	50% CDF point
	95% CDF point

	AWGN
	480ms
	RSRP
	-3
	0.5103
	0.6732
	0.821

	
	
	
	-6
	0.7788
	1.067
	1.323

	
	
	RSRQ
	-3
	1.074
	1.263
	1.433

	
	
	
	-6
	2.329
	2.633
	2.906

	
	640ms
	RSRP
	-3
	0.5179
	0.6688
	0.7992

	
	
	
	-6
	0.8073
	1.066
	1.281

	
	
	RSRQ
	-3
	1.099
	1.262
	1.419

	
	
	
	-6
	2.372
	2.634
	2.867

	
	960ms
	RSRP
	-3
	0.5365
	0.6694
	0.7783

	
	
	
	-6
	0.838
	1.059
	1.253

	
	
	RSRQ
	-3
	1.114
	1.262
	1.389

	
	
	
	-6
	2.419
	2.637
	2.836

	ETU70
	480ms
	RSRP
	-3
	0.2212
	0.545
	0.9133

	
	
	
	-6
	0.3923
	0.868
	1.442

	
	
	RSRQ
	-3
	1.077
	1.383
	1.657

	
	
	
	-6
	2.489
	2.945
	3.376

	
	640ms
	RSRP
	-3
	0.2574
	0.5427
	0.868

	
	
	
	-6
	0.4307
	0.8627
	1.376

	
	
	RSRQ
	-3
	1.113
	1.383
	1.62

	
	
	
	-6
	2.574
	2.957
	3.315

	
	960ms
	RSRP
	-3
	0.2985
	0.5339
	0.815

	
	
	
	-6
	0.4872
	0.866
	1.297

	
	
	RSRQ
	-3
	1.175
	1.382
	1.59

	
	
	
	-6
	2.643
	2.962
	3.258


3 Conclusion

In this contribution we provide link level ideal simulation results for UL/DL configuration 0 based on the agreed simulation results. It is suggested these results could be considered for definition of corresponding requirement.
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