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1. Introduction
The work item for LTE Advanced intra-band non-contiguous Carrier Aggregation in Band 42was approved in RAN#62 [1].

 This paper is a text proposal for TR36.833-2-42 on required changes to E-UTRA specifications.
2. References

[1] RP-131733: "New WI Proposal on Band 42 intra-band non-contiguous CA"
[2] RP-140404 “Revised WID: LTE Advanced intra-band non-contiguous Carrier Aggregation in Band 42”
3. Text Proposal
== Start of TP ==
9
Summary of required changes to E-UTRA specifications

9.1
Required changes to TS36.101
Required changes to TS 36.101 are shown in Table 9.1-1.

Table 9.1-1: Required changes to TS 36.101
	Clause
	Requirement
	Required changes to TS 36.101

	5.5A
	Operating bands for CA
	A new row is to be added to Table 5.5A-3 in which requirement of CA_42A-42A operating band is provided.

	5.6A.1
	Channel bandwidths per operating band for CA
	A new row is to be added to Table 5.6A.1-3 in which requirement of CA_42A-42A supported E-UTRA bandwidths is provided.

	7.3.1A
	Minimum requirements (QPSK) for CA
	A new row is to be added to Table 7.3.1A-3 in which requirement of CA_42A-42A uplink configuration for reference sensitivity is provided.  


9.2
Required changes to TS36.104
Required changes to TS 36.104 are shown in Table 9.2-1.

Table 9.2-1: Required changes to TS 36.104
	Clause
	Requirement
	Required Changes to TS 36.104

	5.5
	Operating bands
	A new row is to be added to Table 5.5-4 in which requirement of CA_42A-42A carrier aggregation band is provided. 


9.4
Required changes to TS36.141
Required changes to TS 36.141 are shown in Table 9.4-1.

Table 9.4-1: Required changes to TS 36.141
	Clause
	Requirement
	Required Changes to TS 36.141

	5.5
	Operating bands
	A new row is to be added to Table 5.5-4 in which requirement of CA_42A-42A carrier aggregation band is provided. 


9.5
Required changes to TS36.307
Required changes to TS 36.307 are shown in Table 9.5-1.

Table 9.5-1: Required changes to TS 36.307
	Clause
	Requirement
	Required Changes to TS 36.307

	TBD
	CA configuration CA_42A-42A Independent of Release
	A chapter is to be added in which CA_42A-42A requirement on User Equipments supporting a release-independent frequency band is provided for Rel-11 upwards.


9.6
Required changes to TS37.104
No change is required to TS 37.104.
9.7
Required changes to TS37.141
No change is required to TS 37.141.

== End of TP ==
