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<< Unchanged part omitted >>
8.2.1.3.1A
Soft buffer management test

The requirements are specified in Table 8.2.1.3.1A-2, with the addition of the parameters in Table 8.2.1.3.1A-1 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the UE performance with proper instantaneous buffer implementation. The test points are applied to UE category and bandwidth combination with maximum aggregated bandwidth as specified inTable 8.2.1.3.1A-3.

Table 8.2.1.3.1A-1: Test Parameters for soft buffer management test (FRC)

	Parameter
	Unit
	Test 1-7

	Downlink power allocation
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	-3 (Note 1)
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	PDSCH transmission mode
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	Note 1:
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Note 2:
For CA test cases, PUCCH format 1b with channel selection is used to feedback ACK/NACK.
Note 3:
For CA test cases, the same PDSCH transmission mode is applied to each component carrier.


Table 8.2.1.3.1A-2: Minimum performance soft buffer management test (FRC)

	Test num
	Bandwidth
	Reference channel
	OCNG pattern
	Propa-

gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	CA capa-

bility

	
	
	
	
	
	
	Fraction of maximum

Throughput (%)
	SNR (dB)
	

	1
	2x20 MHz
	R.30 FDD
	OP.1 FDD (Note 1)
	EVA70
	2x2 Low
	70
	13.2
	CL_A-A CL_C

	2
	15MHz +

10MHz
	R.35-2 FDD for 15MHz CC
	OP.1 FDD (Note 1)
	EVA5
	2x2 Low
	70
	15.1
	CL_A-A

	
	
	R.35-3 FDD for 10MHz CC
	OP.1 FDD (Note 1)
	
	
	70
	15.1
	

	3
	20MHz +  10MHz
	R.30 FDD for 20MHz CC
	OP.1 FDD (Note 1)
	EVA70
	2x2 Low
	70
	13.5 
	CL_A-A

	
	
	R.11 FDD for 10MHz CC
	OP.1 FDD (Note 1)
	
	
	70
	13.5
	

	4
	20MHz + 15MHz
	R.30 FDD for 20MHz CC
	OP.1 FDD (Note 1)
	EVA70
	2x2 Low
	70
	13.5 
	CL_A-A

	
	
	R.30-1 FDD for 15MHz CC
	OP.1 FDD (Note 1)
	
	
	70
	13.5
	

	5
	2x20 MHz
	R.35-1 FDD
	OP.1 FDD (Note 1)
	EVA5
	2x2 Low
	70
	15.8 
	CL_A-A CL_C

	6
	20MHz + 10MHz
	R.35-1 FDD for 20MHz CC
	OP.1 FDD (Note 1)
	EVA5
	2x2 Low
	70
	15.9
	CL_A-A

	
	
	R.35-3 FDD for 10MHz CC
	OP.1 FDD (Note 1)
	
	
	70
	15.9
	

	7
	20MHz + 15MHz
	R.35-1 FDD for 20MHz CC
	OP.1 FDD (Note 1)
	EVA5
	2x2 Low
	70
	15.9
	CL_A-A

	
	
	R.35-2 FDD for 15MHz CC
	OP.1 FDD (Note 1)
	
	
	70
	15.9
	

	Note 1:
For CA test cases, the OCNG pattern applies for each CC.
Note 2:
For Test 2, 3, 4, 6, 7 the Fraction of maximum Throughput applies to each CC.


Table 8.2.1.3.1A-3: Test points for soft buffer management tests

	UE category
	Bandwidth combination with maximum aggregated bandwidth (Note 1)

	
	2x20MHz
	15MHz+10MHz
	20MHz+10MHz
	20MHz+15MHz

	3
	1
	2
	3
	4

	4
	5
	N/A
	6
	7

	Note 1:
Maximum over all supported CA configurations and bandwidth combination sets according to Table 5.6A.1-1and Table 5.6A.1-2.


<< Unchanged part omitted >>
8.2.2.3
Open-loop spatial multiplexing performance

8.2.2.3.1
Minimum Requirement 2 Tx Antenna Port 

The requirements are specified in Table 8.2.2.3.1-2, with the addition of the parameters in Table 8.2.2.3.1-1 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the performance of large delay CDD with 2 transmitter antennas.
Table 8.2.2.3.1-1: Test Parameters for Large Delay CDD (FRC)
	Parameter
	Unit
	Test 1, 3
	Test 2

	Downlink power allocation
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	-3 (Note 1)
	-3 (Note 1)
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	ACK/NACK feedback mode
	
	Bundling
	-

(Note 2)

	PDSCH transmission mode
	
	3
	3

	Note 1:
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Note 2:
PUCCH format 1b with channel selection is used to feedback ACK/NACK.
Note 3:
For CA test cases, the same PDSCH transmission mode is applied to each component carrier.


Table 8.2.2.3.1-2: Minimum performance Large Delay CDD (FRC)
	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category
	CA capability

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	1
	10 MHz
	R.11-1 TDD
	OP.1 TDD
	EVA70
	2x2 Low
	70
	13.1
	2-8
	-

	2
	2x20 MHz
	R.30-1 TDD
	OP.1 TDD (Note 1)
	EVA70
	2x2 Low
	70
	13.7
	5-8
	CL_C, CL_A-A

	3
	10 MHz
	R.35 TDD
	OP.1 TDD
	EVA200
	2x2 Low
	70
	20.3
	2-8
	-

	Note 1:
For CA test cases, the OCNG pattern applies for each CC.


8.2.2.3.1A
Soft buffer management test
The requirements are specified in Table 8.2.2.3.1A-2, with the addition of the parameters in Table 8.2.2.3.1A-1 and the downlink physical channel setup according toAnnex C.3.2. The purpose is to verify UE performance with proper instantaneous buffer implementation. 

Table 8.2.2.3.1A-1: Test Parameters for soft buffer management test (FRC)
	Parameter
	Unit
	Test 1-2

	Downlink power allocation
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	dB
	-3 (Note 1)
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	ACK/NACK feedback mode
	
	-

(Note 2)

	PDSCH transmission mode
	
	3

	Note 1:
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Note 2:
PUCCH format 1b with channel selection is used to feedback ACK/NACK.
Note 3:
For CA test cases, the same PDSCH transmission mode is applied to each component carrier.


Table 8.2.2.3.1A-2: Minimum performance soft buffer management test (FRC)

	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category
	CA capability

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	1
	2x20 MHz
	R.30-2 TDD
	OP.1 TDD (Note 1)
	EVA70
	2x2 Low
	70
	13.2
	3
	CL_C, CL_A-A

	2
	2x20 MHz
	R.35-1 TDD
	OP.1 TDD (Note 1)
	EVA5
	2x2 Low
	70
	15.7
	4
	CL_C, CL_A-A

	Note 1:
For CA test cases, the OCNG pattern applies for each CC.


<< End of Change >>

