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1. Introduction
In this contribution we discuss the scope of the TDD-FDD CA WI in terms of number of carriers in downlink and uplink.
2. Discussion 

In RAN4 meeting #69 [1] discussed how many carriers in uplink CA and downlink CA should be part of REL-12 TDD-FDD CA WI.
Considering that RAN1 has agreed to design LTE TDD-FDD CA so that all the LTE TDD-FDD CA capable UEs support DL CA but do not necessarily need to support UL CA, RAN4 could also start the requirement development with 2DL (1 TDD and 1 FDD) and 1 UL (either TDD or FDD) similar to the earlier inter-band CA work. Additionally like for the inter-band CA also for LTE TDD-FDD CA the 2UL (1TDD and 1 FDD) requirements would be defined after completing 1 UL requirements.

From [1] proposals A-C were agreed and C stated

Start the RAN4 UE and BS requirement work assuming 2DL (1 TDD and 1 FDD) and 1 UL (either TDD or FDD).
Given that RAN4 has two meetinn cycles time to finish the work for TDD-FDD CA WI and that 3 DL CA and 2 UL interband CA WIs are still ongoing it seems necessary to limit the scope of TDD-FDD CA WI in RAN4. Hence the proposal is to define the REL12 TDD-FDD CA requirements for 2CC DL CA (1 TDD and 1 FDD) and 1 CC UL (either TDD or FDD).
Proposal 1: TDD-FDD CA requirements in Rel-12 RAN4 specifications are for downlink CA with 1 UL only.

Proposal 2: TDD-FDD CA requirements in Rel-12 RAN4 specifications are CA_xA-yA type. Where x and y are the example band combinations capture in [RP-140465] and 3 DL CA is out of scope.
3. Conclusion
In this contribution we propose that TDD-FDD CA WI work in RAN4 does not contain 2 UL or 3 DL work. TDD-FDD CA WI in RAN4 is only for 1 UL carrier and 1 carrier per band in DL up to 2 bands as agreed in example band combinations.
Proposal 1: TDD-FDD CA requirements in Rel-12 RAN4 specifications are for downlink CA with 1 UL only.

Proposal 2: TDD-FDD CA requirements in Rel-12 RAN4 specifications are CA_xA-yA type. Where x and y are the example band combinations capture in [RP-140465] and 3 DL CA is out of scope.
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