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1 Introduction

This contribution provides TP on introducing channel bandwidth combination table for 3DL non-contiguous CA in Band 41.
2 Channel bandwidth combinations for CA_41D
In RAN #62 meeting, the RP was approved about WI for 3 CC downlink non-contiguous intra-band carrier aggregation for Band 41. And the aggregation scenarios were specified as 2-contiguous CCs and 1-non-contiguous CC, with a single sub-block gap. Additionally, modifying CA_41C bandwidth combination set 1 to include 5 MHz in TS 36.101 Table 5.6A.1-1 is to meet the requirements of employment scenarios.
Table 5.6A.1-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_41C
	10
	20
	40
	0

	
	15
	15, 20
	
	

	
	20
	10, 15, 20
	
	

	CA_41C
	5, 10
	20
	40
	1NOTE

	
	15
	15, 20
	
	

	
	20
	5, 10, 15, 20
	
	

	NOTE: This combination is for DL CA only 


Based on the above, the bandwidth combination set for 3DL non-contiguous CA in Band 41:

Table 1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band non-contiguous CA
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration 
	Component carriers in order of increasing carrier frequency
	Minimum aggregated 
bandwidth [MHz]
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	
	

	CA_41A-41C
	10
	20
	15
	45
	60
	0

	
	10,15
	15,20
	20
	
	
	

	
	15
	20
	10
	
	
	

	
	15,20
	15,20
	15
	
	
	

	
	20
	5,10,15
	20
	
	
	

	
	20
	20
	5,10,20
	
	
	

	CA_41C-41A
	10
	20
	15,20
	45
	
	

	
	15
	15,20
	15,20
	
	
	

	
	20
	15
	10
	
	
	

	
	20
	10,15,20
	15
	
	
	

	
	20
	5,10,15,20
	20
	
	
	

	
	15,20
	20
	10
	
	
	


Reference
[1] R4-131649, New WID-LTE Advanced intra-band non- contiguous Carrier Aggregation in band 41 for 3DL. 
TEXT PROPOSAL for TR 36.833-6-41
Section 5.1.2 Channel bandwidths for CA
<Text to be added>

Table 5.1.2-1 defines the supported E-UTRA CA configurations and bandwidth combination set for 3DL non-contiguous CA in Band 41. And the aggregation scenarios were specified as 2-contiguous CCs and 1-non-contiguous CC, with a single sub-block gap. Additional, it add the 5MHz channel bandwidth for CA_41C only for DL CA.
Table 5.1.2-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band non-contiguous CA
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration 
	Component carriers in order of increasing carrier frequency
	Minimum aggregated 
bandwidth [MHz]
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	
	

	CA_41A-41C
	10
	20
	15
	45
	60
	0

	
	10,15
	15,20
	20
	
	
	

	
	15
	20
	10
	
	
	

	
	15,20
	15,20
	15
	
	
	

	
	20
	5,10,15
	20
	
	
	

	
	20
	20
	5,10,20
	
	
	

	CA_41C-41A
	10
	20
	15,20
	45
	
	

	
	15
	15,20
	15,20
	
	
	

	
	20
	15
	10
	
	
	

	
	20
	10,15,20
	15
	
	
	

	
	20
	5,10,15,20
	20
	
	
	

	
	15,20
	20
	10
	
	
	


*********************End of change*****************






















































