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3GPP TS 37.104: " E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base Station (BS) radio transmission and reception". 
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3GPP TS 25.214: "Physical layer procedures (FDD) ".
[13]
ETSI TR 103 139, “Mobile Specification Group (MSG); Assessment of IMT Base Station (BS) emissions in relation to Block Edge Masks (BEM)”
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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

4C-HSDPA
Four-Carrier HSDPA. HSDPA operation configured on 3 or 4 DL carriers 

8C-HSDPA
Eight-Carrier HSDPA. HSDPA operation configured for 5 to 8 DL carriers

16QAM
16 Quadrature Amplitude Modulation

ACIR
Adjacent Channel Interference Ratio

ACLR
Adjacent Channel Leakage power Ratio

ACS
Adjacent Channel Selectivity

BS
Base Station

BER
Bit Error Ratio

BLER
Block Error Ratio

CACLR
Cumulative ACLR

CPICH
Common Pilot Channel

CW
Continuous Wave (unmodulated signal) 

DB-DC-HSDPA
Dual Band Dual Cell HSDPA

DC-HSDPA
Dual Cell HSDPA 

DC-HSUPA
Dual Cell HSUPA

DL
Down Link (forward link)

DTT
Digital Terrestrial Television

FDD
Frequency Division Duplexing

GSM
Global System for Mobile Communications

HSDPA
High Speed Downlink Packet Access 

HSUPA
High Speed Uplink Packet Access

IE
Information Element

MFCN SDL

Mobile/Fixed Communiations Networks Supplemental Downlink
MIMO
Multiple Input Multiple Output

NC-4C-HSDPA
Non-contiguous Four-Carrier HSDPA. HSDPA operation for two non-adjacent blocks within a single band configured on 2, 3 or 4 DL carriers.
Pout
Output Power

PRAT
Rated Output Power

P-CPICH
Primary CPICH

PHS
Personal Handyphone System

PPM
Parts Per Million 

RAT
Radio Access Technology
QPSK
Quadrature Phase Shift Keying

RSSI
Received Signal Strength Indicator

S-CPICH
Secondary CPICH

SIR
Signal to Interference ratio 

TAE
Time Alignment Error 

TDD
Time Division Duplexing

TPC
Transmit Power Control

UARFCN
UTRA Absolute Radio Frequency Channel Number

UE
User Equipment
UL
Up Link (reverse link)

WCDMA
Wideband Code Division Multiple Access

Wgap



Sub-block gap or inter RF bandwidth gap size
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5.2
Frequency bands

a)
UTRA/FDD is designed to operate in the following paired bands:

Table 5.0: Frequency bands

	Operating Band
	UL Frequencies
UE transmit, Node B receive
	DL frequencies
UE receive, Node B transmit

	I
	1920 - 1980 MHz
	2110 -2170 MHz

	II
	1850 -1910 MHz
	1930 -1990 MHz

	III
	1710-1785 MHz
	1805-1880 MHz

	IV
	1710-1755 MHz
	2110-2155 MHz

	V
	824 - 849MHz
	869-894MHz

	VI
	830-840 MHz
	875-885 MHz

	VII
	2500 - 2570 MHz
	2620 - 2690 MHz

	VIII
	880 - 915 MHz
	925 - 960 MHz

	IX
	1749.9 - 1784.9 MHz
	1844.9 - 1879.9 MHz

	X
	1710-1770 MHz
	2110-2170 MHz

	XI
	1427.9 - 1447.9 MHz
	1475.9 - 1495.9 MHz

	XII
	699 - 716 MHz
	729 - 746 MHz

	XIII
	777 - 787 MHz
	746 - 756 MHz

	XIV
	788 - 798 MHz
	758 - 768 MHz

	XV
	Reserved
	Reserved

	XVI
	Reserved
	Reserved

	XVII
	Reserved
	Reserved

	XVIII
	Reserved
	Reserved

	XIX
	830 – 845 MHz
	875 -890 MHz

	XX
	832 - 862 MHz
	791 - 821 MHz

	XXI
	1447.9 - 1462.9 MHz
	1495.9 - 1510.9 MHz

	XXII
	3410 – 3490 MHz
	3510 – 3590 MHz

	XXV
	1850 -1915 MHz
	1930 -1995 MHz

	XXVI
	814-849 MHz
	859-894 MHz

	XXXII1
	N/A
	1452 – 1496 MHz

	NOTE 1: Restricted to UTRA operation when dual band is configured. The downlink frequency band is paired with the uplink frequency band (external) of the dual band configuration that is supporting the configured serving HS-DSCH cell.


b)
Deployment in other frequency bands is not precluded 

c)   DB-DC-HSDPA is designed to operate in the following configurations:

Table 5.0aA: DB-DC-HSDPA configurations

	DB-DC-HSDPA Configuration
	UL Band
	DL Bands

	1
	I or VIII
	I and VIII

	2
	II or IV
	II and IV

	3
	I or V
	I and V

	4
	I or XI
	I and XI

	5
	II or V
	II and V

	6
	I
	I and XXXII


d)
Single band 4C-HSDPA is designed to operate in the following configurations:

Table 5.0aB Single band 4C-HSDPA configurations

	Single band 4C-HSDPA Configuration
	Operating Band
	Number of DL carriers

	I-3
	I
	3

	II-3
	II
	3

	II-4
	II
	4

	NOTE:
Single band 4C-HSDPA configuration is numbered as (X-M) where X denotes the operating band and M denotes the number of DL carriers.


e)
Dual band 4C-HSDPA is designed to operate in the following configurations:

Table 5.0aC Dual band 4C-HSDPA configurations

	Dual band 4C-HSDPA Configuration
	UL Band
	DL Band A
	Number of DL carriers in Band A
	DL Band B
	Number of DL carriers in Band B

	I-2-VIII-1
	I or VIII
	I
	2
	VIII
	1

	I-3-VIII-1
	I or VIII
	I
	3
	VIII
	1

	II-1-IV-2
	II or IV
	II
	1
	IV
	2

	II-2-IV-1
	II or IV
	II
	2
	IV
	1

	II-2-IV-2
	II or IV
	II
	2
	IV
	2

	I-1-V-2
	I or V
	I
	1
	V
	2

	I-2-V-1
	I or V
	I
	2
	V
	1

	I-2-V-2
	I or V
	I
	2
	V
	2

	I-2-VIII-2
	I or VIII
	I
	2
	VIII
	2

	I-1-VIII-2
	I or VIII
	I
	1
	VIII
	2

	II-1-V-2
	II or V
	II
	1
	V
	2

	I-1-XXXII-2
	I
	I
	1
	XXXII
	2

	I-2-XXXII-1
	I
	I
	2
	XXXII
	1

	NOTE:
Dual band 4C-HSDPA configuration is numbered as (X-M-Y-N) where X denotes the DL Band A, M denotes the number DL carriers in the DL Band A, Y denotes the DL Band B, and N denotes the number of DL carriers in the DL Band B


f)
Single band NC-4C-HSDPA is designed to operate in the following configurations:

Table 5.0aD Single band NC-4C-HSDPA configurations

	Single band NC-4C-HSDPA Configuration
	Operating Band
	Number of DL carriers in one sub-block
	Sub-block gap [MHz]
	Number of DL carriers in the other sub-block

	I-1-5-1
	I
	1
	5
	1

	I-2-5-1
	I
	2
	5
	1

	I-3-10-1
	I
	3
	10
	1

	IV-1-5-1
	IV
	1
	5
	1

	IV-2-10-1
	IV
	2
	10
	1

	IV-2-15-2
	IV
	2
	15
	2

	IV-2-20-1
	IV
	2
	20
	1

	IV-2-25-2
	IV
	2
	25
	2

	NOTE:
Single band NC-4C-HSDPA configuration is numbered as (X-M-Y-N) where X denotes the operating band, M denotes the number of DL carriers in one sub-block, Y denotes the sub-block gap in MHz and N denotes the number of DL carriers in the other sub-block. M and N can be switched.


g) Single Band 8C-HSDPA is designed to operate in the following configurations:

Table 5.0aE Single Band 8C-HSDPA configurations

	Single Band 8C-HSDPA Configuration
	Operating Band
	Number of DL carriers

	I-8
	I
	8

	NOTE:
Single band 8C-HSDPA configuration is numbered as (X-M) where X denotes the operating band and M denotes the number of DL carriers.


--- Next changed section ---
5.4.3
Channel number
The carrier frequency is designated by the UTRA Absolute Radio Frequency Channel Number (UARFCN). For each operating Band, the UARFCN values are defined as follows:

Uplink:

NU = 5 * (FUL - FUL_Offset),
for the carrier frequency range FUL_low FUL  FUL_high
Downlink:
ND = 5 * (FDL - FDL_Offset),
for the carrier frequency range FDL_low FDL  FDL_high
For each operating Band, FUL_Offset, FUL_low FUL_high, FDL_Offset,, FDL_lowand FDL_high are defined in Table 5.1 for the general UARFCN. For the additional UARFCN, FUL_Offset, FDL_Offset and the specific FUL and FDL are defined in Table 5.1A.

Table 5.1: UARFCN definition (general)
	Band
	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	
	UARFCN formula offset

FUL_Offset [MHz]
	Carrier frequency (FUL) range [MHz] 
	UARFCN formula offset

FDL_Offset [MHz]
	Carrier frequency (FDL) range [MHz]

	
	
	FUL_low
	FUL_high
	
	FDL_low
	FDL_high

	I
	0
	1922.4
	1977.6
	0
	2112.4
	2167.6

	II
	0
	1852.4
	1907.6
	0
	1932.4
	1987.6

	III
	1525
	1712.4
	1782.6
	1575
	1807.4
	1877.6

	IV
	1450
	1712.4
	1752.6
	1805
	2112.4
	2152.6

	V
	0
	826.4
	846.6
	0
	871.4
	891.6

	VI
	0
	832.4
	837.6
	0
	877.4
	882.6

	VII
	2100
	2502.4
	2567.6
	2175
	2622.4
	2687.6

	VIII
	340
	882.4
	912.6
	340
	927.4
	957.6

	IX
	0
	1752.4
	1782.4
	0
	1847.4
	1877.4

	X
	1135
	1712.4
	1767.6
	1490
	2112.4
	2167.6

	XI
	733
	1430.4
	1445.4
	736
	1478.4
	1493.4

	XII
	-22
	701.4
	713.6
	-37
	731.4
	743.6

	XIII
	21
	779.4
	784.6
	-55
	748.4
	753.6

	XIV
	12
	790.4
	795.6
	-63
	760.4
	765.6

	XIX
	770
	832.4
	842.6
	735
	877.4
	887.6

	XX
	-23
	834.4
	859.6
	-109
	793.4
	818.6

	XXI
	1358
	1450.4
	1460.4 
	1326
	1498.4
	1508.4 

	XXII
	2525
	3412.4
	3487.6
	2580
	3512.4
	3587.6

	XXV
	875
	1852.4
	1912.6
	910
	1932.4
	1992.6

	XXVI
	-291
	816.4
	846.6
	-291
	861.4
	891.6

	XXXII1
	N/A
	131
	1454.4
	1493.6

	NOTE 1: 
Restricted to UTRA operation when dual band is configured


Table 5.1A: UARFCN definition (additional channels)

	Band
	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	
	UARFCN formula offset

FUL_Offset [MHz]
	Carrier frequency [MHz]

(FUL)
	UARFCN formula offset

FDL_Offset [MHz]
	Carrier frequency [MHz]

(FDL)

	I
	-
	-
	-
	-

	II
	1850.1


	1852.5, 1857.5, 1862.5, 1867.5, 1872.5, 1877.5, 1882.5, 1887.5, 1892.5, 1897.5, 1902.5, 1907.5
	1850.1


	1932.5, 1937.5, 1942.5, 1947.5, 1952.5, 1957.5, 1962.5, 1967.5, 1972.5, 1977.5, 1982.5, 1987.5

	III
	-
	-
	-
	-

	IV
	1380.1


	1712.5, 1717.5, 1722.5, 1727.5, 1732.5, 1737.5 1742.5, 1747.5, 1752.5
	1735.1


	2112.5, 2117.5, 2122.5, 2127.5, 2132.5, 2137.5, 2142.5, 2147.5, 2152.5

	V
	670.1


	826.5, 827.5, 831.5, 832.5, 837.5, 842.5
	670.1


	871.5, 872.5, 876.5,

877.5, 882.5, 887.5

	VI
	670.1


	832.5, 837.5
	670.1


	877.5, 882.5

	VII
	2030.1


	2502.5, 2507.5, 2512.5,

2517.5, 2522.5, 2527.5,

2532.5, 2537.5, 2542.5,

2547.5, 2552.5, 2557.5,

2562.5, 2567.5
	2105.1


	2622.5, 2627.5, 2632.5,

2637.5, 2642.5, 2647.5,

2652.5, 2657.5, 2662.5,

2667.5, 2672.5, 2677.5,

2682.5, 2687.5

	VIII
	-
	-
	-
	-

	IX
	-
	-
	-
	-

	X
	1075.1
	1712.5, 1717.5, 1722.5, 1727.5, 1732.5, 1737.5, 1742.5, 1747.5, 1752.5, 1757.5, 1762.5, 1767.5
	1430.1
	2112.5, 2117.5, 2122.5, 2127.5, 2132.5, 2137.5, 2142.5, 2147.5, 2152.5, 2157.5, 2162.5, 2167.5

	XI
	-
	-
	-
	-

	XII
	-39.9
	701.5, 706.5, 707.5, 712.5, 713.5
	-54.9
	731.5, 736.5, 737.5, 742.5, 743.5

	XIII
	11.1
	779.5, 784.5
	-64.9
	748.5, 753.5

	XIV
	2.1
	790.5, 795.5
	-72.9
	760.5, 765.5

	XIX
	755.1
	832.5, 837.5, 842.5
	720.1
	877.5, 882.5, 887.5

	XX
	-
	-
	-
	-

	XXI
	-
	-
	-
	-

	XXII
	-
	-
	-
	-

	XXV
	810.1
	1852.5, 1857.5, 1862.5, 1867.5, 1872.5, 1877.5, 1882.5, 1887.5, 1892.5, 1897.5, 1902.5, 1907.5, 1912.5
	845.1
	1932.5, 1937.5, 1942.5, 1947.5, 1952.5, 1957.5, 1962.5, 1967.5, 1972.5, 1977.5, 1982.5, 1987.5, 1992.5

	XXVI
	-325.9
	816.5, 821.5, 826.5, 827.5, 831.5, 832.5, 836.5, 837.5, 841.5, 842.5, 846.5
	-325.9
	861.5, 866.5, 871.5, 872.5, 876.5, 877.5, 881.5, 882.5, 886.5, 887.5, 891.5


--- Next changed section ---
requirement is specified both in terms of a spectrum emission mask and adjacent channel power ratio for the transmitter.

6.6.2.1
Spectrum emission mask

The mask defined in Tables 6.3 to 6.6 below may be mandatory in certain regions. In other regions this mask may not be applied.

For regions where this clause applies, the requirement shall be met by a base station transmitting on a single RF carrier configured in accordance with the manufacturer's specification. In addition, for a BS operating in non-contiguous spectrum, the requirements apply inside any sub-block gap. In addition, for a BS capable of multi-band operation, the requirements apply inside any inter-RF bandwidth gap. Emissions shall not exceed the maximum level specified in tables 6.3 to 6.6 for the appropriate BS maximum output power, in the frequency range from (f = 2.5 MHz to (fmax from the carrier frequency, where:

-
(f is the separation between the carrier frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the carrier frequency and the centre of the measuring filter.

-
f_offsetmax is either 12.5 MHz or the offset to the UMTS Tx band edge as defined in section 5.2, whichever is the greater.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

Inside any inter-RF bandwidth gaps with Wgap < 20 MHz for BS operating in multiple bands, emissions shall not exceed the cumulative sum of the minimum requirements specified at the RF bandwidth edges on each side of the inter-RF bandwidth gap. The minimum requirement for RF bandwidth edge is specified in Tables 6.3 to 6.6E below, where in this case:
-
(f is equal to 2.5MHz plus the separation between the RF bandwidth edge frequency and the nominal -3dB point of the measuring filter closest to the RF bandwidth edge.

-
f_offset is equal to 2.5MHz plus the separation between the RF bandwidth edge frequency and the centre of the measuring filter.

-
f_offsetmax is either 12.5 MHz or the offset to the UMTS Tx band edge as defined in section 5.2, whichever is the greater.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

Inside any sub-block gap for a BS operating in non-contiguous spectrum, emissions shall not exceed the cumulative sum of the minimum requirements specified for the adjacent sub blocks on each side of the sub block gap. The minimum requirement for each sub block is specified in Tables 6.3 to 6.6E below, where in this case:

-
(f is equal to 2.5MHz plus the separation between the sub block edge frequency and the nominal -3 dB point of the measuring filter closest to the sub block edge.

-
f_offset is equal to 2.5MHz plus the separation between the sub block edge frequency and the centre of the measuring filter.

-
f_offsetmax is equal to the sub block gap bandwidth divided by two plus 2.5MHz.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

For BS capable of multi-band operation where multiple bands are mapped on separate antenna connectors, the single-band requirements apply and the cumulative evaluation of the emission limit in the inter-RF bandwidth gap are not applicable.
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Figure 6.2: Spectrum emission mask

Table 6.3: Spectrum emission mask values, BS maximum output power P ( 43 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2)
	Measurement bandwidth
(Note 4)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	-14 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	(Note 3)
	3.515MHz ( f_offset < 4.0MHz 
	-26 dBm
	30 kHz 

	3.5 MHz ( (f ( (fmax
	4.0MHz ( f_offset < f_offsetmax 
	-13 dBm
	1 MHz 

	NOTE 1:
For BS supporting non-contiguous spectrum operation within any operating band, the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 12.5MHz from both adjacent sub blocks on each side of the sub-block gap, where the spurious emission requirements in subclause 6.6.3.1 shall be met.

NOTE 2: 
For BS supporting multi-band operation with inter RF bandwidth gap < 20MHz the minimum requirement within the inter RF bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the inter RF bandwidth gap.


Table 6.4: Spectrum emission mask values, BS maximum output power 39 ( P < 43 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2)
	Measurement bandwidth
(Note 4)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	-14 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	(Note 3)
	3.515MHz ( f_offset < 4.0MHz 
	-26 dBm
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0MHz ( f_offset < 8.0MHz
	-13 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz ( f_offset < f_offsetmax 
	P - 56 dB
	1 MHz 

	NOTE 1:
For BS supporting non-contiguous spectrum operation within any operating band, the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 12.5MHz from both adjacent sub blocks on each side of the sub-block gap, where the spurious emission requirements in subclause 6.6.3.1 shall be met.

NOTE 2: 
For BS supporting multi-band operation with inter RF bandwidth gap < 20MHz the minimum requirement within the inter RF bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the inter RF bandwidth gap.


Table 6.5: Spectrum emission mask values, BS maximum output power 31 ( P < 39 dBm
	Frequency offset of measurement filter ‑3dB point,(f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2)
	Measurement bandwidth
(Note 4)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	P - 53 dB
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	(Note 3)
	3.515MHz ( f_offset < 4.0MHz 
	P - 65 dB
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0MHz ( f_offset < 8.0MHz
	P - 52 dB
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz ( f_offset < f_offsetmax 
	P - 56 dB
	1 MHz 

	Note 1:
For BS supporting non-contiguous spectrum operation within any operating band, the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 12.5MHz from both adjacent sub blocks on each side of the sub-block gap, where the spurious emission requirements in subclause 6.6.3.1 shall be met.

Note 2: 
For BS supporting multi-band operation with inter RF bandwidth gap < 20MHz the minimum requirement within the inter RF bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the inter RF bandwidth gap.


Table 6.6: Spectrum emission mask values, BS maximum output power P < 31 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2)
	Measurement bandwidth
(Note 4)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	-22 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	(Note 3)
	3.515MHz ( f_offset < 4.0MHz 
	-34 dBm
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0MHz ( f_offset < 8.0MHz
	-21 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz ( f_offset < f_offsetmax 
	-25 dBm
	1 MHz 

	Note 1:
For BS supporting non-contiguous spectrum operation within any operating band, the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 12.5MHz from both adjacent sub blocks on each side of the sub-block gap, where the spurious emission requirements in subclause 6.6.3.1 shall be met.

Note 2: 
For BS supporting multi-band operation with inter RF bandwidth gap < 20MHz the minimum requirement within the inter RF bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the inter RF bandwidth gap.


For operation in band II, IV, V, X, XII, XIII, XIV, XXV and XXVI the applicable additional requirements in Tables 6.6A, 6.6B or 6.6C apply in addition to the minimum requirements in Tables 6.3 to 6.6.

Table 6.6A: Additional spectrum emission limits for Bands II, IV, X, XXV
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth
(Note 4)

	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.515MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( (fmax
	4.0MHz ( f_offset < f_offsetmax 
	-13 dBm
	1 MHz 


Table 6.6B: Additional spectrum emission limits for Bands V, XXVI

	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth
(Note 4)

	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.515MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( (fmax
	3.55MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz 


Table 6.6C: Additional spectrum emission limits for Bands XII, XIII,  XIV

	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth
(Note 4)

	2.5 MHz ( (f < 2.6 MHz
	2.515MHz ( f_offset < 2.615MHz
	-13 dBm
	30 kHz 

	2.6 MHz ( (f ( (fmax
	2.65MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz 


For Home BS, the applicable additional requirements in Tables 6.6D or 6.6E apply in addition to the minimum requirements in Tables 6.3 to 6.6.

Table 6.6D: Additional spectrum emission limit for Home BS, BS maximum output power 6 ≤ P ≤ 20 dBm

	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth
(Note 4)

	12.5 MHz ( (f ( (fmax
	13MHz ( f_offset < f_offsetmax 
	P - 56 dBm
	1 MHz 


Table 6.6E: Additional spectrum emission limit for Home BS, BS maximum output power P < 6 dBm

	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth
(Note 4)

	12.5 MHz ( (f ( (fmax
	13MHz ( f_offset < f_offsetmax 
	-50 dBm
	1 MHz 


In certain regions the following requirement may apply for protection of DTT. For UTRA BS operating in Band XX, the level of emissions in the band 470-790 MHz, measured in an 8MHz filter bandwidth on centre frequencies Ffilter according to Table 6.6F, shall not exceed the  maximum emission level PEM,N declared by the manufacturer.

Table 6.6F: Declared emissions levels for protection of DTT

	Filter centre frequency, Ffilter
	Measurement bandwidth
	Declared emission level [dBm]

	Ffilter = 8*N + 306 (MHz); 
21 ≤ N ≤ 60
	8 MHz
	PEM,N


NOTE: 
The regional requirement is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The requirement defined above provides the characteristics of the basestation needed to verify compliance with the regional requirement. Compliance with the regional requirement can be determined using the method outlined in Annex D.

In certain regions the following requirement may apply for co-existence between MFCN SDL in the 1452-1492 MHz band. For a UTRA BS operating in Band XXXII within 1452-1492MHz, the level of emissions in its own DL operating band, 1452-1492 MHz, measured with a 5 MHz measurement bandwidth, shall not exceed the maximum emission level PEM,N declared by the manufacturer. 

Table 6.6G: Declared emissions levels for co-existence between MFCN SDL in the 1452-1492 MHz band.
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Declared emission level [dBm]
	Measurement bandwidth

	0 MHz ( (f < min ((fmax(BXXXII), 5MHz)
	2.5MHz ( f_offset < 7.5MHz 
	PEM,N
	5 MHz

	5 MHz ( (f < min ((fmax(BXXXII), 10 MHz)
	7.5MHz ( f_offset < 12.5MHz
	PEM,N
	5 MHz

	10 MHz ( (f ( (fmax(BXXXII)
	12.5 MHz ( f_offset < f_offsetmax(BXXXII) 
	PEM,N
	5 MHz 

	NOTE:   (f is the separation between the RF bandwidth edge frequency and the nominal -3 dB point of the measuring filter closest to the carrier frequency.
f_offset is the separation between the RF bandwidth edge frequency and the centre of the measuring filter.

f_offsetmax (BXXXII) is the offset to the edge of the Band XXXII downlink operating band.
(fmax(BXXXII) is equal to f_offsetmax(BXXXII) minus half of the bandwidth of the measuring filter.


Note: 
The regional requirement in the ECC Decision(13)03 is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The assessment of the EIRP level in relation to the regional requirement is described in ETSI TR 103 139 [13]

In certain regions the following requirement may apply for co-existence with Tactical Radio Relays, coordinated Fixed Links and/or aeronautical telemetry stations operating below 1452 MHz and above 1492 MHz. For a UTRA BS operating in Band XXXII within 1452-1492MHz, the level of emissions within 1429-1518 MHz, measured with a the measurement bandwidth, according to Table 6.6H shall not exceed the maximum emission level PEM,N declared by the manufacturer. 


Table 6.6H: Declared emissions levels for coexistence with Tactical Radio Relays, coordinated Fixed Links and/or aeronautical telemetry stations operating below 1452 MHz and above 1492 MHz: 
	Frequency range of out-of-block emissions
	Declared emission level [dBm]
	Measurement bandwidth

	1429- 1449 MHz
	PEM,N
	1 MHz

	1449-1452 MHz
	PEM,N
	3 MHz

	1492-1495 MHz
	PEM,N
	3 MHz

	1495-1518 MHz
	PEM,N
	1 MHz


Note: 
The regional requirement in the ECC Decision(13)03 is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The assessment of the EIRP level in relation to the regional requirement is described in ETSI TR 103 139 [13]

Notes for Tables 6.3, 6.4, 6.5 & 6.6

NOTE 3:
This frequency range ensures that the range of values of f_offset is continuous.

NOTE 4:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

--- Next changed section ---
6.6.2.2.1
Minimum requirement

The ACLR shall be higher than the value specified in Table 6.7.

Table 6.7: BS ACLR

	BS adjacent channel offset below the first or above the last carrier frequency used
	ACLR limit

	5 MHz
	45 dB

	10 MHz
	50 dB

	Note 1:
In certain regions, the adjacent channel power (the RRC filtered mean power centered on an adjacent channel frequency) shall be less than or equal to -8.0 dBm/3.84 MHz (for Band I, III, IX, XI, XXI and XXXII operating within 1475.9-1495.9MHz) or ＋2.0dBm/3.84MHz (for Band VI, VIII and XIX) or as specified by the ACLR limit, whichever is the higher. This note is not applicable for Home BS.

Note 2:
For Home BS, the adjacent channel power (the RRC filtered mean power centered on an adjacent channel frequency) shall be less than or equal to -44.2 dBm/3.84MHz or as specified by the ACLR limit, whichever is the higher.


For non-contiguous spectrum, the ACLR shall be higher than the value specified in Table 6.7A.

Table 6.7A: BS ACLR in non-contiguous spectrum

	Sub-block gap size (Wgap) where the limit applies
	BS adjacent channel centre frequency offset below or above the sub-block edge (inside the gap)
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	Wgap ≥ 15 MHz
	2.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	45 dB

	Wgap ≥ 20 MHz
	7.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	45 dB

	NOTE:
The RRC filter shall be equivalent to the transmit pulse shape filter defined in TS 25.104, with a chip rate as defined in this table.


--- Next changed section ---
6.6.3.3.1
Minimum Requirements

The power of any spurious emission shall not exceed the limits of Table 6.11 for a BS where requirements for co-existence with the system listed in the first column apply. For BS capable of multi-band operation, the exclusions and conditions in the Note column of Table 6.11 apply for each supported operating band. For BS capable of multi-band operation where multiple bands are mapped on separate antenna connectors, the exclusions and conditions in the Note column of Table 6.11 apply for the operating band supported at that antenna connector.
Table 6.11: BS Spurious emissions limits for UTRA FDD BS in geographic coverage area of systems operating in other frequency bands

	System type operating in the same geographical area
	Band for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to UTRA FDD operating in band VIII

	
	876 - 915 MHz
	-61 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to UTRA FDD operating in band VIII, since it is already covered by the requirement in sub-clause 6.6.3.2.

	DCS1800
	1805 ‑ 1880 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to UTRA FDD operating in band III

	
	1710 - 1785 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to UTRA FDD operating in band III, since it is already covered by the requirement in sub-clause 6.6.3.2.

	PCS1900
	1930 ‑ 1990 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band II or band XXV

	
	1850 ‑ 1910 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band II or band XXV, since it is already covered by the requirement in sub-clause 6.6.3.2.

	GSM850 or CDMA850
	869 - 894 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band V or XXVI

	
	824 ‑ 849 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band V or XXVI, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band I or 

E-UTRA Band 1
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band I, 

	
	1920 - 1980 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band I, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band II or 

E-UTRA Band 2
	1930 - 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band II or band XXV

	
	1850 - 1910 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band II or band XXV, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band III or 

E-UTRA Band 3
	1805 - 1880 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band III or band IX

	
	1710 - 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band III, since it is already covered by the requirement in sub-clause 6.6.3.2. 

For UTRA BS operating in band IX, it applies for 1710 MHz to 1749.9 MHz and 1784.9 MHz to 1785 MHz, while the rest is covered in sub-clause 6.6.3.2.

	UTRA FDD Band IV or 

E-UTRA Band 4
	2110 - 2155 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band IV or band X

	
	1710 - 1755 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band IV or band X, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band V or 

E-UTRA Band 5
	869 - 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band V or XXVI

	
	824 - 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band V or XXVI, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band VI or XIX,  E-UTRA Band 6, 18 or 19
	860 - 890 MHz 
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VI or XIX

	
	815 - 845 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VI or XIX, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band VII or 

E-UTRA Band 7
	2620 - 2690 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VII, 

	
	2500 - 2570 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VII, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band VIII or 

E-UTRA Band 8
	925 - 960 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VIII.

	
	880 - 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VIII, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band IX or 

E-UTRA Band 9
	1844.9 - 1879.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band III or band IX

	
	1749.9 - 1784.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band III or band IX, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band X or 

E-UTRA Band 10
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band IV or band X.

	
	1710 - 1770 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band X, since it is already covered by the requirement in sub-clause 6.6.3.2. For UTRA FDD BS operating in Band IV, it applies for 1755 MHz to 1770 MHz, while the rest is covered in sub-clause 6.6.3.2.

	UTRA FDD Band XI or XXI or 

E-UTRA Band 11 or 21
	1475.9 - 1510.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XI, XXI or XXXII.

	
	1427.9 - 1447.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XI, since it is already covered by the requirement in sub-clause 6.6.3.2. For UTRA FDD BS operating in Band XXXII, this requirement applies for carriers allocated within 1475.9MHz and 1495.9MHz.

	
	1447.9 - 1462.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XXI, since it is already covered by the requirement in sub-clause 6.6.3.2. For UTRA FDD BS operating in Band XXXII, this requirement applies for carriers allocated within 1475.9MHz and 1495.9MHz.

	UTRA FDD Band XII or 

E-UTRA Band 12
	729 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XII

	
	699 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XII, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band XIII or 

E-UTRA Band 13
	746 - 756 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIII

	
	777 - 787 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIII, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band XIV or 

E-UTRA Band 14
	758 - 768 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIV

	
	788 - 798 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIV, since it is already covered by the requirement in sub-clause 6.6.3.2.

	E-UTRA Band 17
	734 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XII

	
	704 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XII, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band XX or 

E-UTRA Band 20
	791 - 821 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XX

	
	832 - 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XX, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band XXII or 

E-UTRA Band 22
	3510 -3590 MHz
	-52
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XXII.

	
	3410 -3490 MHz
	-49
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XXII, since it is already covered by the requirement in sub-clause 6.6.3.2.

	E-UTRA Band 23
	2180 ‑ 2200 MHz
	-52 dBm
	1 MHz
	

	
	2000 - 2020 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in Band II or XXV, where the limits are defined separately.

	
	2000 – 2010 MHz
	-30 dBm
	1 MHz
	This requirement only applies to UTRA FDD BS operating in Band II or Band XXV. This requirement applies starting 5 MHz above the Band XXV downlink operating band. (Note 3)

	
	2010 – 2020 MHZ
	-49 dBm
	1 MHz
	

	E-UTRA Band 24
	1525 – 1559 MHz
	-52 dBm
	1 MHz
	

	
	1626.5 – 1660.5 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XXV or 

E-UTRA Band 25
	1930 - 1995 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band II or band XXV

	
	1850 - 1915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XXV, since it is already covered by the requirement in sub-clause 6.6.3.2. For UTRA FDD BS operating in Band II, it applies for 1910 MHz to 1915 MHz, while the rest is covered in sub-clause 6.6.3.2.

	UTRA FDD Band XXVI or E-UTRA Band 26
	859-894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band V or band XXVI

	
	814-849 MHz
	-49 MHz
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XXVI, since it is already covered by the requirements in sub-clause 6.6.3.2 For UTRA FDD BS operating in band V, it applies for 814MHz to 824MHz, while the rest is covered in sub-clause 6.6.3.2

	E-UTRA Band 27
	852 – 869 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA BS operating in Band V or XXVI.

	
	807 – 824 MHz
	-49 dBm
	1 MHz
	For UTRA BS operating in Band XXVI, it applies for 807 MHz to 814 MHz, while the rest is covered in sub-clause 6.6.3.2. 

	E-UTRA Band 28
	758 – 803 MHz
	-52 dBm
	1 MHz
	

	
	703 – 748 MHz
	-49 MHz
	1 MHz
	

	E-UTRA Band 29
	717 – 728 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 30
	2350 - 2360 MHz
	-52 dBm
	1 MHz
	

	
	2305 - 2315 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 31
	462.5 -467.5 MHz
	-52 dBm
	1 MHz
	

	
	452.5 -457.5 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XXXII or E-UTRA Band 32
	1452 - 1496 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XI, XXI or XXXII.

	UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band a) or E-UTRA Band 34
	2010 – 2025 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band f) or E-UTRA Band 39
	1880 – 1920 MHz
	-52 dBm
	1 MHz
	Applicable in China

	UTRA TDD in Band e) or E-UTRA Band 40
	2300 – 2400 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 41
	2496 - 2690 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 42
	3400 – 3600 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 43
	3600 – 3800 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 44
	703 - 803 MHz
	-52 dBm
	1 MHz
	

	NOTE 1:
The co-existence requirements do not apply for the 10 MHz frequency range immediately outside the downlink operating band (see Table 5.0). Emission limits for this excluded frequency range may be covered by local or regional requirements.

NOTE 2:
The table above assumes that two operating bands, where the frequency ranges would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications. 

NOTE 3:
This requirement does not apply to a Band II UTRA BS of an earlier release. In addition, it does not apply to an UTRA Band II BS from an earlier release manufactured before 31 December, 2012, which is upgraded to support Rel-10 features, where the upgrade does not affect existing RF parts of the radio unit related to this requirement.


--- Next changed section ---
6.7
Transmit intermodulation

The transmit intermodulation performance is a measure of the capability of the transmitter to inhibit the generation of signals in its non linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna.

The transmit intermodulation level is the power of the intermodulation products when a WCDMA modulated interference signal is injected into the antenna connector at a mean power level of 30 dB lower than that of the mean power of the wanted signal.

For BS capable of multi-band operation where multiple bands are mapped on separate antenna connectors, the single-band requirements apply regardless of the interfering signals position relative to the inter-RF bandwidth gap.
The interfering signal frequency offset from the subject signal carrier frequency shall be as in Table 6.21.

Table 6.21: Interfering signal frequency offset from the subject signal carrier frequency

	Parameter
	Value

	Interfering signal frequency offset from the subject signal carrier frequency
	-5 MHz

-10 MHz

-15 MHz

+5 MHz

+10 MHz

+15 MHz

	Interfering signal frequency offset from the edge of sub-block inside a gap
	-2.5 MHz

-7.5 MHz

-12.5 MHz

+2.5 MHz

+7.5 MHz

+12.5 MHz

	NOTE 1:
Interference frequencies that are outside of any allocated frequency band for UTRA-FDD downlink specified in subclause 5.2 are excluded from the requirement, unless the interfering signal positions fall within the frequency range of adjacent downlink operating bands in the same geographical area.

NOTE 2:
NOTE 1 is not applied in Band I, III, VI, VIII, IX, XI, XIX, XXI, XXXII operating within 1475.9-1495.9MHz in certain regions.


--- Next changed section ---
7.5.2
Minimum Requirement - Co-location with GSM, DCS, PCS, CDMA, UTRA and/or E-UTRA, UTRA TDD and/or E-UTRA TDD
This additional blocking requirement may be applied for the protection of FDD BS receivers when GSM, DCS, PCS, CDMA, UTRA BS and/or E-UTRA are co-located with a UTRA FDD BS.

The requirements in this chapter assume a 30 dB coupling loss between transmitter and receiver. If BSs of different classes are co‑sited, the coupling loss should be increased by the value as stated in TR 25.942 [4] chapter 10.3 in Table 10.1 and Table 10.2.

For a Wide Area (WA) FDD BS, the static reference performance as specified in clause 7.2.1 shall be met with a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.5C.

Table 7.5C: Blocking performance requirement for Wide Area BS when co-located with BS in other bands.

	Co-located BS type
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Type of Interfering Signal

	Macro GSM900
	921 - 960 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	Macro DCS1800
	1805 - 1880 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	Macro PCS1900
	1930 - 1990 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	Macro GSM850 or CDMA850
	869 - 894 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band I or E-UTRA Band 1
	2110 - 2170 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band II or E-UTRA Band 2
	1930 - 1990 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band III or E-UTRA Band 3
	1805 - 1880 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band IV or E-UTRA Band 4
	2110 - 2155 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band V or E-UTRA Band 5
	869 - 894 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band VI or E-UTRA Band 6
	875 - 885 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band VII or E-UTRA Band 7
	2620 - 2690 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band VIII or E-UTRA Band 8
	925 - 960 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band IX or E-UTRA Band 9
	1844.9 - 1879.9 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band X or E-UTRA Band 10
	2110 - 2170 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XI or E-UTRA Band 11
	1475.9 – 1495.9 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XII or E-UTRA Band 12
	729 - 746 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XIII or E-UTRA Band 13
	746 - 756 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XIV or E-UTRA Band 14
	758 - 768 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA E-UTRA Band 17
	734 - 746 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA E-UTRA Band 18
	860 – 875 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XIX or E-UTRA Band 19
	875 - 890 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XX or E-UTRA Band 20
	791 - 821 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA UTRA-FDD Band XXI or E-UTRA Band 21
	1495.9 – 1510.9 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XXII or E-UTRA Band 22
	3510 - 3590 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA E-UTRA Band 23
	2180 - 2200 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA E-UTRA Band 24
	1525 – 1559 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XXV or E-UTRA Band 25
	1930 - 1995 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XXVI or E-UTRA Band 26
	859 - 894 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA E-UTRA Band 27
	852 - 869 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA E-UTRA Band 28
	758 – 803 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA E-UTRA Band 29
	717 – 728 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA E-UTRA Band 30
	2350 – 2360 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA E-UTRA Band 31
	462.5 – 467.5 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA FDD Band XXXII or E-UTRA Band 32
	1452 – 1496

(Note 3)
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA TDD Band a) or E-UTRA Band 33
	1900 - 1920 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA UTRA TDD Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA UTRA TDD Band d) or E-UTRA Band 38
	2570 - 2620 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA UTRA TDD Band f) or E-UTRA Band 39
	1880 - 1920 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA UTRA TDD Band e) E-UTRA Band 40
	2300 - 2400 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA E-UTRA Band 41
	2496 - 2690 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA E-UTRA Band 42
	3400 - 3600 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA E-UTRA Band 43
	3600 - 3800 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA E-UTRA Band 44
	703 - 803 MHz
	+16 dBm
	-115 dBm
	CW carrier

	NOTE 1: 
Except for a BS operating in Band XIII, these requirements do not apply when the interfering signal falls within any of the supported uplink operating band or in the 10 MHz immediately outside any of the supported uplink operating band.
For a BS operating in band XIII the requirements do not apply when the interfering signal falls within the frequency range 768-797 MHz.

NOTE 2: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA FDD with UTRA TDD or E-UTRA TDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [4].
NOTE 3:  For a UTRA FDD BS operating in band XI or XXI, this requirement applies for interfering signal within the frequency range 1475.9-1495.9 MHz.


For a Medium Range (MR) FDD BS, the static reference performance as specified in clause 7.2.1 shall be met with a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.5D.

Table 7.5D: Blocking performance requirement for Medium Range BS when co-located with BS in other bands.

	Co-located BS type
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Type of Interfering Signal

	Micro GSM900
	921 - 960 MHz
	-3 dBm
	-105 dBm
	CW carrier

	Micro DCS1800
	1805 - 1880 MHz
	+5 dBm
	-105 dBm
	CW carrier

	Micro PCS1900
	1930 - 1990 MHz
	+5 dBm
	-105 dBm
	CW carrier

	Micro GSM850
	869 - 894 MHz
	-3 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band I or E-UTRA Band 1
	2110 - 2170 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band II or E-UTRA Band 2
	1930 - 1990 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band III or E-UTRA Band 3
	1805 - 1880 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band IV or E-UTRA Band 4
	2110 - 2155 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band V or E-UTRA Band 5
	869 - 894 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band VI or E-UTRA Band 6
	875 - 885 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band VII or E-UTRA Band 7
	2620 - 2690 MHz
	+8 dBm
	-105 dBm 
	CW carrier

	MR UTRA-FDD Band VIII or E-UTRA Band 8
	925 - 960 MHz
	+8 dBm
	-105 dBm 
	CW carrier

	MR UTRA-FDD Band IX or E-UTRA Band 9
	1844.9 - 1879.9 MHz
	+8 dBm
	-105 dBm 
	CW carrier

	MR UTRA-FDD Band X or E-UTRA Band 10
	2110 - 2170 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XI or E-UTRA Band 11
	1475.9 - 1495.9 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XII or E-UTRA Band 12
	729 - 746 MHz
	+8 dBm
	-105 dBm 
	CW carrier

	MR UTRA-FDD Band XIII or E-UTRA Band 13
	746 - 756 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XIV or E-UTRA Band 14
	758 - 768 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 17
	734 - 746 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 18
	860 – 875 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XIX or E-UTRA Band 19
	875 - 890 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XX or E-UTRA Band 20
	791 - 821 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XXI or E-UTRA Band 21
	1495.9 - 1510.9 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XXII or E-UTRA Band 22
	3510 - 3590 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 23
	2180 - 2200 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 24
	1525 – 1559 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XXV or E-UTRA Band 25
	1930 - 1995 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XXVI or E-UTRA Band 26
	859 - 894 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 27
	852 - 869 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 28
	758 – 803 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 29
	717 – 728 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 30
	2350 - 2360 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 31
	462.5 – 467.5 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA FDD Band XXXII or E-UTRA Band 32
	1452 – 1496

(Note 3)
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 33
	1900 - 1920 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 34
	2010 - 2025 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 38
	2570 - 2620 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 39
	1880 - 1920 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 40
	2300 - 2400 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 41
	2496 - 2690 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 42
	3400 - 3600 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 43
	3600 - 3800 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 44
	703 - 803 MHz
	+8 dBm
	-105 dBm
	CW carrier

	NOTE 1: 
Except for a BS operating in Band XIII, these requirements do not apply when the interfering signal falls within any of the supported uplink operating band or in the 10 MHz immediately outside any of the supported uplink operating band.
For a BS operating in band XIII the requirements do not apply when the interfering signal falls within the frequency range 768-797 MHz.

NOTE 2: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA FDD with UTRA TDD or E-UTRA TDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [4].
NOTE 3:  For a UTRA FDD BS operating in band XI or XXI, this requirement applies for interfering signal within the frequency range 1475.9-1495.9 MHz.


For a Local Area (LA) FDD BS, the static reference performance as specified in clause 7.2.1 shall be met with a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.5E.

Table 7.5E: Blocking performance requirement for Local Area BS when co-located with BS in other bands.

	Co-located BS type
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Type of Interfering Signal

	Pico GSM900
	921 - 960 MHz
	-7 dBm
	-101 dBm
	CW carrier

	Pico DCS1800
	1805 - 1880 MHz
	-4 dBm
	-101 dBm
	CW carrier

	Pico PCS1900
	1930 - 1990 MHz
	-4 dBm
	-101 dBm
	CW carrier

	Pico GSM850
	869 - 894 MHz
	-7dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band I or E-UTRA Band 1
	2110 - 2170 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band II I or E-UTRA Band 2
	1930 - 1990 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band III or E-UTRA Band 3
	1805 - 1880 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band IV or E-UTRA Band 4
	2110 - 2155 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band V or E-UTRA Band 5
	869 - 894 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band VI or E-UTRA Band 6
	875 - 885 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band VII or E-UTRA Band 7
	2620 - 2690 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA UTRA-FDD Band VIII or E-UTRA Band 8
	925 - 960 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA UTRA-FDD Band IX or E-UTRA Band 9
	1844.9 - 1879.9 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA UTRA-FDD Band X or E-UTRA Band 10
	2110 - 2170 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XI or E-UTRA Band 11
	1475.9 - 1495.9 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XII or E-UTRA Band 12
	729 - 746 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA UTRA-FDD Band XIII or E-UTRA Band 13
	746 - 756 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XIV or E-UTRA Band 14
	758 - 768 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 17
	734 - 746 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XIX or E-UTRA Band 19
	875 - 890 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XX or E-UTRA Band 20
	791 - 821 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XXI or E-UTRA Band 21
	1495.9 - 1510.9 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XXII or E-UTRA Band 22
	3510 - 3590 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 23
	2180 - 2200 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 24
	1525 – 1559 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA UTRA-FDD Band XXV or E-UTRA Band 25
	1930 - 1995 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XXVI or E-UTRA Band 26
	859 - 894 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 27
	852 - 869 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 28
	758 – 803 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 29
	717 – 728 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 30
	2350 – 2360 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 31
	462.5 – 467.5 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA FDD Band XXXII or E-UTRA Band 32
	1452 – 1496

(Note 3)
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA TDD Band a) or E-UTRA Band 33
	1900 - 1920 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA TDD Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA TDD Band d) or E-UTRA Band 38
	2570 - 2620 MHz
	-4 dBm
	-101 dBm
	CW carrier

	LA UTRA TDD Band f) or E-UTRA Band 39
	1880 - 1920 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA TDD Band e) E-UTRA Band 40
	2300 - 2400 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 41
	2496 - 2690 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA in Band 42
	3400 - 3600 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA in Band 43
	3600 – 3800 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA in Band 44
	703 - 803 MHz
	-6 dBm
	-101 dBm
	CW carrier

	NOTE 1: 
Except for a BS operating in Band XIII, these requirements do not apply when the interfering signal falls within any of the supported uplink operating band or in the 10 MHz immediately outside any of the supported uplink operating band.
For a BS operating in band XIII the requirements do not apply when the interfering signal falls within the frequency range 768-797 MHz.

NOTE 2: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA FDD with UTRA TDD or E-UTRA TDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [4].
NOTE 3:  For a UTRA FDD BS operating in band XI or XXI, this requirement applies for interfering signal within the frequency range 1475.9-1495.9 MHz.


--- Next changed section ---
B.5
Multipath fading propagation conditions for E‑DPDCH and E-DPCCH

Table B.3 shows propagation conditions that are used for E-DPDCH and E-DPCCH performance measurements in multipath fading environment. For DC-HSUPA requirements, the fading of the signals for each cell shall be independent.

Table B.3: Propagation Conditions for Multipath Fading Environments for E-DPDCH and E-DPCCH Performance Requirements

	ITU Pedestrian A

Speed 3km/h

(PA3)
	ITU Pedestrian B

Speed 3km/h

(PB3)
	ITU vehicular A

Speed 30km/h

(VA30)
	ITU vehicular A

Speed 120km/h

(VA120)

	Speed for Band I, II, III, IV, IX, X, XXV
3 km/h
	Speed for Band I, II, III, IV, IX, X, XXV
3 km/h
	Speed for Band I, II, III, IV, IX, X, XXV
30 km/h
	Speed for Band I, II, III, IV, IX, X, XXV
120 km/h

	Speed for Band V, VI, VIII, XIX, XX, XXVI
7 km/h
	Speed for Band V, VI, VIII, XIX, XX, XXVI
7 km/h
	Speed for Band V, VI, VIII, XIX, XX, XXVI
71 km/h
	Speed for Band V, VI, VIII, XIX, XX, XXVI
282 km/h (Note 1)

	Speed for Band VII
2.3 km/h
	Speed for Band VII
2.3 km/h
	Speed for Band VII
23 km/h
	Speed for Band VII
92 km/h

	Speed for Band XI, XXI, XXXII
4.1 km/h
	Speed for Band XI, XXI, XXXII
4.1 km/h
	Speed for Band XI, XXI, XXXII
41 km/h
	Speed for Band XI, XXI, XXXII
166 km/h (Note 1)

	Speed for Band XII, XIII, XIV 

8 km/h
	Speed for Band XII, XIII, XIV 

8 km/h
	Speed for Band XII, XIII, XIV 

80 km/h
	Speed for Band XII, XIII, XIV 

320 km/h

	Speed for Band XXII:

1.7 km/h
	Speed for Band XXII:

1.7 km/h
	Speed for Band XXII:

17.1 km/h
	Speed for Band XXII:

69 km/h

	Relative Delay 

[ns]
	Relative Mean Power [dB]
	Relative Delay

 [ns]
	Relative Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative

 Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative 

Mean Power

 [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	110
	-9.7
	200
	-0.9
	310
	-1.0
	310
	-1.0

	190
	-19.2
	800
	-4.9
	710
	-9.0
	710
	-9.0

	410
	-22.8
	1200
	-8.0
	1090
	-10.0
	1090
	-10.0

	
	
	2300
	-7.8
	1730
	-15.0
	1730
	-15.0

	
	3700
	-23.9
	2510
	-20.0
	2510
	-20.0

	NOTE 1:
Speed above 120km/h is applicable to demodulation performance requirements only.


---End of changes---
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