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6
Transmitter characteristics

<Unchanged sections omitted>
6.6.4
Adjacent Channel Leakage power Ratio (ACLR)

<Unchanged sections omitted>

6.6.4.5
Test requirements

6.6.4.5.1
E-UTRA test requirement
For E-UTRA, the test requirement is specified in TS 36.141 [9] subclause 6.6.2.5, and applies outside the RF bandwidth edges. 
For a BS operating in non-contiguous spectrum, the ACLR test requirement for the first and second adjacent channels, in TS 36.141 [9] subclause 6.6.2.5 also applies  inside any sub-block gap with a gap size Wgap ≥ 15 MHz and Wgap ≥ 20 MHz.
For a BS operating in multiple bands, where multiple bands are mapped on the same antenna connector, the ACLR test requirement for the first and second adjacent channels in TS 36.141 [9] subclause 6.6.2.5 also applies inside any inter-RF bandwidth gap with a gap size Wgap ≥ 15 MHz and Wgap ≥ 20 MHz.
For a BS operating in non-contiguous spectrum the CACLR test requirement in subclause 6.6.4.5.4 applies in sub-block gaps for the frequency ranges defined in Table 6.6.4.5.4-1.
For a BS operating in multiple bands, where multiple bands are mapped on the same antenna connector, the CACLR requirement in subclause 6.6.4.5.4 applies in inter-RF bandwidth gaps for the frequency ranges defined in Table 6.6.4.5.4-1.
6.6.4.5.2
UTRA FDD test requirement
For UTRA FDD, the test requirement is specified in TS 25.141 [10] subclause 6.5.2.2.5, and applies outside the RF bandwidth edges.

For a BS operating in non-contiguous spectrum, the ACLR test requirement for the first and second adjacent channels in TS 25.141 [10] subclause 6.6.2.2.5 also applies inside any sub-block gap with a gap size Wgap ≥ 15 MHz and Wgap ≥ 20 MHz.
For a BS operating in multiple bands, where multiple bands are mapped on the same antenna connector, the ACLR test requirement for the first and second adjacent channels in TS 25.141 [10] subclause 6.6.2.2.5 also applies inside any inter-RF bandwidth gap with a gap size Wgap ≥ 15 MHz and Wgap ≥ 20 MHz.
For a BS operating in non-contiguous spectrum the CACLR test requirement in subclause 6.6.4.5.4 applies in sub-block gaps for the frequency ranges defined in Table 6.6.4.5.4-1.
For a BS operating in multiple bands, where multiple bands are mapped on the same antenna connector, the CACLR requirement in subclause 6.6.4.5.4 applies in inter-RF bandwidth gaps for the frequency ranges defined in Table 6.6.4.5.4-1.

6.6.4.5.3
UTRA TDD test requirement

For UTRA TDD, the test requirement is specified in TS 25.142 [12] subclause 6.6.2.2.5, and applies outside the RF bandwidth edges.

<Unchanged sections omitted>
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