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Introduction
There is one way forward on conducted requirements agreed in last meeting [3], and there were 4 options proposed. In last meeting, it was noticed that deployment of AAS with more than 8 transmitters are not urgent in Rel-12 [5]. Our preference is Option 3 and the text proposal is the almost the same as presented in last meeting [4]. 

In case that the group have strong interests to work out requirements for AAS with more than 8 transmitters, the group should investigate the issues around conducted unwanted emissions as identified in [3] before August meeting so that a decision can be made based on careful study results.
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<Text Proposal>

8
Conducted requirements

Conducted requirements are specified at the transceiver array boundary which is defined in sub-clause 4.3 in present document.
8.1
Transmitter
<Texts to be added. Sub-sections may be broken down into individual requirement level>
8.1.x
Unwanted emission

For an AAS BS with number of transmitter less or equal than 8, it is proposed that:

-  For base station capable of single-RAT E-UTRA operation only, the transmitter unwanted emission requirements specified in TS36.104 that are expressed for each antenna connector apply to each transmitter at the transceiver array boundary.

-  For base station capable of single-RAT UTRA FDD operation only, the transmitter unwanted emission requirements specified in TS25.104 that are expressed for each antenna connector apply to each transmitter at the transceiver array boundary.

-  For base station capable of single-RAT UTRA TDD operation only, the transmitter unwanted emission requirements specified in TS25.105 that are expressed for each antenna connector apply to each transmitter at the transceiver array boundary.
-  For multi-standard radio base station capable of multi-RAT(s) operation, the transmitter unwanted emission requirements specified in TS37.104 that are expressed for each antenna connector apply to each transmitter at the transceiver array boundary.

The requirements for AAS BS with number of transmitters more than 8 are for next release.
<End of Text Proposal>
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