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1 Introduction
During the RAN4 #70bis meeting, a text proposal [3] for TR 36.833-6-41 proposing BW Combination Sets for 3DL non-contiguous CA in Band 41 was approved and subsequently incorporated into version 0.4.0 of the TR.  This proposal included the addition of a new BW Combination Set 1 to CA_41C that added a 5MHz channel BW.  Since this was intended only for the DL, a note was added stating that BW Combination Set 1 was only for DL.  Subsequent information has shown that the signalling does not support different BW combination sets on the DL and the UL, so this note is proposed to be removed.
2 Discussion
The 3DL Non-contiguous CA for Band 41 is for downlink only, however the WI includes adding a 5MHz bandwidth to the bandwidth sets for CA_41C.  The 5MHz BW was added as a part of new CA bandwidth combination set 1 in the approved text proposal in [3].  Since this was intended only for the DL, the new BW combination set 1 included a note stating that this BW set is for DL only.  Later searching revealed that the signalling to support separate UL and DL BW combination sets does not currently exist.  Instead of adding unnecessary complications to the signalling specs, the ‘DL Only’ note is proposed to be deleted.
3 Conclusion
Proposal: The note on CA_41C BW Combination Set 1 indicating that this set is DL only should be deleted as shown in the text proposal section of this contribution.
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4 Text Proposal

-- Start of text proposal --

Table 5.2.1-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	..
	..
	..
	..
	..

	
	..
	..
	
	

	
	..
	..
	
	

	CA_41C
	10
	20
	40
	0

	
	15
	15, 20
	
	

	
	20
	10, 15, 20
	
	

	
	5, 10
	20
	40
	1

	
	15
	15, 20
	
	

	
	20
	5, 10, 15, 20
	
	

	NOTE 1:
The CA configuration refers to an operating band and a CA bandwidth class specified in Table 5.6A-1 in TS36.101 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal



-- End of text proposal -- 
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