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-- Start of change 1 –
Table 5.6A-1: CA bandwidth classes and corresponding nominal guard bands

	CA Bandwidth Class
	Aggregated Transmission Bandwidth Configuration
	Maximum number of CC
	Nominal Guard Band BWGB

	A
	NRB,agg ≤ 100
	1
	a1 BWChannel(1) - 0.5f1 (NOTE 2)

	B
	25 < NRB,agg ≤ 100
	2
	0.05 max(BWChannel(1),BWChannel(2))

 - 0.5f1

	C
	100 < NRB,agg ≤ 200
	2
	0.05 max(BWChannel(1),BWChannel(2)) - 0.5f1

	D
	200 < NRB,agg ≤ 300
	3
	0.05 max(BWChannel(1),BWChannel(2), BWChannel(3)) - 0.5f1

	E
	[300] < NRB,agg ≤ [400]
	FFS
	FFS

	F
	[400] < NRB,agg ≤ [500]
	FFS
	FFS

	NOTE 1:
BWChannel(j), j = 1, 2, 3, is the channel bandwidth of an E-UTRA component carrier according to Table 5.6-1 and f1 = f for the downlink with f the subcarrier spacing while f1 = 0 for the uplink.
NOTE 2:
a1 = 0.16/1.4 for BWChannel(1) = 1.4 MHz whereas a1 = 0.05 for all other channel bandwidths.




The channel spacing between centre frequencies of contiguously aggregated component carriers is defined in subclause 5.7.1A.

-- End of change 1 --

-- Start of change 2 –
5.7.1A
Channel spacing for CA

For intra-band contiguous carrier aggregation with two or more component carriers, the nominal channel spacing between two adjacent E-UTRA component carriers is defined as the following:
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where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective E-UTRA component carriers according to Table 5.6-1 with values in MHz. The channel spacing for intra-band contiguous carrier aggregation can be adjusted to any multiple of 300 kHz less than the nominal channel spacing to optimize performance in a particular deployment scenario.

For intra-band non-contiguous carrier aggregation the channel spacing between two E-UTRA component carriers in different sub-blocks shall be larger than the nominal channel spacing defined in this subclause.

-- End of change 2 -

-- Start of change 3 -
For intra-band non-contiguous carrier aggregation with two downlink carriers the maximum input level requirement is – 22 dBm and is defined as a sum of mean carrier powers received at the UE antenna port while both carriers have equal power. The throughput shall be ≥ 95% of the maximum throughput of the specified reference measurement channel as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1) over each carrier. For UE(s) supporting one uplink carrier, the uplink configuration of the PCC shall be in accordance with Table 7.3.1A-3.

Table 7.4.1A-1: Maximum input level for intra-band contiguous CA

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	A
	B
	C
	D
	E
	F

	Power in largest Transmission Bandwidth Configuration CC
	dBm
	
	-25
	-25
	-25 (NOTE 3)
	
	

	Power in each other CC
	dBm
	
	-25 + 10log(NRB,c /NRB,largest_BW)
	-25 + 10log(NRB,c /NRB,largest_BW)
	-25 + 10log(NRB,c /NRB,largest_BW)
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L or PCMAX_L_CA as defined in subclause 6.2.5A.

NOTE 2:
Reference measurement channel is Annex A.3.2: 64QAM, R=3/4 variant with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.
NOTE 3:
This value is applicable only for TDD, the value for FDD is FFS


-- End of change 3 -

-- Start of change 4 –
For intra-band non-contiguous carrier aggregation with one uplink carrier and two downlink carriers, each larger than or equal to 5 MHz, the adjacent channel selectivity requirements are defined with the uplink configuration of the PCC being in accordance with Table 7.3.1A-3. The UE shall meet the requirements specified in subclause 7.5.1 for each component carrier while both downlink carriers are active. The interferer power is set to the larger value between those specified in subclause 7.5.1. The power level of the carrier other than the carrier that the interfering signal is located with respect to is increased so as to keep the ACS level specified in subclause 7.5.1.

Table 7.5.1A-1: Adjacent channel selectivity

	
	
	CA Bandwidth Class

	Rx Parameter
	Units
	B
	C
	D
	E
	F

	ACS
	dB
	27
	24
	22.2
	
	


Table 7.5.1A-2: Test parameters for Adjacent channel selectivity, Case 1

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Power per CC in Aggregated Transmission Bandwidth Configuration
	
	REFSENS + 14 dB
	REFSENS + 14 dB
	REFSENS + 14 dB
	
	

	PInterferer
	dBm
	Aggregated power + 25.5 dB
	Aggregated power + 22.5 dB
	Aggregated power + 20.7 dB
	
	

	BWInterferer 
	MHz
	5
	5
	5
	
	

	FInterferer (offset)
	MHz
	2.5 + Foffset
/

-2.5 - Foffset
	2.5 + Foffset
/

-2.5 - Foffset
	2.5 + Foffset
/

-2.5 - Foffset
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L or PCMAX_L_CA as defined in subclause 6.2.5A.

NOTE 2:
The interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1 
NOTE 3:
The Finterferer (offset) is relative to the center frequency of the adjacent CC being tested and shall be further adjusted to 
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MHz to be offset from the sub-carrier raster.


Table 7.5.1A-3: Test parameters for Adjacent channel selectivity, Case 2

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Power per CC in Aggregated Transmission Bandwidth Configuration
	dBm
	-50.5 +10log10(NRB,c/ NRB agg)
	-47.5 +10log10(NRB,c/NRB agg)
	-43.9 +10log10(NRB,c/NRB agg)
	
	

	PInterferer
	dBm
	-25

	BWInterferer 
	MHz
	5
	5
	5
	
	

	FInterferer (offset)


	MHz
	2.5+ Foffset
/

-2.5- Foffset
	2.5+ Foffset
/

-2.5- Foffset
	2.5+ Foffset
/

-2.5- Foffset
	
	

	NOTE 1:
The transmitter shall be set to 24dB below PCMAX_L or PCMAX_L_CA as defined in subclause 6.2.5A.

NOTE 2:
The interferer consists of the Reference measurement channel specified in Annex 3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1

NOTE 3:
5. The Finterferer (offset) is relative to the center frequency of the adjacent CC being tested and shall be further adjusted to 
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-- End of change 4 --

-- Start of change 5 -
Table 7.6.1.1A-1: In band blocking parameters

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Power per CC in Aggregated Transmission Bandwidth Configuration
	dBm
	REFSENS + CA Bandwidth Class specific value below

	
	
	9
	12
	13.8
	
	

	BWInterferer 
	MHz
	5
	5
	5
	
	

	FIoffset, case 1 
	MHz
	7.5
	7.5
	7.5
	
	

	FIoffset, case 2 
	MHz
	12.5
	12.5
	12.5
	
	

	NOTE 1: 
The transmitter shall be set to 4dB below PCMAX_L or PCMAX_L_CA as defined in subclause 6.2.5A
NOTE 2:
The interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1


-- End of change 5 -

-- Start of change 6 –
Table 7.6.2.1A-1: Out-of-band blocking parameters

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Power per CC in Aggregated Transmission 

Bandwidth Configuration
	dBm
	REFSENS + CA Bandwidth Class specific value below

	
	
	9
	9
	9
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L or PCMAX_L_CA as defined in subclause 6.2.5A.
NOTE 2:
Reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.


-- End of change 6 -

-- Start of change 7 –
Table 7.6.3.1A-1: Narrow-band blocking

	Parameter
	Unit
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Power per CC in Aggregated Transmission Bandwidth Configuration
	dBm
	REFSENS + CA Bandwidth Class specific value below

	
	
	16
	16
	16
	
	

	Puw (CW)
	dBm
	-55
	-55
	-55
	
	

	Fuw (offset for

f = 15 kHz)
	MHz
	- Foffset – 0.2

/

+ Foffset + 0.2
	- Foffset – 0.2

/

+ Foffset + 0.2
	- Foffset – 0.2

/

+ Foffset + 0.2
	
	

	Fuw (offset for

f = 7.5 kHz)
	MHz
	
	
	
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L or PCMAX_L_CA as defined in subclause 6.2.5A.
NOTE 2:
Reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.
NOTE 3:
The Finterferer (offset) is relative to the center frequency of the adjacent CC being tested and shall be further adjusted to 
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-- End of change 7 -
-- Start of change 8 –
Table 7.7.1A-1: Spurious response parameters

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Power per CC in Aggregated Transmission Bandwidth Configuration
	dBm
	REFSENS + CA Bandwidth Class specific value below

	
	
	9
	9
	9
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L or PCMAX_L_CA as defined in subclause 6.2.5A.
NOTE 2:
Reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.


-- End of change 8 -

-- Start of change 9 –
Table 7.8.1A-1: Wide band intermodulation

	Rx parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Power per CC in Aggregated Transmission Bandwidth Configuration
	dBm
	REFSENS + CA Bandwidth Class specific value below

	
	
	9
	12
	13.8
	
	

	PInterferer 1
(CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	MHz
	5
	5
	5
	
	

	FInterferer 1
(Offset)
	MHz
	–Foffset-7.5

/

+ Foffset+7.5
	–Foffset-7.5

/

+ Foffset+7.5
	–Foffset-7.5
/

+ Foffset+7.5
	
	

	FInterferer 2
(Offset)
	MHz
	2*FInterferer 1

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L or PCMAX_L_CA as defined in subclause 6.2.5A.

NOTE 2:
Reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.

NOTE 3:
The modulated interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 with set-up according to Annex C.3.1.

NOTE 4:
The interfering modulated signal is 5MHz E-UTRA signal as described in Annex D for channel bandwidth (5MHz


-- End of change 9 -
-- Start of change 10 –
Table 7.10.1A-1: Receiver image rejection

	
	CA bandwidth class

	Rx parameter
	Units
	A
	B
	C
	D
	E
	F

	Receiver image rejection
	dB
	
	25
	25
	25
	
	


-- End of change 10 -
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