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1
Introduction
MPR definition for non-contiguous uplink intraband CA was approved in [1]. This text proposal for TR36.833-4 annex-A proposes how to capture the requirement into TS36.101.
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<< Unchanged content omitted >>
6.2.3A
UE Maximum Output power for modulation / channel bandwidth for CA
For inter-band carrier aggregation with uplink assigned to one E-UTRA band (Table 5.6A-1), the requirements in subclause 6.2.3 apply.

For intra-band contiguous carrier aggregation the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2A-1due to higher order modulation and contiguously aggregated transmit bandwidth configuration (resource blocks) is specified in Table 6.2.3A-1. In case the modulation format is different on different component carriers then the MPR is determined by the rules applied to higher order of those modulations.
Table 6.2.3A-1: Maximum Power Reduction (MPR) for Power Class 3

	Modulation
	CA bandwidth Class C
	MPR (dB)

	
	25 RB + 100 RB
	50 RB + 100 RB
	75 RB + 75 RB
	75 RB + 100 RB
	100 RB + 100 RB
	

	QPSK
	> 8 and ≤ 25
	> 12 and ≤ 50
	> 16 and ≤ 75
	> 16 and ≤ 75
	> 18 and ≤ 100
	≤ 1

	QPSK
	> 25
	> 50
	> 75
	> 75
	> 100
	≤ 2

	16 QAM
	≤ 8
	≤ 12
	≤ 16
	≤ 16
	≤ 18
	≤ 1

	16 QAM
	> 8 and ≤ 25
	> 12 and ≤ 50
	> 16 and ≤ 75
	> 16 and ≤ 75
	> 18 and ≤ 100
	≤ 2

	16 QAM
	> 25
	> 50
	> 75
	> 75
	> 100
	≤ 3


For intra-band contiguous carrier aggregation bandwidth class C with non-contiguous resource allocation, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2A-1 is specified as follows 

MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
MA = 
8.2





; 0 ≤ A < 0.025

9.2 - 40A 



; 0.025
≤ A < 0.05

8 – 16A



; 0.05
≤ A < 0.25

4.83 – 3.33A


; 0.25 ≤ A ≤ 0.4,

3.83 – 0.83A


; 0.4 ≤ A ≤ 1,

Where


A = NRB_alloc / NRB_agg.


CEIL{MA, 0.5} means rounding upwards to closest 0.5dB, i.e. MPR([3.0, 3.5, 4.0, 4.5, 5.0, 5.5, 6.0, 6.5, 7.0, 7.5, 8.0, 8.5]

For intra-band non-contiguous carrier aggregation with one uplink carrier on the PCC, the requirements in subclause 6.2.3 apply. For intra-band non-contiguous carrier aggregation with two uplink carriers the MPR is defined for those E-UTRA bands where maximum possible WGAP ≤ 42.2 MHz as follows
MPR = CEIL {MN, 0.5}

Where MN is defined as follows 
MN=

-0.125 NRB_alloc + 18.25

; 2 ≤ N ≤ 50

-0.0333 NRB_alloc + 13.67

; 50 < N ≤ 200

Where NRB_alloc is the number of allocated resource blocks.
For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2.5A apply.

<< end of changes >>
