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1 Introduction

The simulation results for Band 23 with intra-band non-contiguous CA and for Band 27 with intra-band contiguous CA were shown in [1] and [2] in previous RAN4 meeting. In this contribution we provide requirement proposal in order to complete the requirement setupfor conformance tests.
2 Proposal
From our previous results for Band 23 with intra-band non-contiguous CA and for Band 27 with intra-band contiguous CA we have the following proposals.
Proposal 1: For Band 23 with intra-band non-contiguous CA, for TM3 test define SNR requirement separately for each CC in 10+5MHz CA at 70% maximum TP test point. For each CC reuse the single carrier requirement for SNR. 
Proposal 2: For CQI test use the same requirement as wideband CQIPcell – wideband CQIScell ≥ 2 for more than 90% of the time with 10MHz carrier as PCell and 5MHz carrier as SCell.
3 Conclusions

In this contribution we provide the simulation results for Band 23 UE performance tests and propose the followings.
Proposal 1: For Band 23 with intra-band non-contiguous CA, for TM3 test define SNR requirement separately for each CC in 10+5MHz CA at 70% maximum TP test point. For each CC reuse the single carrier requirement for SNR. 

Proposal 2: For CQI test use the same requirement as wideband CQIPcell – wideband CQIScell ≥ 2 for more than 90% of the time with 10MHz carrier as PCell and 5MHz carrier as SCell.
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