Page 1

3GPP TSG-RAN WG4 #71 
R4-142890
Seoul, Korea, 19 - 23 May, 2014
Title:
Draft reply LS on synchronization accuracy between MeNB and SeNB for Dual Connectivity
Response to:
R1-141008
Release:
Rel-12
Work Item:
LTE_SC_enh_dualC
Source:
RAN4
To:
RAN1
Cc:
RAN2 
Contact Person:

Name:
Kunihiko Teshima
E-mail Address:
kunihiko.teshima.hg@nttdocomo.com
1. Overall Description:

RAN4 would like to thank RAN1 for the LS on the potential requirements of synchronization accuracy between MeNB and SeNB for Dual Connectivity in R1-141008. 

Firstly, RAN4 discussed the description of “30.26 + X” and reached the following consensus.
RAN4 suggests to RAN1 that the expression of “30.26 + X” is modified as “30 + X” because the difference, i.e., 30.26 - 30 = 0.26, is derived based on the time alignment error between Pcell and Scell in CA scenario #4.
Secondly, RAN4 discussed the maximum received timing difference between MeNB and SeNB, which UE should cope with, and reached the following consensus.

RAN4 considers “30 + 3” micro sec as the maximum received timing difference between MeNB and SeNB, which UE should cope with.
Based on the above consensus, RAN4 replies to RAN1 that the exact values of X is 3 micro sec when “30 + X” is assumed as the definition of maximum received timing difference.
2. Actions:

To RAN1:

ACTION: RAN4 kindly asks RAN1 to take the above information into account. 
3. Date of Next TSG-RAN4 Meetings:
RAN4#72


18 - 22 Aug 2014


Dresden
RAN4#72bis

6 - 10 Oct 2014


Singapore
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