3GPP TSG-RAN WG4 meeting #71
 R4-142936
Seoul, South Korea, 19 – 23 May 2014


Source:
Ericsson

Title:
Bitmap definition with mandatory changes in the open release 
Agenda item:
4.2.1.3
Document for:
Approval
1 Background
In response to the RAN4 LS [1] on the indication of modified MPR behaviour in an earlier release, RAN2 endorsed CRs to 36.331 introducing the necessary capability signaling. The capability is indicated as a bitmap and can be signaled by UE(s) compliant with Rel-9 or later. RAN2 intends to agree and send these CRs for approval once RAN4 has agreed a corresponding CR to 36.101 defining the meaning of the bits of the bitmap with an explicit definition of at least one bit.
In [2] we described a format for specification of the bits in 36.101 and how this would work throughout the releases. Accompanying CRs were presented with the first bit of the bitmap used for indicating A-MPR changes for Band 26 in Rel-12, but these CRs were not agreed by RAN4; not all companies agreed that the modified behaviour shall be mandated the open release (Rel-12). 
In this contribution we reiterate the proposal described in [2]. The proposal in short: from the Rel-9 version of 36.101, a table including the definitions of the bits of the bitmap would be introduced in a normative annex entitled “Modified MPR behavior” with the first bit of the bitmap used for indicating A-MPR changes for Band 26. In the Rel-9 and Rel-10 versions,
Table X.1-1: Definitions of the bits in the field modifiedMPRbehavior
	Index of field    (bit number)
	Definition

(description of the supported functionality if indicator set to one)
	Notes

	0 (leftmost bit)
	- The additional requirements specified in Clause 6.6.3.3.5 and the A-MPR for “NS_12” according to Table 6.2.4-6 in version 12.3.0 of this specification

- The additional requirements specified in Clause 6.6.3.3.6 and the A-MPR for “NS_13” according to Table 6.2.4-7 in version 12.3.0 of this specification
	- This bit can be set to 1 by a UE supporting Band 26 [36.307]


with reference to 36.307 as Band 26 is introduced in Rel-11; the same table applies for Rel-11 but without the reference to 36.307. The modified behaviour is mandated in the open release:

Table X.1-1: Definitions of the bits in the field modifiedMPRbehavior
	Index of field    (bit number)
	Definition

(description of the supported functionality if indicator set to one)
	Notes

	0 (leftmost bit)
	- The additional requirements specified in Clause 6.6.3.3.5 and the A-MPR for “NS_12” according to Table 6.2.4-6 in version 12.3.0 of this specification

- The additional requirements specified in Clause 6.6.3.3.6 and the A-MPR for “NS_13” according to Table 6.2.4-7 in version 12.3.0 of this specification
	- This bit shall be set to 1 by a UE supporting Band 26


Hence UEs compliant with Rel-11 and earlier can set the bit to 1 to indicate support of the modified behaviour, while UE compliant with the open release must set the bit to 1. 
2 Proposal
It is proposed that

1. capability indication of a modified MPR behaviour is optional for UEs compliant with an earlier (frozen) release
2. capability indication of a modified MPR behaviour is mandatory for UEs compliant with the open release (now Rel-12)
In accordance with this, CRs to 36.101 are proposed in [3-6] with the first bit of the bitmap used for indicating A-MPR changes for Band 26 in Rel-12 and with proposed restrictions for UEs not indicating a modified behaviour in [7]. 

Agreement of the above CRs is subject to approval of [8] with the accompanying CR in [9].
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