Page 1



3GPP TSG-RAN WG4 Meeting #71 
R4-142937
Seoul, South Korea, 19 – 23 May 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	36.101
	CR
	2352
	rev
	-
	Current version:
	9.18.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Defintion of the bits in the bitmap for indication of modified MPR behavior

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R4

	
	

	Work item code:
	LTE-RF
	
	Date:
	2014-05-19

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	The bits of the field modifiedMPRbehavior indicated in the UE radio access capability to be specified in TS 36.331 (CR 1445) pertains to MPR or A-MPR and should be defined in TS 36.101.

	
	

	Summary of change:
	A new Annex H is inserted with a table H.1-1. The leftmost indicates a modification for UE(s) compliant supporting Band 26; a reference is made to TS 36.307 since Band 26 is introduced in the Rel-11 version of TS 36.101. The A-MPR change in Rel-12 is supported by a UE complant with Rel-9 if the leftmost bit set to “1”. Approval of the changes herein are conditioned on approval of TS 36.101 CR 2356 and TS 36.101 CR 2357 for introduction of the Band 26 modification.
An Annex G (void) is inserted in order to keep numbering of clauses consistent with the later releases of 36.101.
Isolated impact analysis:

UE modified MPR behaviour impacting e.g. eNB scheduling and link adaptation. 



	
	

	Consequences if not approved:
	Incomplete specification: the bits of the field modifiedMPRbehavior are not defined.

	
	

	Clauses affected:
	New Annex G and H.

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS 36.331 CR 1445, TS 36.101 CR 2356, TS 36.101 2357

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


< start of changes >
F.7

Spectrum Flatness

The data shall be taken from FFT coded data symbols and the demodulation reference symbols of the allocated resource block.
Annex G: Void

Annex H (normative): 
Modified MPR behavior
H.1
Indication of modified MPR behavior
This annex contains the definitions of the bits in the field modifiedMPRbehavior indicated in the IE UE Radio Access Capability [7] by a UE supporting an MPR or A-MPR modified in a later release of this specification. 
Table H.1-1: Definitions of the bits in the field modifiedMPRbehavior
	Index of field    (bit number)
	Definition

(description of the supported functionality if indicator set to one)
	Notes

	0 (leftmost bit)
	- The additional requirements specified in Clause 6.6.3.3.5 with A-MPR for “NS_12” according to Table 6.2.4-6 in version 12.3.0 of this specification

- The additional requirements specified in Clause 6.6.3.3.6 with A-MPR for “NS_13” according to Table 6.2.4-7 in version 12.3.0 of this specification
	- This bit can be set to 1 by a UE supporting Band 26 [8].


< end of changes >
