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1. Introduction

It was agreed in [1] that 2UL inter-band CA configurations would support the same bandwidths and bandwidth combination sets as supported for the same CA configuration for 2DL.  This contribution updates the 36.860 TR to include missing bandwidth combination sets that have been created for 2DL.
2. Discussion

For the treatment of 2UL inter-band CA work items, it was agreed in [1] that the same bandwidths and bandwidth combination sets should apply for 2DL/1UL as for 2DL/2UL for the same CA configuration.
5.  What bandwidth combinations are supported for 2UL CA?

For each band combination, only those bandwidth combinations as defined for 2DL operation are to be supported for 2UL.  For example, if a 2DL CA configuration supports 5 MHz + 5 MHz, 5 MHz + 10 MHz, 10 MHz + 5 MHz, then it is required that corresponding 2UL CA configuration also supports the same bandwidth combinations.  No new bandwidth combinations can be added, but at the same time, all previously defined bandwidth combinations for 2DL are to be supported for 2UL.  In the case that bandwidth combination sets, in addition to the default set, have been defined for the band combination, the same sets apply for 2UL as they do for 2DL.

The following CA configurations are updated in this text proposal to include additional bandwidth combination sets which have either have been completed and are already reflected in the 36.101 specification for 2DL/1UL, or have work items that have already been approved at RAN:  CA_3A-20A, CA_2A-13A, CA_4A-13A, CA_4A-12A, and CA_7A-20A.

3. Conclusion
Bandwidth combination sets are added to 2DL/2UL CA configuration according to the previous agreement that bandwidths and bandwidth combination sets should be common between 2DL/2UL and 2DL/1UL for the same CA configuration.
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<<< Start of TP for TR 36.860 >>>
6.3.2
Channel bandwidths per operating band for CA

Table 6.3.2-1: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_3A-20A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	


<<< Unchanged sections omitted >>>
6.6.1.1.1        Channel bandwidths per operating band for CA
Table 6.6.1.1.1-1: 2UL inter-band CA operating bands
	E-UTRA band / channel bandwidth

	E-UTRA CA Band
	E-UTRA Bands
	1.4MHz
	3MHz
	5 MHz
	10  MHz
	15 MHz
	20  MHz
	Bandwidth combination set

	CA_2A-13A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	0

	
	13
	
	
	
	Yes
	
	
	

	
	2
	
	
	Yes
	Yes
	
	
	1

	
	13
	
	
	
	Yes
	
	
	


<<< Unchanged sections omitted >>>
6.7.1.1.1        Channel bandwidths per operating band for CA
Table 6.7.1.1.1-1: 2UL inter-band CA operating bands
	E-UTRA band / channel bandwidth

	E-UTRA CA Band
	E-UTRA Bands
	1.4MHz
	3MHz
	5 MHz
	10  MHz
	15 MHz
	20  MHz
	Bandwidth combination set

	CA_4A-13A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	0

	
	13
	
	
	
	Yes
	
	
	

	
	4
	
	
	Yes
	Yes
	
	
	1

	
	13
	
	
	
	Yes
	
	
	


<<< Unchanged sections omitted >>>
7.3.1.1
Channel bandwidths per operating band for CA

Table 7.3.1.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA

	CA operating / channel bandwidth

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Maximum aggregated bandwidth [MHz]
	Bandwidth Combination Sets

	CA_4A-12A
	4
	Yes
	Yes
	Yes
	Yes
	
	
	20
	0

	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	12
	
	Yes
	Yes
	Yes
	
	
	
	


<<< Unchanged sections omitted >>>
9.3.1.1
Channel bandwidths per operating band for CA_7A-20A
Table 9.3.1.1-1: Supported E-UTRA bandwidths for CA_7A-20A
	CA operating / channel bandwidth

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Maximum aggregated bandwidth [MHz]
	Bandwidth Combination Sets

	CA_7A-20A
	7
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	7
	
	
	
	Yes
	Yes
	Yes
	40
	1

	
	20
	
	
	Yes
	Yes
	Yes
	Yes
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