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1 Introduction
In RAN#70bis Band 39 and 41 was approved as the target band for TDD Low Cost MTC. This paper updates the UL configuration for sensitivity of TDD MTC UE. 
2 Discussion 

For Band 39 and Band 41, the uplink configuration of reference sensitivity is defined as below:

Table 7.3.1-2: Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	39
	
	
	25 
	50 
	75 
	100 
	TDD

	41
	
	
	25
	50 
	75 
	100 
	TDD


It was agreed to limit the UL configuration to [36] RB due to the limitation of maximum 1000 bits TB size of MTC UE. Therefore, for Band 39 and 41, the uplink configuration needs to be modified according to limitation.
Table 1: Uplink configuration for reference sensitivity for MTC UE
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	39
	
	
	25 
	[36]
	[36]
	[36]
	TDD

	41
	
	
	25
	[36]
	[36]
	[36]
	TDD
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4.2
Reduced PDSCH bandwidth support
UL maximum number of allocated resource blocks for some channel bandwidth shall be reduced by the limitation of maximum 1000 bits TB size of MTC UE, which corresponding to maximum 36 RBs in TS36. 213 section 7.1.7. If the RB number of uplink configuration defined in Table 7.3.1-2 in TS36.101exceed the maximum RB number for new UE category for MTC, the maximum RB number for new UE category shall be adopted as uplink configuration for MTC UE.
For Band 3, Band 8, Band 20, Band 39 and Band 41 the uplink configuration of reference sensitivity is defined as below:
Table 7.3.1-2: Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	3
	6 
	15 
	25 
	50 
	501
	501
	FDD

	8
	6 
	15
	25 
	25
	
	
	FDD

	20
	
	
	25 
	20
	20
	20
	FDD

	39
	
	
	25 
	50 
	75 
	100 
	TDD

	41
	
	
	25
	50 
	75 
	100 
	TDD


Uplink RB numbers for Band 8 and Band 20 are less than 25RBs therefore this configuration could be kept unchanged for MTC UE. For Band 3, Band 39 and Band 41 the uplink configuration needs to be modified according to the RB number in new UL measurement channel.

Table 1: Uplink configuration for reference sensitivity for MTC UE
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	3
	6 
	15 
	25 
	[36]
	[36]
	[36]
	FDD

	8
	6 
	15
	25 
	25
	
	
	FDD

	20
	
	
	25 
	20
	20
	20
	FDD

	39
	
	
	25 
	[36]
	[36]
	[36]
	TDD

	41
	
	
	25
	[36]
	[36]
	[36]
	TDD
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