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	Reason for change:
	There is a need to define the section structure for eMBMS requirements. MCH BLER requirements are not specified.

	
	

	Summary of change:
	New sections are introduced for all eMBMS measurements.
New requirements for MCH BLER are specified, where the minimum number of available MBSFN subframes with MCH is specified for each MCH BLER value, assuming the minimum number of erroneous blocks is 10 to unsure sufficiently reliable BLER estimates.
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	Other comments:
	


9.7 MBSFN Measurements

9.7.1 Introduction
Editor’s note: TBD
9.7.2 MBSFN RSRP

9.7.2.1 MBSFN RSRP measurement accuracy requirement
Editor’s note: TBD
9.7.2.1 MBSFN RSRP measurement report mapping
Editor’s note: TBD
9.7.3 MBSFN RSRQ
9.7.3.1 MBSFN RSRQ measurement accuracy requirement
Editor’s note: TBD
9.7.3.1 MBSFN RSRQ measurement report mapping
Editor’s note: TBD
9.7.4 MCH BLER
9.7.4.1
MCH BLER measurement requirement

The UE shall receive MCH during a measurement period with N configured MBSFN subframes with MCH. The UE shall calculate MCH BLER over the measurement period with the N MBSFN subframes with MCH. The calculated MCH BLER shall not exceed the maximum required MCH BLER for the corresponding N as specified in Table 9.7.4.1-1, where N is specified to ensure that at least [10] erroneous MCH transport blocks are received by the UE to obtain the MCH BLER measurement.

Table 9.7.4.1-1: MCH BLER requirements
	N subframes
	MCH BLER

	[20]
	0.5

	[TBD]
	[TBD]

	[100]
	0.1

	[1000]
	0.01

	[10000]
	0.001


9.7.4.2
MCH BLER measurement report mapping

Editor’s note: TBD
