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[bookmark: _Toc313488080][bookmark: _Toc313488628][bookmark: _Toc319849846][bookmark: _Toc329301311]6.6.3.1.1	Additional requirement with a guard band
These requirements are applicable only for frequencies which are greater than Fguard MHz away from the UE transmit carrier frequency.
Table 6.13a: Additional spurious emissions requirements with a guard band
	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement
	Guard Band
(Fguard MHz)

	XXVI
	806 MHz  f  813.5 MHz
	6.25 kHz
	-42 dBm
	TBD6 MHz

	
	806 MHz  f  816 MHz
	6.25 kHz
	-42 dBm
	TBD6 MHz

	
	851 MHz  f  859 MHz
	1 MHz
	-32 dBm
	TBD10 MHz

	
	851 MHz  f  859 MHz
	6.25 kHz
	-53 dBm
	TBD10 MHz



-------------------------------------------------- Unchanged sections skipped -----------------------------------------------------------
6.6.3.1A.1	Additional requirement with a guard band for DC-HSUPA
These requirements are applicable only for frequencies which are greater than Fguard MHz away from the UE transmit center carrier frequency.
Table 6.13B: Additional spurious emissions requirements with a guard band
	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement
	Guard Band
(Fguard MHz)

	XXVI
	806 MHz  f  813.5 MHz
	6.25 kHz
	-42 dBm
	TBD14.5 MHz

	
	806 MHz  f  816 MHz
	6.25 kHz
	-42 dBm
	TBD14.5 MHz

	
	851 MHz  f  859 MHz
	1 MHz
	-32 dBm
	TBD23.5 MHz

	
	851 MHz  f  859 MHz
	6.25 kHz
	-53 dBm
	TBD22.5 MHz
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